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	Reason for change:
(

	From the default message content it is unclear what content should be sent for RRC Connection reconfiguration message used to transmit Modift EPS bearer Context request message.

	
	

	Summary of change:
(

	New condition RadioResourceConfigDedicated-DRB-Mod  is added to specify the content to be used for RRC Connection reconfiguration message in case message is used for sending Modify EPS Bearer Content request message
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	It will be unclear what content should be sent inside RRC Connection Reconfiguration message and will lead assumption in implementation that can lead to failure of a conformant UE.
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4.6.1
Contents of RRC messages
<<Text Skipped>>
–
RRCConnectionReconfiguration
Table 4.6.1-8: RRCConnectionReconfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	
	MeasConfig-DEFAULT
	
	MEAS

	        mobilityControlInfo
	Not present
	
	

	
	MobilityControlInfo-HO
	
	HO, HO-TO-EUTRA

	        dedicatedInfoNASList
	Not present
	
	

	
	Set according to specific message content
	
	SRB2-DRB(n, m)

DRB(n, m)

SRB1-SRB2-DRB(n,m)

AM-DRB-ADD(bid)

UM-DRB-ADD(bid)

DRB-REL(bid)
DRB-Mod

	        radioResourceConfigDedicated
	Not present
	
	

	
	RadioResourceConfigDedicated-SRB2-DRB(n, m)
	
	SRB2-DRB(n, m)

	
	RadioResourceConfigDedicated-DRB(n, m)
	
	DRB(n, m)

	
	RadioResourceConfigDedicated-AM-DRB-ADD(bid)
	
	AM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-UM-DRB-ADD(bid)
	
	UM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-DRB-REL(bid)
	
	DRB-REL(bid)

	
	RadioResourceConfigDedicated-HO
	
	HO

	
	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m)
	
	HO-TO-EUTRA(n,m)

	
	RadioResourceConfigDedicated-DRB-Mod
	
	DRB-Mod

	        securityConfigHO
	Not present
	
	

	
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SRB2-DRB(n,m)
	Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including establishment of SRB2)

	DRB(n,m)
	Establishment of additional n x AM DRB:s and m x UM DRB:s (SRB2 should already be established)

	AM-DRB-ADD(bid)
	Establishment of a single additional AM DRB with bearer identity bid (SRB2 should already be established)

	UM-DRB-ADD(bid)
	Establishment of a single additional UM DRB with bearer identity bid (SRB2 should already be established)

	DRB-REL(bid)
	Release of the DRB with bearer identity bid

	HO
	Intra LTE handover

	MEAS
	A measurement is configured

	HO-TO-EUTRA(n,m)
	Inter-RAT handover to E-UTRA including the establishment of a SRB1, SRB2 and n x AM DRB plus m x UM DRB

	DRB-Mod
	Modification of already established DRB ID 2 and is used for sending Modify EPS Bearer Context Request message (SRB2 should already be established)


<<Text Skipped>>
4.6.3
Radio resource control information elements
<<Test Skipped>>
–
UplinkPowerControlDedicated-DEFAULT

Table 4.6.3-26: UplinkPowerControlDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UE-PUSCH 
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-UE-PUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc4
	
	

	}
	
	
	


-
RadioResourceConfigDedicated-DRB-Mod
Table 4.6.3-27: RadioResourceConfigDedicated-DRB-Mod
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRB ::= SEQUENCE {
	
	
	

	  srb-ToAddModList 
	Not present
	
	

	  drb-ToAddModList 
	DRB-ToAddModList-RECONFIG
	
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
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