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A.4.5
Additional information

Table A.12: Additional information

	Item
	Additional information
	Ref.
	Status
	Release
	Mnemonic
	Support

	1
	Void
	
	
	
	
	

	2
	Void
	
	
	
	
	

	3
	Void
	
	
	
	
	

	4
	UE capable of being configured to initiate Dedicated PDP Context
	24.229 [10], 9.2.1
	o
	Rel-5
	
	

	5
	UE capable of being configured to initiate P-CSCF discovery via PCO
	24.229 [10], 9.2.1
	o
	Rel-5
	
	

	6
	Void
	
	
	
	
	

	7
	UE capable of being configured to initiate P-CSCF discovery via DHCPv6
	24.229 [10], 9.2.1
	o
	Rel-5
	
	

	8
	UE supports P-CSCF discovery via PCO
	24.229 [10], 9.2.1
	o
	Rel-5
	
	

	9
	Void
	
	
	
	
	

	10
	UE supports P-CSCF discovery via DHCPv6
	24.229 [10], 9.2.1
	o
	Rel-5
	
	

	11
	Void
	
	
	
	
	

	12
	UE capable of initiating a bidirectional voice session over IMS
	24.229 [10], 5.1.6
	o
	Rel-5
	
	

	13
	Void
	
	
	
	
	

	14
	Void
	
	
	
	
	

	15
	Void
	
	
	
	
	

	16
	UE Supports "IPv6 address with embedded IPv4 address" in PCO IE
	23.981 [18], 5.2.1
	o
	Rel-6
	
	

	17
	UE Supports IPv4 address in PCO IE
	23.981 [18], 5.2.1
	o
	Rel-6
	
	

	18
	UE supports MTSI
	24.173 [55]
	o
	Rel-7
	
	

	19
	UE supports UI capable of  showing user notification for Message Waiting Indication
	24.173 [55], Annex F
	o
	Rel-7
	
	

	20
	UE supports MO SMS over IMS
	24.341 [66], 5.3.1
	o
	Rel-8
	
	

	21
	UE supports SM-over-IP receiver
	24.341 [66]
	o
	Rel-8
	
	

	Xx
	UE suppresses RTCP during the active two-way voice sessions
	26.114 [56] 7.3.1
	o
	Rel-7
	
	

	Pp
	UE supports for sending RTCP while call is being hold
	26.114 [56] 7.3.1
	o
	Rel-7
	
	

	Yy
	UE supports no reply timer setting
	24.604 [68], 4.9.1.4
	o
	Rel-8
	
	

	zz
	UE supports sending DTMF events over RTP
	26.114 [56], Annex G
	o
	Rel-7
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