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Reason for change:
(

Referring to an already agreed TTCN CR R5s100046, it is identified that two more testcases have the same issue.

1. In the testcase 8.3.2.12. in test step ts_IdleUpdatedRejected_Roam_NA, the test step used to handle reception of RRC CONNECTION REQUEST, does not initialize the variable tcv_RelInd. This leads to a failure when security capabilities are checked later.

2. In testcase 6.2.2.2 also, tcv_RelInd is not initialized when the RRC CONNECTION REQUEST message is received on UMTS cell. This leads to a failure when security capabilities are checked later




Summary of change:
(

1.   In testcase 8.3.2.12, Change the test step ts_RRC_ConnEst to ts_RRC_ConnEst_RelInd so that the variable tcv_RelInd is initialized properly.

2.  In testcase 6.2.2.2, initialize tcv_RelInd whenever RRCConnectionRequest is received.




Consequences if 
(

not approved:
Testcases will fail a 3GPP Conformant UE that supports UEA2/UIA2.
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Other comments:
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Change in testcase 8.3.2.12:

Test Step Name
ts_IdleUpdatedRejected_Roam_NA

Reason for change
In the testcase 8.3.2.12. in test step ts_IdleUpdatedRejected_Roam_NA, the test step used to handle reception of RRC CONNECTION REQUEST, does not initialize the variable tcv_RelInd. This leads to a failure when security capabilities are checked later.

Summary of change
Change the test step ts_RRC_ConnEst to ts_RRC_ConnEst_RelInd so that the variable tcv_RelInd is initialized properly.

Source of change
Modification

Before:
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After:
Change the test step ts_RRC_ConnEst to ts_RRC_ConnEst_RelInd so that the variable tcv_RelInd is initialized properly.

Change 1 in testcase 6.2.2.2:

Tree Header Name
Lt_LocalTestChangeSysInfoAToA

Reason for change
tcv_RelInd is not initialized when the RRC CONNECTION REQUEST message is received on UMTS cell. This leads to a failure when security capabilities are checked later.

Summary of change
Initialize tcv_RelInd whenever RRCConnectionRequest is received.

Source of change
Modification

Before:
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After:
Initialize tcv_RelInd when RRCConnectionRequest is received.

Change 2 in testcase 6.2.2.2:

Tree Header Name
Lt_LocalTestLoop2_ChangePwrLvl_A_ToA

Reason for change
tcv_RelInd is not initialized when the RRC CONNECTION REQUEST message is received on UMTS cell. This leads to a failure when security capabilities are checked later.

Summary of change
Initialize tcv_RelInd whenever RRCConnectionRequest is received.

Source of change
Modification

Before:
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After:
Initialize tcv_RelInd when RRCConnectionRequest is received.
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