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Introduction

Total Number of CRs agreed for this WI: 10. TSs being affected:

· 34.108 - 
  1 CR(s)

· 34.121-1 - 
  1 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.123-1 - 
  5 CR(s)

· 34.123-2 - 
  2 CR(s)

· 34.123-3 - 
  1 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-103150
	34.123-1
	2710
	-
	F
	Rel-9
	9.0.0
	Correction of number of HARQ processes in Dual-Cell radio bearer test cases
	RANimp-UEConTest_DCHSDPA

	R5-103634
	34.123-1
	2750
	-
	F
	Rel-9
	9.0.0
	Update of TFRC test points (14.1.3.4b.2) for Dual-Cell radio bearer testing.
	RANimp-UEConTest_DCHSDPA

	R5-103635
	34.123-1
	2751
	-
	F
	Rel-9
	9.0.0
	Addition of new Test Case 8.3.4.15a - Active set update: Dual Cell (DC) Activation by Serving Cell Change from non DC-HSDPA capable cell to DC-HSDPA capable cell with SRB mapped on DCH
	RANimp-UEConTest_DCHSDPA

	R5-103636
	34.123-1
	2752
	-
	F
	Rel-9
	9.0.0
	Addition of new Test Case 8.3.4.16a - Active set update: Dual Cell (DC)  Activation by Serving Cell Change from DC-HSDPA capable cell to non DC-HSDPA capable cell with SRB mapped on DCH
	RANimp-UEConTest_DCHSDPA

	R5-103637
	34.123-2
	0480
	-
	F
	Rel-9
	9.0.0
	Correction of applicability condition C405f for Dual-Cell radio bearer test case 14.6.6f
	RANimp-UEConTest_DCHSDPA

	R5-103638
	34.123-2
	0481
	-
	F
	Rel-9
	9.0.0
	Applicability of new RRC test cases for Dual Cell HSDPA
	RANimp-UEConTest_DCHSDPA

	R5-103725
	34.108
	0829
	-
	F
	Rel-9
	9.0.0
	Correction to HS-SCCH configuration in RB Setup (DC-HSDPA)
	RANimp-UEConTest_DCHSDPA

	R5-103765
	34.121-1
	1251
	-
	F
	Rel-9
	9.0.0
	Removing the square brackets from the values specified for AWGN in DC-HSDPA tests
	RANimp-UEConTest_DCHSDPA

	R5-103860
	34.123-1
	2783
	-
	F
	Rel-9
	9.0.0
	Clarification regarding the use of HARQ process identifier when Dual-Cell is supported in generic RB test procedure 14.1.3.5a
	RANimp-UEConTest_DCHSDPA

	R5-103863
	34.123-3
	2792
	-
	F
	Rel-9
	8.5.0
	ASP corrections for Dual Cell
	RANimp-UEConTest_DCHSDPA
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