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Introduction

Total Number of CRs agreed for this WI: 21. TSs being affected:

· 34.108 - 
  1 CR(s)

· 34.121-1 - 
  2 CR(s)

· 34.121-2 - 
  1 CR(s)

· 34.123-1 - 
13 CR(s)

· 34.123-2 - 
  3 CR(s)

· 34.123-3 - 
  1 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-103153
	34.123-1
	2711
	-
	F
	Rel-9
	9.0.0
	Addition of a New Test Case for Enhanced UL in Cell_FACH - DTCH/DCCH transmission - Implicit release with E-DCH transmission continuation backoff Timer Based
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103437
	34.123-1
	2738
	-
	F
	Rel-9
	9.0.0
	Corrections to Enhanced UL in CELL_FACH test case 7.1.8.1
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103439
	34.123-1
	2739
	-
	F
	Rel-9
	9.0.0
	Radio Link Failure Test Case for EUL in CELL-FACH for DTCH/DCCH transmission
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103442
	34.123-1
	2740
	-
	F
	Rel-9
	9.0.0
	Correction and Extension of generic test procedure for Enhanced UL and DL in CELL_FACH
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103443
	34.123-1
	2741
	-
	F
	Rel-9
	9.0.0
	Interoperability Radio Bearer tests for Enhanced UL in CELL_FACH with DRX configured
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103445
	34.123-1
	2742
	-
	F
	Rel-9
	9.0.0
	New test case: Intra Frequency Cell Reselection in Enhanced UL in CELL_FACH with E-DRX
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103446
	34.123-1
	2743
	-
	F
	Rel-9
	9.0.0
	New test case: Inter Frequency Cell Reselection in Enhanced UL in CELL_FACH with DRX configured
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103447
	34.123-2
	0477
	-
	F
	Rel-9
	9.0.0
	Applicability of Enh-UL in CELL_FACH test cases
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103448
	34.123-2
	0478
	-
	F
	Rel-9
	9.0.0
	Addition of UE Radio Access Capability for Enhanced DRX in CELL_FACH
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103449
	34.123-2
	0479
	-
	F
	Rel-9
	9.0.0
	Applicability of Enhanced CELL_FACH DRX test cases
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103502
	34.121-1
	1241
	-
	F
	Rel-9
	9.0.0
	Introduction of E-AI detection performance test case into section 7
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103503
	34.121-1
	1242
	-
	F
	Rel-9
	9.0.0
	Introduction of E-AI detection performance test case into Annex
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103504
	34.121-2
	0075
	-
	F
	Rel-9
	9.0.0
	Introduction of E-AI detection performance test case into TS 34.121-2
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103639
	34.123-1
	2753
	-
	F
	Rel-9
	9.0.0
	Correction to Enhanced UL in CELL_FACH TC 7.1.8.2
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103640
	34.123-1
	2754
	-
	F
	Rel-9
	9.0.0
	Correction to Enhanced UL in CELL_FACH TC 7.1.8.5
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103641
	34.123-1
	2755
	-
	F
	Rel-9
	9.0.0
	Corrections to Enhanced UL in CELL_FACH test case 7.1.8.6
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103642
	34.123-1
	2756
	-
	F
	Rel-9
	9.0.0
	Access fail test cases for EUL in CELL-FACH during initial access preamble
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103643
	34.123-1
	2757
	-
	F
	Rel-9
	9.0.0
	Cell reselection in CELL_FACH when common E-DCH resource is released
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103644
	34.123-1
	2758
	-
	F
	Rel-9
	9.0.0
	Traffic Volume Measurements for EUL in CELL-FACH
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103645
	34.123-3
	2791
	-
	F
	Rel-9
	8.5.0
	ASP correction for Enhanced FACH uplink
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103862
	34.108
	0831
	-
	F
	Rel-9
	9.0.0
	Correction to default Enhanced UL in CELL_FACH RB condition A29
	RANimp-UEConTest_EnhancedRACHCellFACHState

	R5-103152
	34.108
	0822
	-
	F
	Rel-9
	9.0.0
	Default SIB5 contents for UEs supporting Enhanced UL/DL in CELL_FACH state
	RANimp-UEConTest_EnhancedRACHCellFACHState
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