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	When DRX is used, upon start of T310 timer as specified in RRC spec, the UE shall monitor the link for recovery using the evaluation period and L1 indication interval corresponding to the non-DRX mode until the expiry of T310 timer.
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	When DRX is used, upon start of T310 timer as specified in RRC spec, the UE shall monitor the link for recovery using the evaluation period and L1 indication interval corresponding to the non-DRX mode until the expiry or stop of T310 timer.
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7.6.2
Requirements
7.6.2.1
Minimum requirement when no DRX is used 

When the downlink radio link quality estimated over the last [200] ms period becomes worse than the threshold Qout, Layer 1 of the UE shall send an out-of-sync indication to the higher layers within [200] ms Qout evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in [2]. 

When the downlink radio link quality estimated over the last [100] ms period becomes better than the threshold Qin, Layer 1 of the UE shall send an in-sync indication to the higher layers within [100] ms Qin evaluation period. A L3 filter shall be applied to the in-sync indications as specified in [2]. 
The out-of-sync and in-sync evaluations shall be performed as specified in section 4.2.1 in [3]. Two successive indications from Layer 1 shall be separated by at least [10] ms.
The transmitter power shall be turned off within [40] ms after expiry of  T310 timer as specified in section 5.3.11 in [2]. 

7.6.2.2
Minimum requirement when DRX is used 

When DRX is used the Qout evaluation period (TEvaluate_Qout_DRX) and  the Qin evaluation period  (TEvaluate_Qin_DRX) is  specified in Table 7.6.2.2-1 will be used. 

When the downlink radio link quality estimated over the last TEvaluate_Qout_DRX [s] period becomes worse than the threshold Qout, Layer 1 of the UE shall send out-of-sync indication to the higher layers within TEvaluate_Qout_DRX [s] evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in [2]. 

When the downlink radio link quality estimated over the last TEvaluate_Qin_DRX [s] period becomes better than the threshold Qin, Layer 1 of the UE shall send in-sync indications to the higher layers within TEvaluate_Qin_DRX [s] evaluation period. A L3 filter shall be applied to the in-sync indications as specified in [2].
The out-of-sync and in-sync evaluations shall be performed as specified in section 4.2.1 in [3]. Two successive indications from Layer 1 shall be separated by at least max([10] ms, DRX_cycle_length).
Upon start of T310 timer as specified in section 5.3.11 in [2], the UE shall monitor the link for recovery using the evaluation period and Layer 1 indication interval corresponding to the non-DRX mode until the expiry or stop of T310 timer.
The transmitter power shall be turned off within [40] ms after expiry of T310 timer as specified in section 5.3.11 in [2]. 
7.6.2.3
Minimum requirement at transitions 

The out-of-sync and in-sync evaluations shall be performed as specified in section 4.2.1 in [3]. Two successive indications from Layer 1 shall be separated by at least max([10] ms, DRX_cycle_length).
When the UE transitions between DRX and non-DRX or when DRX cycle periodicity changes, for a duration of time equal to the evaluation period corresponding to the second mode after the transition occurs, the UE shall use an evaluation period that is no less than the minimum of evaluation periods corresponding to the first mode and the second mode. Subsequent to this duration, the UE shall use an evaluation period corresponding to the second mode. This requirement shall be applied to both out-of-sync evaluation and in-sync evaluation.

Table 7.6.2.2-1: Qout and Qin Evaluation Period in DRX

	DRX cycle length (s)
	TEvaluate_Qout_DRX  and TEvaluate_Qin_DRX  (s) (DRX cycles)

	≤0.04
	   [Note (20)]

	0.08
	[0.8 (10)]

	0.16
	[1.6 (10)]

	0.32
	[3.2 (10)]

	0.64
	 [6.4 (10)]

	1.28
	[6.4 (5)]

	2.56
	[12.8 (5)]

	Note: Evaluation period length in time depends on the length of the DRX cycle in use
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