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6.1.2.6
Cell reselection using Qhyst, Qoffset and Treselection
6.1.2.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state, and the UE is not in high mobility state }

ensure that {

  when { Qhyst is non-zero or its value changes in system information }


  then { UE reselects the highest ranked cell taking the actual Qhyst value into account} 
            }

(2)

with { UE in E-UTRA RRC_IDLE state, and the UE is not in high mobility state }

ensure that {

  when { cell reselection criteria are fulfilled during a time interval Treselection }


  then { UE reselects the highest ranked cell } 
            }

(3)

with { UE in E-UTRA RRC_IDLE state, and the UE is not in high mobility state }

ensure that {

  when { Qoffset is non-zero or its value changes in system information }


  then { UE reselects the highest ranked cell taking the actual Qoffset value into account } 
            }

6.1.2.6.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS36.300, clause 10.1.1.2 and TS 36.304, clauses 5.2.1 and 5.2.4.6 and TS 36.331 clause 6.3.1.

[TS 36.300, clause 10.1.1.2]

UE in RRC_IDLE performs cell reselection. The principles of the procedure are the following:

-
The UE makes measurements of attributes of the serving and neighbour cells to enable the reselection process:

-
There is no need to indicate neighbouring cell in the serving cell system information to enable the UE to search and measure a cell i.e. E-UTRAN relies on the UE to detect the neighbouring cells;

-
For the search and measurement of inter-frequency neighbouring cells, only the carrier frequencies need to be indicated;

-
Measurements may be omitted if the serving cell attribute fulfils particular search or measurement criteria.

-
Cell reselection identifies the cell that the UE should camp on. It is based on cell reselection criteria which involves measurements of the serving and neighbour cells:

-
Intra-frequency reselection is based on ranking of cells;

...

-
Cell reselection parameters are applicable for all UEs in a cell, ...

[TS 36.304, clause 5.2.1]

When camped on a cell, the UE shall regularly search for a better cell according to the cell reselection criteria. If a better cell is found, that cell is selected.

[TS 36.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
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where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.


The UE shall perform ranking of all cells that fulfill the cell selection criterion S, which is defined in 5.2.3.2, but may exclude all CSG cells that are known by the UE to be not allowed.

The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.

If a cell is ranked as the best cell the UE shall perform cell re-selection to that cell.

 ...

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the new cell is better ranked than the serving cell during a time interval TreselectionRAT,
-
more than 1 second has elapsed since the UE camped on the current serving cell.

[TS 36.331, clause 6.3.1]

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.

6.1.2.6.3
Test description

6.1.2.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2 are high quality cells on the same E-UTRA frequency and different tracking areas: 

-
Cell 1 serving cell, SrxlevCell 1>0

-
Cell 2 intra-frequency cell SrxlevCell 2>0

-
All cells broadcast system information. Serving cell does not continuously page UE. Normal response to RRCConnectionRequest so Attach can be done

UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell 1 according to [18].

6.1.2.6.3.2
Test procedure sequence

Table 6.1.2.6.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Rows marked "T0" denote the conditions after the preamble, while rows marked "T1", "T2", "T3", "T4", "T5", "T6"  and "T7" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.1.2.6.3.2-1: Time instances of cell power level and parameter change
	Ti
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The assigned values ensure SrxlevCell 1 > 0, SrxlevCell 2 > 0 and RCell 1 > RCell 2 such that camping on Cell 1 is guaranteed

	
	Qhysts
	dB
	24
	0
	

	
	Qoffsets,n
	dB
	0
	0
	

	
	TreselectionEUTRAN
	s
	0
	0
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	Cell 2 becomes stronger than Cell 1 but Cell 1 remains the highest ranked one due to QhystsCell1

	T2
	Qhysts
	dB
	0
	0
	QhystsCell1 change causes Cell 2 to become highest ranked cell

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Cell 1 becomes the strongest and highest ranked one due to 

	
	Qoffsets,n
	dB
	24
	0
	Qoffsets,nCell2 remains zero

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	Cell 1 becomes weaker but it remains the highest ranked one due to Qoffsets,nCell 1

	T5
	Qoffsets,n
	dB
	0
	0
	Cell 2 becomes the highest ranked one due to Qoffsets,nCell1 change

	T6
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Cell 1 becomes the highest ranked one

	
	TreselectionEUTRAN
	s
	7
	0
	

	T7
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	Cell 2 becomes the highest ranked cell

	Note:
The total test tolerance used is the sum of downlink signal level uncertainty (TS 36.508 clause 6.2.2.1) and relative UE measurement accuracy of RSRP (TS 36.133 clause 9.1.2.2).


Table 6.1.2.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS re-adjusts the cell-specific reference signal levels according to row "T1" in table 6.1.2.6.3.2-1.
	-
	-
	-
	-

	2
	Check: Does the UE send an RRCConnectionRequest on Cell 2 within the next [10s]?
	-->
	RRCConnectionRequest 
	1
	F

	3 
	SS resets QhystsCell1 according to row "T2" in table 6.1.2.6.3.2-1 and notifies UE of the system information change. The systemInfoValueTag in the SystemInformationBlockType1 is increased.
	<--
	Paging
	-
	-

	4
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 2?

NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	- 
	1
	-

	5
	SS changes Qoffsets,nCell1 and re-adjusts 

cell-specific reference signal levels according to rows "T3" in table 6.1.2.6.3.2-1 and notifies UE of the system information change.The systemInfoValueTag in the SystemInformationBlockType1 is increased. 
	<--
	Paging
	-
	-

	6
	Wait until there is any RRCConnectionRequest from the UE on Cell 1. 
	-->
	RRCConnectionRequest 
	-
	-

	7-11
	Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 1.
	-
	-
	-
	-

	12
	SS re-adjusts cell-specific reference signal levels according to row "T4" in table 6.1.2.6.3.2-1.
	-
	-
	-
	-

	13
	Check: Does the UE send an RRCConnectionRequest on Cell 2 within the next [10s]?
	-->
	RRCConnectionRequest
	3
	F

	14
	SS resets Qoffsets,nCell1 according to row "T5" in table 6.1.2.6.3.2-1 and notifies UE of the system information change. The systemInfoValueTag in the SystemInformationBlockType1 is increased.
	<--
	Paging
	-
	-

	15
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 2?

NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	- 
	3
	-

	16
	SS changes TreselectionEUTRAN Cell 1 and re-adjusts cell-specific reference signal levels according to rows "T6" in table 6.1.2.6.3.2-1 and notifies UE of the system information change. The systemInfoValueTag in the SystemInformationBlockType1 is increased.
	<--
	Paging
	-
	-

	17
	Wait until there is any RRCConnectionRequest from the UE on Cell 1
	-->
	RRCConnectionRequest
	-
	-

	18-22
	Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 1.
	-
	-
	-
	-

	23
	SS re-adjusts cell-specific reference signal levels according to rows "T7" in table 6.1.2.6.3.2-1.
	-
	-
	-
	-

	24
	Check: Does the UE send an RRCConnectionRequest on Cell 2 within the next 6s?
	-->
	RRCConnectionRequest 
	2
	F

	25
	Check: Does the UE send an RRCConnectionRequest on Cell 2 within the next 12s?
	-->
	RRCConnectionRequest 
	2
	P

	26-30
	Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 2.
	-
	-
	-
	-


NOTE:
The wait time in step 24 is selected to cover time interval TreselectionEUTRAN Cell 1. The time interval in step 25 is set to cover TevaluateFDD,intra (TS 36.133 clause 4.2.2.3) + 1280 ms for DRX cycle + 1280 ms for system information block type scheduling. The timer tolerances are taken into account according to [18].

6.1.2.6.3.3
Specific message contents

Table 6.1.2.6.3.3-1: Conditions for tables 6.1.2.6.3.3-2 and 6.1.2.6.3.3-3

	Condition
	Explanation

	Cell 1
	This condition applies to system information transmitted on Cell 1.

	Cell 2
	This condition applies to system information transmitted on Cell 2.


Table 6.1.2.6.3.3-2: SystemInformationBlockType1 for cells 1 and 2 (preamble and all steps, Table 6.1.2.6.3.2-2)

	Derivation Path: 36.508 table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  schedulingInformation ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination 2 in TS 36.508 section 4.4.3.1
	SIB2, SIB3 and SIB4 are transmitted
	Cell 1

Cell 2

	  systemInfoValueTag
	The value is increased in step 5, step 14 and step 16
	
	

	}
	
	
	


Table 6.1.2.6.3.3-3: SystemInformationBlockType3 for cells 1 and 2 (preamble, table 6.1.2.6.3.2-2)

	Derivation Path: 36.508 table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB24
	QhystsCell1
	Cell 1

	
	dB0
	QhystsCell2
	Cell 2

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-4: SystemInformationBlockType3 for cells 1 and 2 (step 3, table 6.1.2.6.3.2-2)

	Derivation Path: 36.508 table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	QhystsCell1
	Cell 1

	
	dB0
	QhystsCell2
	Cell 2

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-5: SystemInformationBlockType3 for cells 1 and 2 (step 16, table 6.1.2.6.3.2-2)

	Derivation Path: 36.508 table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	QhystsCell1
	Cell 1

	
	dB0
	QhystsCell2
	Cell 2

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    t-ReselectionEUTRA
	7
	seconds
	Cell 1

	
	0
	seconds
	Cell 2

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-6: SystemInformationBlockType4 for cell 1 (step 5, table 6.1.2.6.3.2-2)
	Derivation Path: 36.508 table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {
	
	
	

	    physCellId [1]
	Physical cell identity of Cell 2
	
	Cell 1

	    q-OffsetCell [1]
	dB24
	Qoffsets,nCell 1
	Cell 1

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-7: SystemInformationBlockType4 for cell 1 (step 14, table 6.1.2.6.3.2-2)
	Derivation Path: 36.508 table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {
	
	
	

	    physCellId [1]
	Physical cell identity of Cell 2
	
	Cell 1

	    q-OffsetCell [1]
	dB0
	Qoffsets,nCell 1
	Cell 1

	  }
	
	
	

	}
	
	
	


<< Part of specification skipped >>
6.1.2.10
Cell reselection in shared network environment

6.1.2.10.1
Test Purpose (TP)

with { the UE is in E-UTRA RRC_Idle and registered on the HPLMN }

ensure that {

  when { a cell of a different PLMN but shared with the HPLMN becomes highest ranked cell } 

    then { the UE reselects the cell shared with the HPLMN }

6.1.2.10.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304 clause 5.2.4.2 and TS 23.122 clause 4.4.3.

[TS 36.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
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where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.


The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2, but may exclude all CSG cells that are known by the UE to be not allowed.
The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.
If a cell is ranked as the best cell the UE shall perform cell reselection to that cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the
new cell is better ranked than the serving cell during a time interval TreselectionRAT;

-
more than 1 second has elapsed since the UE camped on the current serving cell.

[TS 23.122, clause 4.4.3]

...

When the MS reselects to a cell in a shared network, the AS may indicate multiple PLMN identities to the NAS according to 3GPP TS 25.304 [32]. The MS shall choose one of these PLMNs. If the registered PLMN is available among these PLMNs, the MS shall not choose a different PLMN.

...

6.1.2.10.3
Test description

6.1.2.10.3.1
Pre-test conditions

System Simulator:

-
Cell 1 (HPLMN)

-
Cell 12 (primary PLMN: same MCC like HPLMN but different MNC, secondary PLMN: HPLMN) 

UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell 1 according to [18].

6.1.2.10.3.2
Test procedure sequence

Table 6.1.2.10.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.1.2.10.3.2-1: Time instances of cell power level and parameter change
	
	Parameter
	Unit
	Cell 1
	Cell 12
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	Off
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	The power level values are assigned to satisfy SrxlevCell 12 > SrxlevCell 1


Table 6.1.2.10.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 and Cell 12 level according to the row "T1" in table 6.1.2.10.3.2-1.
	-
	-
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionRequest on Cell 12?
	-->
	RRCConnectionRequest
	1
	P

	3
	The SS transmits an RRCConnectionSetup
	<--
	RRCConnectionSetup
	-
	-

	4
	Check; Does the UE transmit an RRCConnectionSetupComplete message indicating the HPLMN (second PLMN in the list)?

Note: this message contains an TRACKING AREA UPDATE REQUEST message according to default message contents.
	-->
	RRCConnectionSetupComplete
	1
	P

	5 - 7
	Steps 4 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed.

NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	-
	-


6.1.2.10.3.3
Specific message contents

Table 6.1.2.10.3.3-1: SystemInformationBlockType1 (Cell 1, all steps, Table 6.1.2.10.3.2-2)

	Derivation path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	
	
	

	      plmn-Identity[1]
	Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.10.3.3-2: SystemInformationBlockType1 (Cell 12, all steps, Table 6.1.2.10.3.2-2)

	Derivation path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	
	
	

	      plmn-Identity[1]
	Set to the same Mobile Country Code stored in EFIMSI on the test USIM, MNC=02
	
	

	      plmn-Identity[2]
	Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	This is the same PLMN as Cell 1
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.10.3.3-3: RRCConnectionSetupComplete (step 4, Table 6.1.2.10.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-18

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetupComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionSetupComplete-r8 SEQUENCE {
	
	
	

	        selectedPLMN-Identity
	2
	HPLMN
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Part of specification skipped >>
6.1.2.15
Inter-frequency cell reselection according to cell reselection priority provided by SIBs

6.1.2.15.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {

  when { UE detects the cell re-selection criteria are met for the cell which belongs to the equal priority frequency }

    then { UE reselects the cell which belongs to the equal priority frequency }

            }

(2)

with { UE in E-UTRA RRC_IDLE state }

ensure that {

  when { UE detects the cell re-selection criteria are met for the cell which belongs to the higher priority frequency }

    then { UE reselects the cell which belongs to the higher priority frequency }

            }

(3)

with { UE in E-UTRA RRC_IDLE state }

ensure that {

  when { UE detects the cell re-selection criteria are met for the cell which belongs to the lower priority frequency }

    then { UE reselects the cell which belongs to the lower priority frequency }

            }

6.1.2.15.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304, clause 5.2.4.1, 5.2.4.2, 5.2.4.5 and 5.2.4.6.

[TS 36.304, clause 5.2.4.1]

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCConnectionRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an E-UTRAN frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than the eight network configured values). The UE shall delete priorities provided by dedicated signalling when:

-
the UE enters RRC_CONNECTED state; or

-
the optional validity time of dedicated priorities (T320) expires; or

-
a PLMN selection is performed on request by NAS [5].

NOTE:
Equal priorities between RATs are not supported.

The UE shall only perform cell reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.

The UE shall not consider any black listed cells as candidate for cell reselection.

The UE shall inherit the priorities provided by dedicated signalling and the remaining validity time (i.e., T320 in E-UTRA, T322 in UTRA and [T3230, FFS] in GERAN), if configured, at inter-RAT cell (re)selection.

NOTE:
The network may assign dedicated cell reselection priorities for frequencies not configured by system information.

[TS 36.304, clause 5.2.4.2]

When evaluating for reselection purposes cell selection criterion or SnonServingCell,x, the UE shall use parameters provided by the serving cell.

Following rules are used by the UE to limit needed measurements:

-
If Sintrasearch is sent in the serving cell and SServingCell > Sintrasearch, UE may choose to not perform intra-frequency measurements.

-
If SServingCell <= Sintrasearch, or Sintrasearch is not sent in the serving cell UE shall perform intra-frequency measurements.

-
The UE shall apply the following rules for E-UTRAN inter-frequencies and inter-RAT frequencies which are indicated in system information and for which the UE has priority provided as defined in 5.2.4.1:

-
For an E-UTRAN inter-frequency or inter-RAT frequency with a reselection priority higher than the reselection priority of the current E-UTRA frequency the UE shall perform measurements of higher priority E-UTRAN inter-frequency or inter-RAT frequencies according to [10].

-
For an E-UTRAN inter-frequency with an equal or lower reselection priority than the reselection priority of the current E-UTRA frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current E-UTRAN frequency:

-
If Snonintrasearch is sent in the serving cell and SServingCell > Snonintrasearch UE may choose not to perform measurements of E-UTRAN inter-frequencies or inter-RAT frequency cells of equal or lower priority.

-
If SServingCell <= Snonintrasearch or Snonintrasearch is not sent in the serving cell the UE shall perform measurements of E-UTRAN inter-frequencies or inter-RAT frequency cells of equal or lower priority according to [10].

Where SServingCell is the Srxlev-value of the serving cell.

[TS 36.304, clause 5.2.4.5]

Criteria 1: the SnonServingCell,x of a cell on evaluated frequency is greater than Threshx, high during a time interval TreselectionRAT;

Cell reselection to a cell on a higher priority E-UTRAN frequency or inter-RAT frequency than serving frequency shall be performed if:

-
A cell of a higher priority E-UTRAN frequency or inter-RAT frequency fulfils criteria 1; and

-
more than 1 second has elapsed since the UE camped on the current serving cell.

Cell reselection to a cell on a lower priority E-UTRAN frequency or inter-RAT frequency than serving frequency shall be performed if:

-
No cell on a higher priority E-UTRAN frequency or inter-RAT frequency than serving frequency fulfills the criteria 1; and
-
No cell on serving frequency or on an equal priority E-UTRAN frequency fulfills the criteria in 5.2.4.6; and

-
SServingCell < Threshserving, low and the SnonServingCell,x of a cell of a lower priority E-UTRAN frequency or inter-RAT frequency is greater than Threshx, low during a time interval TreselectionRAT; and

-
more than 1 second has elapsed since the UE camped on the current serving cell.

or if:

-
there are no candidate cells for reselection on serving frequency according to 5.2.4.4 or 5.3.1.

Cell reselection to a cell on an equal priority E-UTRAN frequency shall be based on ranking for Intra-frequency cell reselection as defined in sub-clause 5.2.4.6.

For GERAN, UTRAN, and E-UTRAN, SnonServingCell,x is the Srxlev-value of an evaluated cell. For UTRAN FDD, Squal is higher than 0, as defined in [8].For cdma2000 RATs, SnonServingCell,x is equal to FLOOR(-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in [18], with Ec/Io referring to the value measured from the evaluated cell.

In all the above criteria the value of TreselectionRAT is scaled when the UE is in the medium or high mobility state as defined in subclause 5.2.4.3.1. If more than one cell meets the above criteria, the UE shall reselect a cell ranked as the best cell among the cells meeting the criteria on the highest priority frequencies or the highest priority RATif the highest priority RAT is E-UTRA according to criteria defined in 5.2.4.6.

[TS 36.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
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where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.


The UE shall perform ranking of all cells that fulfil the cell selection criterion S, which is defined in 5.2.3.2, but may exclude all CSG cells that are known by the UE to be not allowed.

The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.

If a cell is ranked as the best cell the UE shall perform cell re-selection to that cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the new cell is better ranked than the serving cell during a time interval TreselectionRAT;

-
more than 1 second has elapsed since the UE camped on the current serving cell.

6.1.2.15.3
Test description

6.1.2.15.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 3 and Cell 6 (different TACs, according to table 6.0.1-2).

UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell 1 according to [18].

6.1.2.15.3.2
Test procedure sequence

Table 6.1.2.15.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while columns marked "T1", "T2" and "T3" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.1.2.15.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 3
	Cell 6
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	”Off”
	”Off”
	The power level values are assigned to satisfy SrxlevCell 1 > 0, SrxlevCell 3 <= 0 and SrxlevCell 6 < ThreshCell 1,high.

(NOTE 1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	”Off”
	The power level values are assigned to satisfy RCell 1 < RCell 3.

(NOTE 1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	”Off”
	-73
	-73
	The power level values are assigned to satisfy SrxlevCell 1 < 0 and SrxlevCell 6 > ThreshCell 3, high.

(NOTE 1).

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	”Off”
	-73
	-95
	The power level values are assigned to satisfy SrxlevCell 6 < Threshserving, low and SrxlevCell 3 > ThreshCell 6, low, SrxlevCell 1< 0.
(NOTE 1).

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 6.1.2.15.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 3 level according to the row "T1" in table 6.1.2.15.3.2-1.
	-
	-
	-
	-

	2
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 3?
	-
	-
	1
	-

	3
	The SS changes Cell 1 and Cell 6 level according to the row "T2" in table 6.1.2.15.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 6?
	-
	-
	2
	-

	5
	The SS changes Cell 6 level according to the row "T3" in table 6.1.2.15.3.2-1.
	-
	-
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 3?
	-
	-
	3
	-


6.1.2.15.3.3
Specific message contents

Table 6.1.2.15.3.3-1: Conditions for specific message contents
in Tables 6.1.2.15.3.3-2 and 6.1.2.15.3.3-4
	Condition
	Explanation

	Cell 1
	This condition applies to system information transmitted on Cell 1.

	Cell 3
	This condition applies to system information transmitted on Cell 3.

	Cell 6
	This condition applies to system information transmitted on Cell 6.


Table 6.1.2.15.3.3-2: SystemInformationBlockType1 for Cell 1, Cell 3 and Cell 6 (preamble and all steps, Table 6.1.2.15.3.2-2)

	Derivation Path: 36.508 table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  SchedulingInfoList SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination 3 in TS 36.508 section 4.4.3.1
	SIB2, SIB3 and SIB5 are transmitted
	Cell 1

Cell 3

Cell 6

	}
	
	
	


Table 6.1.2.15.3.3-3: SystemInformationBlockType3 for Cell 6 (preamble and all steps, Table 6.1.2.15.3.2-2)

	Derivation path: 36.508 table 4.4.3.3-2

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    threshServingLow
	10
	20 dB
	

	    cellReselectionPriority
	5
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.15.3.3-4: SystemInformationBlockType5 for Cell 1, Cell 3 and Cell 6 (preamble and all steps, Table 6.1.2.15.3.2-2)

	Derivation path: 36.508 table 4.4.3.3-4

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType5 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	2 entries
	
	

	    dl-CarrierFreq[1]
	EARFCN of Cell 3
	
	Cell 1

	
	EARFCN of Cell 1
	
	Cell 3,
Cell 6

	    dl-CarrierFreq[2]
	EARFCN of Cell 6
	
	Cell 1,
Cell 3

	
	EARFCN of Cell 3
	
	Cell 6

	    threshX-High[2]
	10
	20 dB
	Cell 1,
Cell 3

	    cellReselectionPriority[2]
	5
	
	Cell 1,
Cell 3

	  }
	
	
	

	}
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