3GPP TSG RAN WG5 Meeting #48 
(
 R5-104792
Madrid, 23rd – 27th August 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	1008
	(

rev
	-
	(

Current version:
	9.1.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	GCF Priority 2 - Correction to EUTRA Idle mode test case 6.1.2.6

	
	

	Source to WG:
(

	 Anite

	Source to TSG:
(

	 R5

	
	

	Work item code:
(

	 LTE-UEConTest_SIG
	
	Date: (

	23/08/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	 Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Before step 5 and 16, the UE is camped on cell2; 

At step 5 and 16, the power level of cell1 and cell2 is changed, and then the system information on cell1 is changed, which is notified by a paging on cell1. 

During the paging period, the UE may be still in the transition status of cell reselection and camping on cell1, and hence misses the paging, and applies the old system information, which will result the UE failing the next step. 
Based on the discussion paper in R5-102179 RAN5 has agreed to update a set of test cases where cell detection timing may interact with the test sequence as there is no time left between T0 and T1 cell power level settings in Step 1.

	
	

	Summary of change:
(

	At step 5 and 16: 

A) apply the system information change on cell1 first; 

B) wait for 1.1 modification period to allow modification of System Information to take effect (NOTE1);

C) apply the cell power change

NOTE2: 

The wait time of 1.1* modification period in step 5B and 16B is to allow for the network to paging the system information change during the next modification period, and update the system information at the subsequent modification period. UE should acquire the updated system information within 100ms of the start of modification period
- Added information about the initial cell power levels to the SS settings

- Added cell 1 information to the pre-amble

-Remove the cell power level settings for time instance T0 from the test procedure.

Updated step 2, 7-11, 13, 18-22, 26-30, Note 1

	
	

	Consequences if 
(

not approved:
	If the particular substep order outlined above is not followed, the receiving of the updated system information at the UE will not be guaranteed, and hence the test case will fail at the following step.

	
	

	Clauses affected:
(

	6.1.2.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&MSpecifications
	

	
	

	Other comments:
(

	This is an update of R5-104167 and the outcome of 2 revisions to this document.

TTCN CR R5s100475 is submitted for these changes


6.1.2.6
Cell reselection using Qhyst, Qoffset and Treselection
6.1.2.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state, and the UE is not in high mobility state }

ensure that {

  when { Qhyst is non-zero or its value changes in system information }


  then { UE reselects the highest ranked cell taking the actual Qhyst value into account} 
            }

(2)

with { UE in E-UTRA RRC_IDLE state, and the UE is not in high mobility state }

ensure that {

  when { cell reselection criteria are fulfilled during a time interval Treselection }


  then { UE reselects the highest ranked cell } 
            }

(3)

with { UE in E-UTRA RRC_IDLE state, and the UE is not in high mobility state }

ensure that {

  when { Qoffset is non-zero or its value changes in system information }


  then { UE reselects the highest ranked cell taking the actual Qoffset value into account } 
            }

6.1.2.6.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS36.300, clause 10.1.1.2 and TS 36.304, clauses 5.2.1 and 5.2.4.6 and TS 36.331 clause 6.3.1.

[TS 36.300, clause 10.1.1.2]

UE in RRC_IDLE performs cell reselection. The principles of the procedure are the following:

-
The UE makes measurements of attributes of the serving and neighbour cells to enable the reselection process:

-
There is no need to indicate neighbouring cell in the serving cell system information to enable the UE to search and measure a cell i.e. E-UTRAN relies on the UE to detect the neighbouring cells;

-
For the search and measurement of inter-frequency neighbouring cells, only the carrier frequencies need to be indicated;

-
Measurements may be omitted if the serving cell attribute fulfils particular search or measurement criteria.

-
Cell reselection identifies the cell that the UE should camp on. It is based on cell reselection criteria which involves measurements of the serving and neighbour cells:

-
Intra-frequency reselection is based on ranking of cells;

...

-
Cell reselection parameters are applicable for all UEs in a cell, ...

[TS 36.304, clause 5.2.1]

When camped on a cell, the UE shall regularly search for a better cell according to the cell reselection criteria. If a better cell is found, that cell is selected.

[TS 36.304, clause 5.2.4.6]

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
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where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.


The UE shall perform ranking of all cells that fulfill the cell selection criterion S, which is defined in 5.2.3.2, but may exclude all CSG cells that are known by the UE to be not allowed.

The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.

If a cell is ranked as the best cell the UE shall perform cell re-selection to that cell.

 ...

In all cases, the UE shall reselect the new cell, only if the following conditions are met:

-
the new cell is better ranked than the serving cell during a time interval TreselectionRAT,
-
more than 1 second has elapsed since the UE camped on the current serving cell.

[TS 36.331, clause 6.3.1]

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.

6.1.2.6.3
Test description

6.1.2.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2. 



UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell 1 according to [18].

6.1.2.6.3.2
Test procedure sequence

Table 6.1.2.6.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. Configurations marked "T1", "T2", "T3", "T4", "T5", "T6" and "T7" are applied at the points indicated in the Main behaviour description in Table 6.1.2.6.3.2-2.
Table 6.1.2.6.3.2-1: Time instances of cell power level and parameter change
	Ti
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	Cell 2 becomes stronger than Cell 1 but Cell 1 remains the highest ranked one due to QhystsCell1

	T2
	Qhysts
	dB
	0
	0
	QhystsCell1 change causes Cell 2 to become highest ranked cell

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Cell 1 becomes the strongest and highest ranked one due to 

	
	Qoffsets,n
	dB
	24
	0
	Qoffsets,nCell2 remains zero

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	Cell 1 becomes weaker but it remains the highest ranked one due to Qoffsets,nCell 1

	T5
	Qoffsets,n
	dB
	0
	0
	Cell 2 becomes the highest ranked one due to Qoffsets,nCell1 change

	T6
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Cell 1 becomes the highest ranked one

	
	TreselectionEUTRAN
	s
	7
	0
	

	T7
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	Cell 2 becomes the highest ranked cell

	Note:
The total test tolerance used is the sum of downlink signal level uncertainty (TS 36.508 clause 6.2.2.1) and relative UE measurement accuracy of RSRP (TS 36.133 clause 9.1.2.2).


Table 6.1.2.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS re-adjusts the cell-specific reference signal levels according to row "T1" in table 6.1.2.6.3.2-1.
	-
	-
	-
	-

	2
	Check: Does the UE send an RRCConnectionRequest on Cell 2 within the next 10s? (Note 1)
	-->
	RRCConnectionRequest 
	1
	F

	3 
	SS resets QhystsCell1 according to row "T2" in table 6.1.2.6.3.2-1 and notifies UE of the system information change. The systemInfoValueTag in the SystemInformationBlockType1 is increased.
	<--
	Paging
	-
	-

	4
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 2?

NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	- 
	1
	-

	5
	
VOID 
	-
	-
	-
	-

	5A
	SS changes Qoffsets,nCell1 according to rows "T3" in table 6.1.2.6.3.2-1 and notifies UE of the system information change. The systemInfoValueTag in the SystemInformationBlockType1 is increased.
	<--
	Paging
	-
	-

	5B
	Wait for 1.1* modification period (Note 2) to allow the new system information to take effect.
	-
	-
	-
	-

	5C
	SS re-adjusts cell-specific reference signal levels according to rows "T3" in table 6.1.2.6.3.2-1.
	-
	-
	-
	-

	6
	Wait until there is any RRCConnectionRequest from the UE on Cell 1. 
	-->
	RRCConnectionRequest 
	-
	-

	7-11
	Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 1.
NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	-
	-

	12
	SS re-adjusts cell-specific reference signal levels according to row "T4" in table 6.1.2.6.3.2-1.
	-
	-
	-
	-

	13
	Check: Does the UE send an RRCConnectionRequest on Cell 2 within the next 10s? (Note 1)
	-->
	RRCConnectionRequest
	3
	F

	14
	SS resets Qoffsets,nCell1 according to row "T5" in table 6.1.2.6.3.2-1 and notifies UE of the system information change. The systemInfoValueTag in the SystemInformationBlockType1 is increased.
	<--
	Paging
	-
	-

	15
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 2?

NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	- 
	3
	-

	16
	VOID
	-
	-
	-
	-

	16A
	SS changes TreselectionEUTRAN Cell 1 according to rows "T6" in table 6.1.2.6.3.2-1 and notifies UE of the system information change. The systemInfoValueTag in the SystemInformationBlockType1 is increased.
	<--
	Paging
	-
	-

	16B
	Wait for 1.1* modification period (Note 2) to allow the new system information to take effect.
	-
	-
	-
	-

	16C
	SS re-adjusts cell-specific reference signal levels according to rows "T6" in table 6.1.2.6.3.2-1.
	-
	-
	-
	-

	17
	Wait until there is any RRCConnectionRequest from the UE on Cell 1
	-->
	RRCConnectionRequest
	-
	-

	18-22
	Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 1.
NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	-
	-

	23
	SS re-adjusts cell-specific reference signal levels according to rows "T7" in table 6.1.2.6.3.2-1.
	-
	-
	-
	-

	24
	Check: Does the UE send an RRCConnectionRequest on Cell 2 within the next 6s?
	-->
	RRCConnectionRequest 
	2
	F

	25
	Check: Does the UE send an RRCConnectionRequest on Cell 2 within the next 12s?
	-->
	RRCConnectionRequest 
	2
	P

	26-29
	Steps 2 to 5 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 2.
NOTE: The UE performs a TAU procedure.
	-
	-
	-
	-


Note 1:
The wait time in step 2 and 13 is selected to cover time interval TreselectionEUTRAN Cell 1. The time interval in step 4 and 15 is set to cover TevaluateFDD,intra (TS 36.133 clause 4.2.2.3) + 1280 ms for DRX cycle + 1280 ms for system information block type scheduling. The timer tolerances are taken into account according to [18]. 
Note 2:
The wait time of 1.1* modification period in step 5B and 16B is to allow for the network to paging the system information change during the next modification period, and update the system information at the subsequent modification period. UE should acquire the updated system information within 100ms of the start of modification period. 
6.1.2.6.3.3
Specific message contents

Table 6.1.2.6.3.3-1: Void
	
	

	
	

	
	


Table 6.1.2.6.3.3-2: SystemInformationBlockType1 for cells 1 (preamble and all steps, Table 6.1.2.6.3.2-2)

	Derivation Path: 36.508 table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  schedulingInformation ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	
	
	


	  systemInfoValueTag
	The value is increased in step 3, step 5A, step 14 and step 16A
	
	

	}
	
	
	


Table 6.1.2.6.3.3-3: SystemInformationBlockType3 for cell 1 (preamble, table 6.1.2.6.3.2-2)

	Derivation Path: 36.508 table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB24
	QhystsCell1
	

	
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-4: SystemInformationBlockType3 for cell 1 (step 3, table 6.1.2.6.3.2-2)

	Derivation Path: 36.508 table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	QhystsCell1
	

	
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-5: SystemInformationBlockType3 for cell 1 (step 16A, table 6.1.2.6.3.2-2)

	Derivation Path: 36.508 table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	QhystsCell1
	

	
	
	
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    t-ReselectionEUTRA
	7
	Seconds
	

	
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-6: SystemInformationBlockType4 for cell 1 (step 5A, table 6.1.2.6.3.2-2)
	Derivation Path: 36.508 table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {
	
	
	

	    physCellId [1]
	Physical cell identity of Cell 2
	
	

	    q-OffsetCell [1]
	dB24
	Qoffsets,nCell 1
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-7: SystemInformationBlockType4 for cell 1 (step 14, table 6.1.2.6.3.2-2)
	Derivation Path: 36.508 table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {
	
	
	

	    physCellId [1]
	Physical cell identity of Cell 2
	
	

	    q-OffsetCell [1]
	dB0
	Qoffsets,nCell 1
	

	  }
	
	
	

	}
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Rs = Qmeas,s + QHyst 







Rn = Qmeas,n - Qoffset � 




















