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	Reason for change:
(

	RP-100199 introduced the IE “Precoding weight set restriction”. In section 8.5.32 (Actions related to MIMO_PARAMS variable) it is stated that if the IE “Precoding weight set restriction” is not included in a message then this is cleared from the UE MIMO_PARAMS variable. 

In section 8.6.6.41 (MIMO parameters) the procedure states to act as specified in section 8.5.32 (for setting MIMO_PARAMS) then checks the IE “MIMO operation” in the message.

Following the above means that the UE sets the MIMO_PARAMS before checking whether the MIMO operation is set to continue. Thereby requiring the Network to always include the IE “Precoding weight set restriction” in any message (if required).



	
	

	Summary of change:
(

	Section 8.5.32 is updated to only apply the normative text for the IE "Precoding weight set restriction" when the MIMO operation is start. Therefore allowing MIMO operation of ‘continue’ to not require the inclusion of the IE “Precoding weight set restriction”.

Impacted functionality: 

UE operating in MIMO mode.
Inter-operability: 

1. If the Network is implemented according to the CR and the UE is not then UE would not use the precoding weight set restriction, which could cause issues with power usage balancing at NodeB.

2. If the UE is implemented according to the CR and the Network is not then no interoperability issues are foreseen.
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not approved:
	The NW will always have to set the IE "Precoding weight set restriction" when MIMO operation is continue.
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8.5.32
Actions related to MIMO_PARAMS variable

If the UE receives an ACTIVE SET UPDATE, CELL UPDATE CONFIRM, or any reconfiguration message:

1>
if the IE "MIMO parameters" is not included:

2>
clear the MIMO_PARAMS variable;

2>
trigger lower layers to stop operation in MIMO mode.

1>
otherwise:

2>
for FDD, if the IE "MIMO N_cqi_typeA/M_cqi ratio" is included:

3>
store the value of the IE "MIMO N_cqi_typeA/M_cqi ratio" in the MIMO_PARAMS variable.
2>
for FDD, if the IE "MIMO pilot configuration" is included:

3>
store the value of the IE "MIMO pilot configuration" in the MIMO_PARAMS variable.
2>
for 1.28 Mcps TDD, if the IE "MIMO SF Mode for HS-PDSCH dual stream" is included:

3>
store the value of the IE "MIMO SF Mode for HS-PDSCH dual stream" in the MIMO_PARAMS variable.
2> if the IE "MIMO operation" is set to "start": 
3>
for FDD, if the IE "Precoding weight set restriction" is included:

4>
store the value of the IE "Precoding weight set restriction" in the MIMO_PARAMS variable. In addition, it shall be indicated to lower layers that precoding weight set restriction is configured.
3> else:

4>
clear the value of the IE "Precoding weight set restriction" in the MIMO_PARAMS variable. In addition, it shall be indicated to lower layers that precoding weight set restriction is not configured.
NOTE:
This subclause applies to FDD only and 1.28 Mcps TDD only.
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