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–
EPDU-Sequence

The EPDU-Sequence contains IEs that are defined externally to LPP by other organizations.

-- ASN1START

EPDU-Sequence ::= SEQUENCE (SIZE (1..maxEPDU)) OF EPDU
maxEPDU INTEGER ::= 16

EPDU ::= SEQUENCE {


ePDU-Identifier


EPDU-Identifier,


ePDU-Body



EPDU-Body

}

EPDU-Identifier ::= SEQUENCE {


ePDU-ID




EPDU-ID,


ePDU-Name



EPDU-Name

OPTIONAL,


...

}

EPDU-ID ::= INTEGER (1..256)

EPDU-Name ::= VisibleString (SIZE (1..32))

EPDU-Body ::= OCTET STRING 
-- ASN1STOP

	EPDU-Sequence field descriptions

	EPDU-ID

This field provides a unique integer ID for the externally defined positioning method.  Its value is assigned to the external entity that defines the EPDU. See table External PDU Identifier Definition for a list of external PDU identifiers defined in this version of the specification.

	EPDU-Name

This field provides an optional character encoding which can be used to provide a quasi-unique name for an external PDU – e.g., by containing the name of the defining organization and/or the name of the associated public or proprietary standard for the EPDU.

	EPDU-Body

The content and encoding of this field are defined externally to LPP.


External PDU Identifier Definition

	EPDU-ID
	EPDU Defining entity
	Method name
	Reference

	1
	OMA LOC
	OMA LPP extensions (LPPe)
	(Reference to a defining specification, if applicable)
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