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6.4
Transmit ON/OFF power

The requirements in section 6.4 are only applied for E-UTRA TDD BS.

6.4.1
Transmitter OFF power

6.4.1.1
Definition and applicability

Transmitter OFF power is defined as the mean power measured over [70 us] filtered with a square filter of bandwidth equal to the transmission bandwidth configuration of the BS (BWConfig) centred on the assigned channel frequency during the transmitter OFF period.

6.4.1.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 6.4.1.1.
6.4.1.3
Test purpose

The purpose of this test is to verify the E-UTRA BS transmitter OFF power is within the limit of the minimum requirement. 

6.4.1.4
Method of test
Requirement is tested together with transmitter transient period, as described in subclause 6.4.2.4.
6.4.1.4.1
Void



6.4.1.4.2
Void


6.4.1.5
Test requirement 

The conformance testing of transmit OFF power is included in the conformance testing of transmitter transient period; therefore, see subclause 6.4.2.5 for test requirements.



6.4.2
Transmitter transient period

6.4.2.1
Definition and applicability

The transmitter transient period is the time period during which the transmitter is changing from the OFF period to the ON period or vice versa. The transmitter transient period is illustrated in Figure 6.4.2.1-1.


[image: image1]
Figure 6.4.2.1-1 Illustration of the relations of transmitter ON period, transmitter OFF period and transmitter transient period.

6.4.2.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 6.4.2.1.
6.4.2.3
Test purpose

The purpose of this test is to verify the E-UTRA BS transmitter transient periods are within the limit of the minimum requirement. 

6.4.2.4
Method of test

6.4.2.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
M; see subclause 4.7. 
Connect the signal analyzer to the BS antenna connector as shown in Annex I.1.1.

6.4.2.4.2
Procedure

1)
Set the BS to transmit a signal according to E-TM1.1 at the manufacturer’s specified maximum output power.

2)
Measure the mean power spectral density over 70μs filtered with a square filter of bandwidth equal to the RF bandwidth of the BS centred on the central frequency of the RF bandwidth. 70μs average window centre is set from 35μs after end of one transmitter ON period + 17μs to 35μs before start of next transmitter ON period – 17μs.
6.4.2.5
Test requirement 

The measured mean power spectral density shall be less than -85dBm/MHz +[TT].
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance are given in Annex G.
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