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<< Unchanged sections omitted >>
5.2.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 5.2.3.4.3-1: Common Exception messages for E-UTRAN FDD - GSM handover
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1 

Table H.3.1-7

Table H.3.3-2

Table H.3.3-3


Table 5.2.3.4.3-2: SystemInformationBlockType7: Additional E-UTRAN FDD - GSM handover
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 5.2.3.4.3-3: MeasConfig-DEFAULT: Additional E-UTRAN FDD - GSM handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1
	
	

	    measObjectId
	IdMeasObject-f13
	
	

	    measObject  CHOICE {
	
	
	

	      measObjectGERAN
	MeasObjectGERAN-GENERIC(f13)
	GERAN Cell
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {

	1
	
	

	    reportConfigId
	idReportConfig-B1
	
	

	    reportConfig
	ReportConfigInterRAT-B1-GERAN
	
	

	}
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {

	1
	
	

	    measId
	1
	
	

	    measObjectId
	IdMeasObject-f13
	
	

	    reportConfigId
	idReportConfig-B1
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 5.2.3.4.3-4: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD - GSM handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7A ReportConfigInterRAT-B1-GERAN(GERAN-Thres)

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventide CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            B1-Threshold-GERAN CHOICE {
	
	
	

	              thresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 - 110 dBm)
	


Table 5.2.3.4.3-5: MeasuredResults: Additional E-UTRAN FDD - GSM handover

Editor's note: FFS
Table 5.2.3.4.3-6: MeasResultListGERAN: Additional E-UTRAN FDD  GSM handover

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  MeasResultGERAN SEQUENCE {
	
	
	

	    carrierFreq
	CarrierFreqGERAN
	Contains the carrier frequency of the target GERAN cell
	

	    physCellId
	PhysCellIdGERAN
	Contains the Base Station Identity Code (BSIC)
	

	  }  
	
	
	

	  Cgi-Info SEQUENCE {
	
	
	

	   cellGlobalId
	CellGlobalIdGERAN
	
	

	   routingAreaCode
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	 
	

	    Rssi
	
	Set according to specific test 
	

	    …
	
	
	

	  }
	
	
	

	}
	
	
	


<< Unchanged sections omitted >>
5.2.6.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 5.2.6.4.3-1: Common Exception messages for E-UTRAN TDD - GSM handover

	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1 

Table H.3.1-7
Table H.3.3-2

Table H.3.3-3


Table 5.2.6.4.3-2: SystemInformationBlockType7: Additional E-UTRAN TDD - GSM handover
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 5.2.6.4.3-3: MeasurementConfiguration-DEFAULT: Additional E-UTRAN TDD - GSM handover

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	measObjectToRemoveList
	Not present
	
	

	measObjectToAddModifyList
	Not present
	
	

	reportConfigToRemoveList
	Not present
	
	

	reportConfigToAddModifyList 
	ReportConfigInterRAT-B1-GERAN
	
	

	measIdToRemoveList
	Not present
	
	

	measIdToAddModifyList
	Not present
	
	

	quantityConfig
	QuantityConfig-DEFAULT
	
	

	measGapConfig
	MeasGapConfig-GP2
	
	

	s-Measure
	Not present
	
	

	hrpd-PreRegistrationInfo
	Not present
	
	

	mbsfn-NeighbourCellConfig
	Not present
	
	

	speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 5.2.6.4.3-4: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN TDD - GSM handover

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	triggerType CHOICE {
	
	
	

	event SEQUENCE {
	
	
	

	eventId CHOICE {
	
	
	

	eventB1 SEQUENCE {
	
	
	

	b1-Threshold CHOICE {
	
	
	

	B1-Threshold-GERAN CHOICE {
	
	
	

	thresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 - 110 dBm)
	


Table 5.2.6.4.3-5: MeasuredResults: Additional E-UTRAN TDD - GSM handover

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasuredResults ::= SEQUENCE {
	
	
	

	measId
	1
	Identifies the measurement id for the reporting being performed 
	

	measResultServing SEQUENCE {
	
	
	

	rsrpResult
	
	Set according to specific test  
	

	rsrqResult
	
	Set according to specific test  
	

	} 
	
	
	

	neighbouringMeasResults CHOICE {
	
	
	

	measResultListGERAN
	MeasResultListGERAN
	
	

	…
	
	
	

	}
	
	
	

	…
	
	
	

	}  
	
	
	


Table 5.2.6.4.3-6: MeasResultListGERAN: Additional E-UTRAN TDD - GSM handover

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	physicalCellIdentity SEQUENCE {
	
	
	

	Geran-CarrierFreq
	GERAN-CarrierFreq
	Contains the carrier frequency of the target GERAN cell
	

	Geran-CellIdentity
	GERAN-CellIdentity
	Contains the Base Station Identity Code (BSIC) and is used %%
	

	}  
	
	
	

	globalCellIdentity SEQUENCE {
	
	
	

	globalcellID-GERAN
	GlobalCellId-GERAN
	
	

	rac-Id
	Not present
	
	

	}
	
	
	

	measResult SEQUENCE {
	
	
	

	Rssi
	
	Set according to specific test 
	

	…
	
	
	

	}   
	
	
	

	}   
	
	
	


<< Unchanged sections omitted >>
8.8.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.8.1.4.3-1: Common Exception messages for E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-6
Table H.3.1-7


Table 8.8.1.4.3-2: SystemInformationBlockType7: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 8.8.1.4.3-3: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7A ReportConfigInterRAT-B1-GERAN(GERAN-Thres) 

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventIdeventide CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            B1-Threshold-GERAN CHOICE {
	
	
	

	              thresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 - 110 dBm)
	


Table 8.8.1.4.3-4: MeasuredResults: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  MeasResultGERAN SEQUENCE {
	
	
	

	    carrierFreq
	CarrierFreqGERAN
	Contains the carrier frequency of the target GERAN cell
	

	    physCellId
	PhysCellIdGERAN
	Contains the Base Station Identity Code (BSIC)
	

	  }
	
	 
	

	  cgi-Info SEQUENCE {
	
	
	

	   cellGlobalId
	CellGlobalIdGERAN
	
	

	   routingAreaCode
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	
	

	    rssi
	
	Set according to specific test 
	

	  }
	
	
	

	}
	
	
	


Table 8.8.1.4.3-5: MeasResultListGERAN: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  MeasResultGERAN SEQUENCE {
	
	
	

	    carrierFreq
	CarrierFreqGERAN
	Contains the carrier frequency of the target GERAN cell
	

	    physCellId
	PhysCellIdGERAN
	Contains the Base Station Identity Code (BSIC)
	

	  }
	
	 
	

	  cgi-Info SEQUENCE {
	
	
	

	   cellGlobalId
	CellGlobalIdGERAN
	
	

	   routingAreaCode
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	 
	

	    rssi
	
	Set according to specific test 
	

	  }
	 
	
	

	}
	 
	
	


<< Unchanged sections omitted >>
8.8.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.8.2.4.3-1: Common Exception messages for E-UTRAN FDD - GSM Event triggered reporting when DRX is used in AWGN
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-6
Table H.3.1-7

Table H.3.7-1

Table H.3.7-2

Table H.3.7-3


Table 8.8.2.4.3-2: SystemInformationBlockType7: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 8.8.2.4.3-3: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7A ReportConfigInterRAT-B1-GERAN(GERAN-Thres) 

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventIdeventide CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            B1-Threshold-GERAN CHOICE {
	
	
	

	              thresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 - 110 dBm)
	


Table 8.8.2.4.3-4: SchedulingRequest-Config-DEFAULT: Additional  E-UTRAN FDD-GSM Event triggered reporting when DRX is used in AWGN

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20 SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	10 MHz channel bandwidth parameter
	

	    sr-ConfigIndex
	[0]
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.8.2.4.3-5: MeasuredResults: Additional E-UTRAN FDD - GSM Event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed 
	

	   measResultServing SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test  
	

	     rsrqResult
	
	Set according to specific test  
	

	   }
	
	
	

	   neighbouringMeasResults CHOICE {
	
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	   }
	
	
	

	}
	
	
	


Table 8.8.2.4.3-6: MeasResultListGERAN: Additional E-UTRAN FDD - GSM Event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  MeasResultGERAN SEQUENCE {
	
	
	

	    carrierFreq
	CarrierFreqGERAN
	Contains the carrier frequency of the target GERAN cell
	

	    physCellId
	PhysCellIdGERAN
	Contains the Base Station Identity Code (BSIC)
	

	  cgi-Info SEQUENCE {  
	
	 
	

	     cellGlobalId
	CellGlobalIdGERAN
	
	

	     routingAreaCode
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	
	

	    rssi
	
	Set according to specific test 
	

	  }
	
	
	

	}
	
	
	


<< Unchanged sections omitted >>
8.10.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 8.10.1.4.3-1: Common Exception messages for E-UTRAN TDD-GSM event triggered reporting under fading propagation conditions
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7


Table 8.10.1.4.3-2: SystemInformationBlockType7: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 8.10.1.4.3-3: MeasurementConfiguration-DEFAULT: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	ReportConfigInterRAT-B1-GERAN
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


Table 8.10.1.4.3-4: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN FDD - GSM Event triggered reporting in AWGN
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7A ReportConfigInterRAT-B1-GERAN(GERAN-Thres) 

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventIdeventide CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            B1-Threshold-GERAN CHOICE {
	
	
	

	              thresholdGERAN
	30 (-80 dBm)
	-80 is actual value in dBm (30 - 110 dBm)
	


Table 8.10.1.4.3-5: MeasuredResults: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	   }
	
	
	

	}
	
	
	


Table 8.10.1.4.3-6: MeasResultListGERAN: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  carrierFreq
	CarrierFreqGERAN
	
	

	  physCellId CHOICE {
	
	
	

	    networkColourCode
	
	BIT STRING(SIZE(3))
	

	    baseStationColourCode
	
	BIT STRING(SIZE(3))
	

	  }
	
	 
	

	  cgi_Info SEQUENCE {
	
	
	

	    cellGlobalId
	CellGlobalIdGERAN
	
	

	    routingAreaCode
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	 
	

	    rssi
	
	Set according to specific test
	

	 }
	
	
	

	}
	
	
	


Table 8.10.1.4.3-7: CarrierFreqGERAN: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqGERAN ::= SEQUENCE {
	
	
	

	  arfcn
	
	INTEGER (0..1023)
	

	  bandIndicator
	
	ENUMERATED {dcs1800, pcs1900}
	

	}
	
	
	


Table 8.10.1.4.3-8: CellGlobalIdGERAN: Additional E-UTRAN TDD - GSM event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	CellGlobalIdGERAN ::= SEQUENCE {
	
	
	

	  plmn-Identity
	PLMN-Identity
	
	

	  localtionAreaCode
	
	BIT STRING (SIZE (16))
	

	  cellIdentity
	
	BIT STRING (SIZE (16))
	

	}
	
	
	



<< Unchanged sections omitted >>
8.10.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.10.2.4.3-1: Common Exception messages for E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7


Table 8.10.2.4.3-2: SystemInformationBlockType7: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
	
	
	


Table 8.10.2.4.3-3: MeasurementConfiguration-DEFAULT: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	ReportConfigInterRAT-B1-GERAN
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


Table 8.10.2.4.3-4: ReportConfigInterRAT-B1-GERAN: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-GERAN(GERAN-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            b1-ThresholdGERAN 
	30
	GERAN-Thres is actual value in dBm
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0
	The actual value is IE value * 0.5 dB
INTEGER(0..30)
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.10.2.4.3-5: RadioResourceConfigDedicated-SRB1-SRB2-DRB(n,m): Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: TS 36.508 [7] clause 4.6.3 Table 4.6.3-18: RadioResourceConfigDedicated-SRB1-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB1-SRB2-DRB(n, m) ::= SEQUENCE {
	
	n is the number of AM RLC DRBs (1..N)

m is the number of UM RLC DRBs (0..M)
	

	  physicalConfigDedicated
	PhysicalConfigDedicated- DEFAULT using condition RBC
	
	

	  sps-Configuration
	Not present
	
	

	}
	
	
	

	NOTE: In cases where no RLC-UM bearer is configured, large DRX Cycle length is used. In cases where at least one RLC-UM bearer is configured, small DRX Cycle length is used.


Table 8.10.2.4.3-6: MAC-MainConfig-RBC: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5 Table 4.8.2.1.5-1: MAC-MainConfig-RB

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S/L

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40/sf1280 typical value in real network for real-time services.
	

	        [sf40]
	0
	For Test 1
	

	        [sf1280]
	0
	For Test 2
	

	      }
	
	
	

	      shortDRX
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  timeAlignmentTimerDedicated 
	sf500
	
	

	  }
	
	
	


Table 8.10.2.4.3-7: PhysicalConfigDedicated-DEFAULT: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.6, Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  schedulingRequestConfig 
	
	
	

	
	SchedulingRequest-Config-DEFAULT
	
	RBC

	}
	
	
	


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment


Table 8.10.2.4.3-8: SchedulingRequest-Config-DEFAULT: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20: SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	Channel-bandwidth-dependent parameter 
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.10.2.4.3-9: MeasuredResults: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListGERAN
	MeasResultListGERAN
	
	

	   }
	
	
	

	}
	
	
	


Table 8.10.2.4.3-10: MeasResultListGERAN: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  carrierFreq
	CarrierFreqGERAN
	
	

	  physCellId CHOICE {
	
	
	

	    networkColourCode
	
	BIT STRING(SIZE(3))
	

	    baseStationColourCode
	
	BIT STRING(SIZE(3))
	

	  }
	
	 
	

	  cgi_Info SEQUENCE {
	
	
	

	    cellGlobalId
	CellGlobalIdGERAN
	
	

	    routingAreaCode
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	 
	

	    rssi
	
	Set according to specific test
	

	 }
	
	
	

	}
	
	
	


Table 8.10.2.4.3-11: CarrierFreqGERAN: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqGERAN ::= SEQUENCE {
	
	
	

	  arfcn
	
	INTEGER (0..1023)
	

	  bandIndicator
	
	ENUMERATED {dcs1800, pcs1900}
	

	}
	
	
	


Table 8.10.2.4.3-12: CellGlobalIdGERAN: Additional E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	CellGlobalIdGERAN ::= SEQUENCE {
	
	
	

	  plmn-Identity
	PLMN-Identity
	
	

	  localtionAreaCode
	
	BIT STRING (SIZE (16))
	

	  cellIdentity
	
	BIT STRING (SIZE (16))
	

	}
	
	
	



<< Unchanged sections omitted >>
H.2.3
System information blocks message contents exceptions for E-UTRAN inter-RAT cell re-selection

SystemInformationBlockType3: for inter-RAT EUTRAN FDD - UTRA FDD is of higher priority cell re-selection
Table H.2.3-1: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD - UTRA FDD is of higher priority cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	 25 (50 dB)
	50 is actual value in dB (25 * 2 dB); for Cell 1 (E-UTRA)
	

	  threshServingLow
	18 (36 dB)
	36 is actual value in dB (18* 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN FDD - UTRA FDD is of higher priority cell re-selection
Table H.2.3-2: SystemInformationBlockType6: Inter-RAT E-UTRAN FDD - UTRA FDD is of higher priority cell re-selection
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-FDD ::= SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    threshX-High
	20 (40 dB)
	40 is actual value in dB (20 * 2 dB)
	

	    q-RxLevMin
	-58 (-115 dBm)
	-115 is actual value in dBm (-58 * 2 + 1 dBm) 
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	    q-QualMin
	-20 (-20 dB)
	
	

	    cellReselectionPriority[n]
	5
	UTRA is of higher priority than E-UTRAN
	

	 }
	
	
	


SystemInformationBlockType3: for inter-RAT EUTRAN TDD - UTRA TDD is of higher priority cell re-selection
Table H.2.3-3: SystemInformationBlockType3: Inter-RAT E-UTRAN TDD - UTRA TDD is of higher priority cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	25 (50 dB)
	50 is actual value in dB (25 * 2 dB); for Cell 1 (E-UTRA)
	

	  threshServingLow
	12 (24 dB)
	24 is actual value in dB (12* 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN TDD - UTRA TDD is of higher priority cell re-selection
Table H.2.3-4: SystemInformationBlockType6: Inter-RAT E-UTRAN TDD - UTRA TDD is of higher priority cell re-selection
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-TDD ::= SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	
	
	
	

	   threshX-High
	12 (24 dB) 
	24 is actual value in dB (12 * 2 dB)
	

	    q-RxLevMin
	-52 (-103 dBm)
	-103  is actual value in dBm (-52 * 2 + 1 dBm)
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	    cellReselectionPriority[n]
	5
	UTRA is of higher priority than E-UTRAN
	

	}
	
	
	


SystemInformationBlockType3: for inter-RAT EUTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection
Table H.2.3-5: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection
Table H.2.3-6: SystemInformationBlockType6: Inter-RAT E-UTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-FDD ::= SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    threshX-Low
	21 (42 dB) 
	42 is actual value in dB (21 * 2 dB)
	

	    q-RxLevMin
	-58 (-115 dBm)
	-115 is actual value in dBm (-58 * 2 + 1 dBm) 
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	    q-QualMin
	-20 (-20 dB)
	
	

	 }
	
	
	


SystemInformationBlockType3: for inter-RAT EUTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection
Table H.2.3-7: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  threshServingLow
	23 (46 dB)
	46 is actual value in dB (23 * 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection
Table H.2.3-8: SystemInformationBlockType6: Inter-RAT E-UTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-TDD ::= SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	    threshX-Low
	12 (24 dB) 
	24 is actual value in dB (12 * 2 dB)
	

	    q-RxLevMin
	-52 (-103 dBm)
	-103 is actual value in dBm (-52 * 2 + 1 dBm) 
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	}
	
	
	


SystemInformationBlockType3: (FDD/TDD) for inter-RAT E-UTRAN - GSM cell re-selection
Table H.2.3-9: SystemInformationBlockType3: Inter-RAT E-UTRAN - GSM cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	Not sent
	 
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	

	  cellReselectionPriority
	4
	
	


SystemInformationBlockType7: (FDD/TDD) for inter-RAT E-UTRAN - GSM cell re-selection
Table H.2.3-10: SystemInformationBlockType7: Inter-RAT E-UTRAN - GSM cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   cellReselectionPriority
	0
	
	

	   ncc-Permitted
	‘11111111'B
	
	

	   q-RxLevMin
	5 (-105 dBm)
	-105 is actual value in dBm (5 * 2 - 115 dBm )
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 &  GSM 900 &  GSM 850 &  GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	   threshX-High 
	12 (24 dB)
	24 is actual value in dB (12 * 2 dB)
	

	   threshX-Low
	12 (24 dB)
	24 is actual value in dB (12 * 2 dB)
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