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Skip some content.
5.4.2.3
Reception of CLOSE UE TEST LOOP message by the UE

Upon receiving the CLOSE UE TEST LOOP message the UE shall:

1>
if UE test loop mode A has been selected; 

2>
if no bi-directional data radio bearers are established or if the UE test mode is not active; or

2>
if test loop mode A or test loop mode B operation is already closed on one or more data radio bearers:

3>
the UE behaviour is unspecified

2>
else: 

3>
for LB_ID=0 to MAX_ModeA_LB_entities -1:

4>
set DRB_ID(LB_ID) to 0 (indicate no DRB mapped)

4>
set UL_PDCP_SDU_scaling(LB_ID) to FALSE
3>
set LB_ID to 0

3>
for each established bi-directional data radio bearer in ascending order and starting with the data radio bearer with the lowest configured Data Radio bearer identity number:

4>
if LB_ID is less than MAX_ModeA_LB_entities:

5>
set DRB_ID(LB_ID) to the Data Radio bearer identity number

5>
increment LB_ID by 1

4>
else:

5>
the UE behaviour is unspecified

3>
if the UE test loop mode A setup IE is included:

4>
for each LB Setup DRB IE in the LB setup list of the UE test loop mode A setup IE: 
5>
for LB_ID=0 to MAX_ModeA_LB_entities-1:

6>
if DRB_ID(LB_ID) is equal to the Data Radio bearer identity number parameter of the LB Setup DRB IE:

7>
if the LB Setup DRB(LB_ID) IE is included:

7>
set UL_PDCP_SDU_scaling(LB_ID) to TRUE
7>
set UL_PDCP_SDU_size(LB_ID) to UL PDCP SDU size parameter of the LB Setup DRB(LB_ID) IE
3>
perform the UE actions for UE Test Loop Mode A operation as specified in subclause 5.4.3; and

3>
send CLOSE UE TEST LOOP COMPLETE message (the loopback shall be operational prior to the sending of the acknowledgement). 

1>
else if UE test loop mode B has been selected; 

2>
if no EPS bearer is established or if the UE test mode is not active; or

2>
if the test loop is already active on one or more EPS bearers:

3>
the UE behaviour is unspecified.

2>
otherwise: 

3>
set TEST_LOOP_MODE_B_ACTIVE to TRUE

3>
set timer T_delay_modeB to the value of IP PDU delay timer parameter of the UE test loop mode B IE;

3>
if the IP PDU delay timer parameter of the UE test loop mode B IE has a value larger than zero:

4>
set BUFFER_IP_PDUs to TRUE

3>
else:

4>
set BUFFER_IP_PDUs to FALSE

3>
set CDMA2000_INITIATED to FALSE

3>
perform the UE actions for UE Test Loop Mode B operation as specified in subclause 5.4.4 and 5.4.4.1 to 5.4.4.11; and

3>
send CLOSE UE TEST LOOP COMPLETE message (the loopback shall be operational prior to the sending of the acknowledgement). 

1>
else;

2>
the UE behaviour is unspecified.

Skip some content.
<End of second modified section>
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