Page 1



3GPP TSG-RAN WG5 Meeting #49 
(
R5-106686
Shanghai, PR China, 15 – 19 Nov 10

	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	34.229-2
	CR
	0078
	(

rev
	-
	(

Current version:
	9.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Update abbreviations and conventions

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson, MCC TF160 

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI8_Test
	
	Date: (

	03/11/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	 IMS profile documents is not mentioned in the abbreviations and conventions chapter.


	
	

	Summary of change:
(

	 Update the reference column to allow IMS profile documents.


	
	

	Consequences if 
(

not approved:
	A reference to an IMS profile document will be unclear. 

	
	

	Clauses affected:
(

	A.1.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	 This is an update of R5-106235 and the outcome of 1 revision to this document.




<Start of first modified section>
2
References

<Text skipped >

[51]
RFC 3556: "Session Description Protocol (SDP) Bandwidth Modifiers for RTP Control Protocol (RTCP) Bandwidth".

[52]
Void
<Text skipped >

 [71]
3GPP TR 21.904: "UE capability requirements".

 [nn]
GSMA PRD IR.92: "IMS Profile for Voice and SMS".
<End of modified section>
<Start of next modified section>
A.1.2
Abbreviations and conventions

This annex does not reflect dynamic conformance requirements but static ones. In particular, a condition for support of a PDU parameter does not reflect requirements about the syntax of the PDU (i.e. the presence of a parameter) but the capability of the implementation to support the parameter.

In the sending direction, the support of a parameter means that the implementation is able to send this parameter (but it does not mean that the implementation always sends it).

In the receiving direction, it means that the implementation supports the whole semantic of the parameter that is described in the main part of this specification.

As a consequence, PDU parameter tables in this annex are not the same as the tables describing the syntax of a PDU in the reference specification, e.g. RFC 3261 [15] tables 2 and 3. It is not rare to see a parameter which is optional in the syntax but mandatory in subclause below.

The ICS proforma contained in this annex is comprised of information in tabular form in accordance with the guidelines presented in ISO/IEC 9646‑7 [8].

Item column

The item column contains a number which identifies the item in the table.

Item description column

The item description column describes in free text each respective item (e.g. parameters, timers, etc.). It implicitly means “is <item description> supported by the implementation?”.

Reference column

The reference column gives reference to the relevant 3GPP core specifications and optional IMS profile documents (e.g. GSMA PRD IR.92).

Status column

The various statii used in this annex are in accordance with the rules in table A.1.The status column can also be used for IMS profile documents.

Table A.1: Key to status codes
	Status code
	Status name
	Meaning

	m
	mandatory
	the capability shall be supported. It is a static view of the fact that the conformance requirements related to the capability in the reference specification are mandatory requirements. This does not mean that a given behaviour shall always be observed (this would be a dynamic view), but that it shall be observed when the implementation is placed in conditions where the conformance requirements from the reference specification compel it to do so. For instance, if the support for a parameter in a sent PDU is mandatory, it does not mean that it shall always be present, but that it shall be present according to the description of the behaviour in the reference specification (dynamic conformance requirement).

	o
	optional
	the capability may or may not be supported. It is an implementation choice.

	n/a
	not applicable
	it is impossible to use the capability. No answer in the support column is required.

	x
	prohibited (excluded)
	It is not allowed to use the capability. This is more common for a profile.

	c <integer>
	conditional
	the requirement on the capability ("m", "o", "n/a" or "x") depends on the support of other optional or conditional items. <integer> is the identifier of the conditional expression.

	o.<integer>
	qualified optional
	for mutually exclusive or selectable options from a set. <integer> is the identifier of the group of options, and the logic of selection of the options.


Release column

The release column indicates the earliest release from which the capability or option is relevant.

Mnemonic column

The Mnemonic column contains mnemonic identifiers for each item.

Support column

The support column shall be filled in by the supplier of the implementation. The following common notations, defined in ISO/IEC 9646‑7 [8], are used for the support column:

Y or y
supported by the implementation

N or n
not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

References to items

For each possible item answer (answer in the support column) within the ICS proforma there exists a unique reference, used, for example, in the conditional expressions. It is defined as the table identifier, followed by a solidus character "/", followed by the item number in the table. 

EXAMPLE:
A.5/4 is the reference to the answer of item 4 in table A.5. 

<End of modified section>
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