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<Start of changes>
A.8
UE Measurements Procedures
The reference channels in this section assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.
A.8.1
E-UTRAN FDD Intra-frequency Measurements
<End of changes>

<Start of changes>
A.8.1.2
E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells

A.8.1.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the FDD intra-frequency cell search requirements in section 8.1.2.2.1.1

The test parameters are given in Table A.8.1.2.1-1 and A.8.1.2.1-2 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 is used. PDCCHs indicating new transmissions or retransmissions should be sent continuously to ensure that the UE would not enter the DRX state. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2.
<End of changes>

<Start of changes>
A.8.2.1
E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells

A.8.2.1.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in section 8.1.2.2.2.1.

The test parameters are given in Table A.8.2.1.1-1 and A.8.2.1.1-2 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 is used. PDCCHs indicating new transmissions or retransmissions should be sent continuously to ensure that the UE would not enter the DRX state. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2.
<End of changes>

<Start of changes>
A.9
Measurement Performance Requirements

Unless explicitly stated otherwise:

-
Reported measurements shall be within defined range of accuracy limits defined in Section 9 for 90 % of the reported cases.

-
Cell 1 is the serving cell.
-
Measurements are performed in RRC_CONNECTED state.
-
The reference channels assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.
A.9.1
RSRP

<End of changes>
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