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3.2
Symbols

For the purposes of the present document, the following symbols apply:

BWChannel
Channel bandwidth

BWConfig
Transmission bandwidth configuration, expressed in MHz, where BWConfig = NRB x 180 kHz in the uplink and BWConfig = 15 kHz + NRB x 180 kHz in the downlink.

BWMeas
Measurement bandwidth

BWSignal
Bandwidth of the repeater input signal filling the repeater pass band
FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

Ffilter
Filter centre frequency
FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

f_offset_PB
Distance from the channel edge frequency of the first or last channel in the pass band

NDL 
Downlink EARFCN

NOffs-DL 
Offset used for calculating downlink EARFCN

NOffs-UL 
Offset used for calculating uplink EARFCN

NRB
Transmission bandwidth configuration, expressed in units of resource blocks 

NUL 
Uplink EARFCN

PEM,N
Declared emission level for channel N

Pmax
Maximum output power

Pout
Output power

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ACRR
Adjacent Channel Rejection Ratio

BS
Base Station

DTT
Digital Terrestrial Television

EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

EVM
Error Vector Magnitude

IDFT 
Inverse Discrete Fourier Transform

PB
Pass Band

TBD
To Be Defined
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