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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Ancillary RF amplifier: a piece of equipment, which when connected by RF coaxial cables to the BS, has the primary function to provide amplification between the transmit and/or receive antenna connector of a BS and an antenna without requiring any control signal to fulfil its amplifying function.

Bit Error Ratio: The Bit Error Ratio is defined as the ratio of the bits wrongly received to all data bits sent. The bits are the data bits above the convolutional/turbo decoder. The BER is the overall BER independent of frame erasures or when erased frames are not defined.

Block Error Ratio: A Block Error Ratio is defined as the ratio of the number of erroneous blocks received to the total number of blocks sent. An erroneous block is a Transport Block whose cyclic redundancy check (CRC) is wrong.
Mean power: When applied to a W-CDMA modulated signal this is the power (transmitted or received) in a bandwidth of at least (1+  times the chip rate of the radio access mode. The period of measurement shall be at least one timeslot unless otherwise stated.

RRC filtered mean power: The mean power as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated W-CDMA signal is 0,246 dB lower than the mean power of the same signal.

NOTE 2:
The roll-off factor  factor is defined in [1] section 6.8.1.
Code domain power: That part of the mean power which correlates with a particular (OVSF) code channel. The sum of all powers in the code domain equals the mean power in a bandwidth of (1+  times the chip rate of the radio access mode. See Annex E.2.5.1.

Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector.
Maximum output power: The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.
Power control dynamic range: The difference between the maximum and the minimum code domain power of a code channel for a specified reference condition.

Total power dynamic range: The difference between the maximum and the minimum total power for a specified reference condition.
Secondary serving HS-DSCH cell(s): In addition to the serving HS-DSCH cell, the set of cells where the UE is configured to simultaneously monitor an HS-SCCH set and receive the HS-DSCH if it is scheduled in that cell. There can be up to 3 secondary serving HS-DSCH cells. 
1st secondary serving HS-DSCH cell: If the UE is configured with two uplink frequencies, the 1st secondary serving HS-DSCH cell is the secondary serving HS-DSCH cell that is associated with the secondary uplink frequency.  If the UE is configured with a single uplink frequency, the 1st secondary serving HS-DSCH cell is a secondary serving HS-DSCH cell whose index is indicated by higher layers.
3.2
(void)

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

4C-HSDPA
Four-Carrier HSDPA. HSDPA operation configured on 3 or 4 DL carriers 
16QAM
16 Quadrature Amplitude Modulation
ACLR
Adjacent Channel Leakage power Ratio 

ACS
Adjacent Channel Selectivity 

BER
Bit Error Ratio
BLER
Block Error Ratio

BS
Base Station

CW
Continuous Wave (unmodulated signal) 

DB-DC-HSDPA
Dual Band Dual Cell HSDPA
DC-HSDPA
Dual Cell HSDPA 

DC-HSUPA
Dual Cell HSUPA

DCH
Dedicated Channel, which is mapped into Dedicated Physical Channel. DCH contains the data

DL
Down Link (forward link)

DPCH
Dedicated Physical Channel 

DTT
Digital Terrestrial Television

Eb
Average energy per information bit for the PCCPCH, SCCPCH and DPCH, at the antenna connector

Ec
Average energy per PN chip

EVM
Error Vector Magnitude
FDD
Frequency Division Duplexing

Fuw
Frequency of unwanted signal

HSDPA
High Speed Downlink Packet Access 

HSUPA
High Speed Uplink Packet Access
HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
Shared Control Channel for HS-DSCH
MIMO
Multiple Input Multiple Output

MS
Mobile Station

PCCPCH
Primary Common Control Physical Channel

PCDE
Peak Code Domain Error
PCH
Paging Channel

PPM
Parts Per Million 

RAT
Radio Access Technology
QPSK
Quadrature Phase Shift Keying

RCDE
Relative Code Domain Error
SCCPCH
Secondary Common Control Physical Channel
TDD
Time Division Duplexing

TPC
Transmit Power Control

UE
User Equipment
UL
Up Link (reverse link)

UTRA
UMTS Terrestrial Radio Access

3.4
Radio Frequency bands

3.4.1
Frequency bands

a)
UTRA/FDD is designed to operate in the following paired bands:

Table 3.0: Frequency bands

	Operating Band
	UL Frequencies

UE transmit, Node B receive
	DL frequencies

UE receive, Node B transmit

	I
	1 920 - 1 980 MHz
	2 110 - 2 170 MHz

	II
	1 850 - 1 910 MHz
	1 930 - 1 990 MHz

	III
	1 710 - 1 785 MHz
	1 805 - 1 880 MHz

	IV
	1 710 - 1 755 MHz
	2 110 - 2 155 MHz

	V
	824 - 849MHz
	869 - 894MHz

	VI
	830 - 840 MHz
	875 - 885 MHz

	VII
	2 500 - 2 570 MHz
	2 620 - 2 690 MHz

	VIII
	880 - 915 MHz
	925 - 960 MHz

	IX
	1 749,9 - 1 784,9 MHz
	1 844,9 - 1 879,9 MHz

	X
	1 710 - 1 770 MHz
	2 110 - 2 170 MHz 

	XI
	1427.9 - 1447.9 MHz
	1475.9 - 1495.9 MHz

	XII
	698 - 716 MHz
	728 - 746 MHz

	XIII
	777 - 787 MHz
	746 - 756 MHz

	XIV
	788 - 798 MHz
	758 - 768 MHz

	XV
	Reserved
	Reserved

	XVI
	Reserved
	Reserved

	XVII
	Reserved
	Reserved

	XVIII
	Reserved
	Reserved

	XIX
	830 – 845 MHz
	875 – 890 MHz

	XX
	832 – 862 MHz
	791 – 821 MHz

	XXI
	1447.9 - 1462.9 MHz
	1495.9 - 1510.9 MHz


b)
Deployment in other frequency bands is not precluded 

c) 
DB-DC-HSDPA is designed to operate in the following configurations:

Table 3.0A: DB-DC-HSDPA configurations

	DB-DC-HSDPA Configuration
	UL Band
	DL Bands

	1
	I or VIII
	I and VIII

	2
	II or IV
	II and IV

	3
	I or V
	I and V


d)
Single band 4C-HSDPA is designed to operate in the following configurations:

Table 3.0AB Single band 4C-HSDPA configurations
	Single band 4C-HSDPA Configuration
	Operating Band
	Number of DL carriers

	I-3
	I
	3

	NOTE:
Single band 4C-HSDPA configuration is numbered as (X-M) where X denotes the operating band and M denotes the number of DL carriers.


e)
Dual band 4C-HSDPA is designed to operate in the following configurations:

Table 3.0AC Dual band 4C-HSDPA configurations
	Dual band 4C-HSDPA Configuration
	UL Band
	DL Band A
	Number of DL carriers in Band A
	DL Band B
	Number of DL carriers in Band B

	I-2-VIII-1
	I or VIII
	I
	2
	VIII
	1

	I-3-VIII-1
	I or VIII
	I
	3
	VIII
	1

	II-1-IV-2
	II or IV
	II
	1
	IV
	2

	II-2-IV-1
	II or IV
	II
	2
	IV
	1

	II-2-IV-2
	II or IV
	II
	2
	IV
	2

	I-1-V-2
	I or V
	I
	1
	V
	2

	I-2-V-1
	I or V
	I
	2
	V
	1

	I-2-V-2
	I or V
	I
	2
	V
	2

	NOTE:
Dual band 4C-HSDPA configuration is numbered as (X-M-Y-N) where X denotes the DL Band A, M denotes the number DL carriers in the DL Band A, Y denotes the DL Band B, and N denotes the number of DL carriers in the DL Band B


3.4.2
TX-RX frequency separation

a)
UTRA/FDD is designed to operate with the following TX-RX frequency separation

Table 3.0A: TX-RX frequency separation
	Operating Band
	TX-RX frequency separation

	I
	190 MHz

	II
	80 MHz

	III
	95 MHz

	IV
	400 MHz

	V
	45 MHz

	VI
	45 MHz

	VII
	120 MHz

	VIII
	45 MHz

	IX
	95 MHz

	X
	400 MHz 

	XI
	48 MHz

	XII
	30 MHz

	XIII
	31 MHz

	XIV
	30 MHz

	XIX
	45 MHz

	XX
	41 MHz

	XXI
	48 MHz


b)
UTRA/FDD can support both fixed and variable transmit to receive frequency separation. 

c)
The use of other transmit to receive frequency separations in existing or other frequency bands shall not be precluded. 

d)
When configured to operate in DC-HSDPA with a single UL frequency, the TX-RX frequency separation in Table 3.0A shall be applied for the serving HS-DSCH cell. For bands XII, XIII and XIV, the TX-RX frequency separation in Table 3.0A shall be the minimum spacing between the UL and either of the DL carriers. 

e)
When configured to operate on dual cells in both the DL and UL, the TX-RX frequency separation in Table 3.0A shall be applied to the primary UL frequency and DL frequency of the serving HS-DSCH cell, and to the secondary UL frequency and the frequency of the secondary serving HS-DSCH cell respectively.
f)
When configured to operate on single/dual band 4C-HSDPA with a single UL frequency, the TX-RX frequency separation in Table 3.0A shall be applied for the DL frequency of the serving HS-DSCH cell. When configured to operate on single/dual band 4C-HSDPA with dual UL frequencies, the TX-RX frequency separation in Table 3.0A shall be applied to the primary UL frequency and DL frequency of the serving HS-DSCH cell, and to the secondary UL frequency and the frequency of the 1st secondary serving HS-DSCH cell respectively.
g)
For bands XII, XIII and XIV, the requirements in TS 25.104 are applicable only for a single uplink carrier frequency, however dual cell uplink operation may be considered in future releases.

-------------------- end of changed section --------------------
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