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-- START OF CHANGES --

6.6.3.3
Co-existence with other systems in the same geographical area

These requirements may be applied for the protection of UE, MS and/or BS operating in other frequency bands in the same geographical area. The requirements may apply in geographic areas in which both a UTRA FDD BS  and a system operating in another frequency band than the FDD operating band are deployed. The system operating in the other frequency band may be GSM900, DCS1800, PCS1900, GSM850, E-UTRA FDD and/or UTRA FDD.
6.6.3.3.1
Minimum Requirements

The power of any spurious emission shall not exceed the limits of Table 6.11 for a BS where requirements for co-existence with the system listed in the first column apply.

Table 6.11: BS Spurious emissions limits for UTRA FDD BS in geographic coverage area of systems operating in other frequency bands

	System type operating in the same geographical area
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band VIII

	
	876 - 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to UTRA FDD operating in band VIII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	DCS1800
	1805 ‑ 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band III

	
	1710 - 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band III, since it is already covered by the requirement in sub-clause 6.6.3.2.

	PCS1900
	1930 ‑ 1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band II

	
	1850 ‑ 1910 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band II, since it is already covered by the requirement in sub-clause 6.6.3.2.

	GSM850 or CDMA850
	869 - 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band V 

	
	824 ‑ 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band V, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band I or 

E-UTRA Band 1
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band I, 

	
	1920 - 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band I, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band II or 

E-UTRA Band 2
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II

	
	1850 - 1910 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band III or 

E-UTRA Band 3
	1805 - 1880 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III

	
	1710 - 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band IV or 

E-UTRA Band 4
	2110 - 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV or band X

	
	1710 - 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV or band X, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band V or 

E-UTRA Band 5
	869 - 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V

	
	824 - 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band VI or XIX,  E-UTRA Band 6, 18 or 19
	860 - 895 MHz 
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VI or XIX

	
	815 - 850 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VI or XIX, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band VII or 

E-UTRA Band 7
	2620 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VII, 

	
	2500 - 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band VIII or 

E-UTRA Band 8
	925 - 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VIII.

	
	880 - 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VIII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band IX or 

E-UTRA Band 9
	1844.9 - 1879.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IX

	
	1749.9 - 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IX, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band X or 

E-UTRA Band 10
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV or band X.

	
	1710 - 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band X, since it is already covered by the requirement in sub-clause 6.6.3.2. For UTRA FDD BS operating in Band IV, it applies for 1755 MHz to 1770 MHz, while the rest is covered in sub-clause 6.6.3.2.

	UTRA FDD Band XI or XXI or 

E-UTRA Band 11 or 21
	1475.9 - 1510.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI or XXI.

	
	1427.9 - 1447.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI, since it is already covered by the requirement in sub-clause 6.6.3.2.

	
	1447.9 - 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXI, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band XII or 

E-UTRA Band 12
	728 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII

	
	698 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band XIII or 

E-UTRA Band 13
	746 - 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIII

	
	777 - 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band XIV or 

E-UTRA Band 14
	758 - 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIV

	
	788 - 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIV, since it is already covered by the requirement in sub-clause 6.6.3.2.

	E-UTRA Band 17
	734 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII

	
	704 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII, since it is already covered by the requirement in sub-clause 6.6.3.2.

	UTRA FDD Band XX or 

E-UTRA Band 20
	791 - 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XX

	
	832 - 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XX, since it is already covered by the requirement in sub-clause 6.6.3.2.

	E-UTRA Band 24
	1525 – 1559 MHz

	-52 dBm
	1 MHz
	

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	


6.6.3.4
Co-existence with co-located and co-sited base stations

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, E-UTRA FDD and/or UTRA FDD BS are co-located with a UTRA FDD BS.

The requirements in this chapter assume a 30 dB coupling loss between transmitter and receiver. If BSs of different classes are co‑sited, the coupling loss should be increased by the value as stated in TR 25.942 [4] chapter 10.3 in Table 10.1 and Table 10.2.

6.6.3.4.1
Minimum Requirements

The power of any spurious emission shall not exceed the limits of Table 6.12 for a Wide Area (WA) BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.12: BS Spurious emissions limits for Wide Area BS co-located with another BS

	Type of co-located BS
	Band for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Macro GSM900
	876-915 MHz
	-98 dBm
	100 kHz
	

	Macro DCS1800
	1710 - 1785 MHz
	-98 dBm
	100 kHz
	

	Macro PCS1900
	1850 - 1910 MHz
	-98 dBm
	100 kHz
	

	Macro GSM850 or CDMA850
	824 - 849 MHz
	-98 dBm
	100 kHz
	

	WA UTRA FDD Band I or 

E-UTRA Band 1
	1920 - 1980 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VI or XIX, or E-UTRA Band 6, 18 or 19
	815 - 850 MHz 
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XI or E-UTRA Band 11
	1427.9 - 1447.9 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XII or E-UTRA Band 12
	698 - 716 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band XIII or E-UTRA Band 13
	777 - 787 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XIV or E-UTRA Band 14
	788 - 798 MHz
	-96 dBm
	100 kHz
	

	E-UTRA Band 17
	704 - 716 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band XX or E-UTRA Band 20
	832 - 862 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 - 1462.9 MHz
	-96 dBm
	100 kHz
	

	WA E-UTRA Band 24
	1626.5 – 1660.5 MHz
	-96 dBm
	100 kHz
	


The power of any spurious emission shall not exceed the limits of Table 6.13 for a Medium Range (MR) BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.13: BS Spurious emissions limits for Medium Range BS co-located with another BS

	Type of co-located BS
	Band for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	 Micro GSM900
	876-915 MHz
	-91 dBm
	100 kHz
	

	Micro DCS1800
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	

	Micro PCS1900
	1850 - 1910 MHz
	-96 dBm
	100 kHz
	

	Micro GSM850
	824 - 849 MHz
	-91 dBm
	100 kHz
	

	MR UTRA FDD Band I
	1920 - 1980 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band II
	1850 - 1910 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band III
	1710 - 1785 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band IV
	1710 - 1755 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band V
	824 - 849 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band VI or XIX
	815 - 850 MHz 
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band VII
	2500 - 2570 MHz
	-86 dBm
	100 KHz
	

	MR UTRA FDD Band VIII
	880 - 915 MHz
	-86 dBm
	100 KHz
	

	MR UTRA FDD Band IX
	1749.9 - 1784.9 MHz
	-86 dBm
	100 KHz
	

	MR UTRA FDD Band X
	1710 - 1770 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band XI
	1427.9 - 1447.9 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band XII
	698 - 716 MHz
	-86 dBm
	100 KHz
	

	MR UTRA FDD Band XIII
	777 - 787 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band XIV
	788 - 798 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band XX
	832 - 862 MHz
	-86 dBm
	100 kHz
	

	MR UTRA FDD Band XXI
	1447.9 - 1462.9 MHz
	-86 dBm
	100 kHz
	


The power of any spurious emission shall not exceed the limits of Table 6.14 for a Local Area (LA) BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.14: BS Spurious emissions limits for Local Area BS co-located with another BS

	Type of co-located BS
	Band for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Pico GSM900
	876-915 MHz
	-70 dBm
	100 kHz
	

	Pico DCS1800
	1710 - 1785 MHz
	-80 dBm
	100 kHz
	

	Pico PCS1900
	1850 - 1910 MHz
	-80 dBm
	100 kHz
	

	Pico GSM850
	824 - 849 MHz
	-70 dBm
	100 kHz
	

	LA UTRA FDD Band I
	1920 - 1980 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band II
	1850 - 1910 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band III
	1710 - 1785 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band IV
	1710 - 1755 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band V
	824 - 849 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band VI or XIX
	815 - 850 MHz 
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band VII
	2500 - 2570 MHz
	-82 dBm
	100 KHz
	

	LA UTRA FDD Band VIII
	880 - 915 MHz
	-82 dBm
	100 KHz
	

	LA UTRA FDD Band IX
	1749.9 - 1784.9 MHz
	-82 dBm
	100 KHz
	

	LA UTRA FDD Band X
	1710 - 1770 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band XI
	1427.9 - 1447.9 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band XII
	698 - 716 MHz
	-82 dBm
	100 KHz
	

	LA UTRA FDD Band XIII
	777 - 787 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band XIV
	788 - 798 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band XX
	832 - 862 MHz
	-82 dBm
	100 kHz
	

	LA UTRA FDD Band XXI
	1447.9 - 1462.9 MHz
	-82 dBm
	100 kHz
	

	LA E-UTRA Band 24
	1626.5 – 1660.5 MHz
	-82 dBm
	100 kHz
	


NEXT MODIFIED SECTION

6.6.3.9
Co-existence with Home BS operating in other bands

These requirements may be applied for the protection of Home BS receivers operating in other bands. These requirements are only applicable to Home BS.

6.6.3.9.1
Minimum Requirements

The power of any spurious emission shall not exceed the limits of Table 6.20 for a Home BS where requirements for co-existence with a Home BS type listed in the first column apply.

Table 6.20: Home BS Spurious emissions limits for co-existence with Home BS operating in other bands

	Type of Home BS
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA FDD Band I
	1920 - 1980 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band II
	1850 - 1910 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band III
	1710 - 1785 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band IV
	1710 - 1755 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band V
	824 - 849 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band VI or XIX
	815 - 850 MHz 
	-71 dBm
	100 kHz
	

	UTRA FDD Band VII
	2500 - 2570 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band VIII
	880 - 915 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band IX
	1749.9 - 1784.9 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band X
	1710 - 1770 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XI
	1427.9 - 1447.9 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XII
	698 - 716 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band XIII
	777 - 787 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XIV
	788 - 798 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XX
	832 - 862 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XXI
	1447.9 - 1462.9 MHz
	-71 dBm
	100 kHz
	

	E-UTRA FDD Band 24
	1626.5 – 1660.5 MHz
	-71 dBm
	100 kHz
	


NEXT MODIFIED SECTION

7.5.2
Minimum Requirement - Co-location with GSM900, DCS 1800, PCS1900, GSM850, UTRA FDD and/or E-UTRA FDD

This additional blocking requirement may be applied for the protection of FDD BS receivers when GSM900, DCS1800, PCS1900, GSM850, UTRA FDD BS and/or E-UTRA FDD are co-located with a UTRA FDD BS.

The requirements in this chapter assume a 30 dB coupling loss between transmitter and receiver. If BSs of different classes are co‑sited, the coupling loss should be increased by the value as stated in TR 25.942 [4] chapter 10.3 in Table 10.1 and Table 10.2.

For a Wide Area (WA) FDD BS, the static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5C.

Table 7.5C: Blocking performance requirement for Wide Area BS when co-located with BS in other bands.

	Co-located BS type
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Type of Interfering Signal

	Macro GSM900
	921 - 960 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	Macro DCS1800
	1805 - 1880 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	Macro PCS1900
	1930 - 1990 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	Macro GSM850 or CDMA850
	869 - 894 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band I or E-UTRA Band 1
	2110 - 2170 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band II or E-UTRA Band 2
	1930 - 1990 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band III or E-UTRA Band 3
	1805 - 1880 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band IV or E-UTRA Band 4
	2110 - 2155 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band V or E-UTRA Band 5
	869 - 894 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band VI or E-UTRA Band 6
	875 - 885 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band VII or E-UTRA Band 7
	2620 - 2690 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band VIII or E-UTRA Band 8
	925 - 960 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band IX or E-UTRA Band 9
	1844.9 - 1879.9 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band X or E-UTRA Band 10
	2110 - 2170 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XI or E-UTRA Band 11
	1475.9 – 1495.9 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XII or E-UTRA Band 12
	728 - 746 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XIII or E-UTRA Band 13
	746 - 756 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XIV or E-UTRA Band 14
	758 - 768 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	E-UTRA Band 17
	734 - 746 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	E-UTRA Band 18
	860 – 875 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XIX or E-UTRA Band 19
	875 - 890 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XX or E-UTRA Band 20
	791 - 821 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA-FDD Band XXI or E-UTRA Band 21
	1495.9 – 1510.9 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 24
	1525 – 1559 MHz
	+16 dBm
	-115 dBm 
	CW carrier


For a Medium Range (MR) FDD BS, the static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5D.

Table 7.5D: Blocking performance requirement for Medium Range BS when co-located with BS in other bands.

	Co-located BS type
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Type of Interfering Signal

	Micro GSM900
	921 - 960 MHz
	-3 dBm
	-105 dBm
	CW carrier

	Micro DCS1800
	1805 - 1880 MHz
	+5 dBm
	-105 dBm
	CW carrier

	Micro PCS1900
	1930 - 1990 MHz
	+5 dBm
	-105 dBm
	CW carrier

	Micro GSM850
	869 - 894 MHz
	-3 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band I
	2110 - 2170 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band II
	1930 - 1990 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band III
	1805 - 1880 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band IV
	2110 - 2155 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band V
	869 - 894 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band VI
	875 - 885 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band VII
	2620 - 2690 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band VIII
	925 - 960 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band IX
	1844.9 - 1879.9 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band X
	2110 - 2170 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XI
	1475.9 - 1495.9 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XII
	728 - 746 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band XIII
	746 - 756 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XIV
	758 - 768 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XIX
	875 - 890 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XX
	791 - 821 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XXI
	1495.9 - 1510.9 MHz
	+8 dBm
	-105 dBm
	CW carrier


For a Local Area (LA) FDD BS, the static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5E.

Table 7.5E: Blocking performance requirement for Local Area BS when co-located with BS in other bands.

	Co-located BS type
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Type of Interfering Signal

	Pico GSM900
	921 - 960 MHz
	-7 dBm
	-101 dBm
	CW carrier

	Pico DCS1800
	1805 - 1880 MHz
	-4 dBm
	-101 dBm
	CW carrier

	Pico PCS1900
	1930 - 1990 MHz
	-4 dBm
	-101 dBm
	CW carrier

	Pico GSM850
	869 - 894 MHz
	-7dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band I
	2110 - 2170 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band II
	1930 - 1990 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band III
	1805 - 1880 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band IV
	2110 - 2155 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band V
	869 - 894 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band VI
	875 - 885 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band VII
	2620 - 2690 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band VIII
	925 - 960 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band IX
	1844.9 - 1879.9 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band X
	2110 - 2170 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XI
	1475.9 - 1495.9 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XII
	728 - 746 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band XIII
	746 - 756 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XIV
	758 - 768 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XIX
	875 - 890 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XX
	791 - 821 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XXI
	1495.9 - 1510.9 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 24
	1525 – 1559 MHz
	-6 dBm
	-101 dBm 
	CW carrier


-- END OF CHANGEs --
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