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<Start of first modified section>
8.3.1.32a
Cell Update: Transition from URA_PCH to CELL_DCH, start of HS-DSCH reception( Carriers belong to different frequency band for LCR TDD)

8.3.1.32a.1
Definition and applicability

Same definition and applicability as in clause 8.3.1.32.1 except that UE supports the primary carrier and the secondary carriers which are configured into different frequency bands
8.3.1.32a.2
Conformance requirement

Same conformance requirement as in clause 8.3.1.32 2.

8.3.1.32a.3
Test purpose

Same test purpose as in clause8.3.1.32.3 except that UE can work in the primary carrier and the secondary carriers which are configured into different frequency bands.

8.3.1.32a.4
Method of test
Initial Condition

System Simulator: 1 cell.,three carriers，each cell configure 3 carriers ，one is the primary carrier，the other two are secondary carrier, primary carrier and secondary carrier which are configured into different frequency bands
UE: PS_DCCH_DTCH_HS_DSCH (state 6-17) as specified in clause 7.4 of TS 34.108.
Related ICS/IXIT statement(s)

-
UE supports TDD

-
UE supports HS-PDSCH
-
UE supports multiple frequency bands simultaneously 
Test Procedure:

The UE is in the CELL_DCH state and has a radio bearer established that is mapped to HS-DSCH. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message, which invoke the UE to transit from CELL_DCH to URA_PCH. The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC and enters URA_PCH state. 
The SS transmits a PAGING TYPE 1 message. The UE enters the CELL_FACH state to transmit a CELL UPDATE message using uplink CCCH in respond to the paging.

The SS transmits CELL UPDATE CONFIRM message which includes DPCH and HS-PDSCH physical channel parameters on the downlink DCCH. Then the UE resumes HS-DSCH reception and transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH.
Expected sequence:

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	
	
	
	Note:Cell is configured with primary carrier and the secondary carriers into different frequency bands.

	1
	
	PHYSICAL CHANNEL RECONFIGURATION
	

	2
	
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE enters the URA_PCH state

	2a
	SS
	
	SS sends the L2 ack on the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message and then waits 5 seconds to allow the UE to read system information before the next step.
Note: The SS should continue to keep the dedicated channel configuration during the time when the L2 ack is sent to the UE.

	3
	(
	PAGING TYPE 1
	

	4
	(
	CELL UPDATE
	The UE enters the CELL_FACH state.

	5
	(
	CELL UPDATE CONFIRM
	

	6
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE enters the CELL_DCH state and starts HS-DSCH reception.


Same specific message contents as in clause8.3.1.32.4.

8.3.1.32a.5
Test requirements

Same test requirements as in clause8.3.1.32.5.
<End of second modified section>
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