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*** Start of change ***
9.1.5.8
PATH SWITCH REQUEST

This message is sent by the eNB to request the MME to switch DL GTP tunnel termination point(s) from one end-point to another.

Direction: eNB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	E-RAB To Be Switched in Downlink List
	
	1
	
	
	YES
	reject

	>E-RABs Switched in Downlink Item IEs
	
	1 to <maxnoof E-RABs>
	
	
	EACH
	reject

	>>E-RAB ID 
	M
	
	9.2.1.2
	
	-
	

	>>Transport layer address
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	To deliver DL PDUs
	-
	

	Source MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	E-UTRAN CGI
	M
	
	9.2.1.38
	
	YES
	ignore

	TAI
	M
	
	9.2.3.16
	
	YES
	ignore

	UE Security Capabilities
	M
	
	9.2.1.40
	
	YES
	ignore

	CSG Id
	O
	
	9.2.1.62
	
	YES
	ignore

	Cell Access Mode
	O
	
	9.2.1.74
	
	YES
	ignore

	Source MME GUMMEI
	O
	
	9.2.3.9
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.


*** Next change ***
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
*** unaffected parts omitted ***
-- **************************************************************

--

-- PATH SWITCH REQUEST ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Path Switch Request

--

-- **************************************************************

PathSwitchRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestIEs} },


...

}

PathSwitchRequestIEs S1AP-PROTOCOL-IES ::= {



{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 


PRESENCE mandatory}|


{ ID id-E-RABToBeSwitchedDLList


CRITICALITY reject
TYPE E-RABToBeSwitchedDLList
PRESENCE mandatory}|


{ ID id-SourceMME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID
 


PRESENCE mandatory}|


{ ID id-EUTRAN-CGI





CRITICALITY ignore
TYPE EUTRAN-CGI




PRESENCE mandatory}|


{ ID id-TAI







CRITICALITY ignore
TYPE TAI





PRESENCE mandatory}|


{ ID id-UESecurityCapabilities


CRITICALITY ignore
TYPE UESecurityCapabilities

PRESENCE mandatory}|


{ ID id-CSG-Id






CRITICALITY ignore
TYPE CSG-Id





PRESENCE optional}|


{ ID id-CellAccessMode




CRITICALITY ignore
TYPE CellAccessMode



PRESENCE optional}|


{ ID id-SourceMME-GUMMEI



CRITICALITY ignore
TYPE GUMMEI





PRESENCE optional},


...

}

E-RABToBeSwitchedDLList 




::= E-RAB-IE-ContainerList { {E-RABToBeSwitchedDLItemIEs} }

E-RABToBeSwitchedDLItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-E-RABToBeSwitchedDLItem


CRITICALITY reject
TYPE E-RABToBeSwitchedDLItem


PRESENCE mandatory
},


...

}

E-RABToBeSwitchedDLItem ::= SEQUENCE {


e-RAB-ID





E-RAB-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { { E-RABToBeSwitchedDLItem-ExtIEs} }


OPTIONAL,


...

}

E-RABToBeSwitchedDLItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

*** End of change ***
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