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	Reason for change:
(
	NW indicates RRC CONNECTION REJECT with redirection info to EUTRA according to the IE “pre redirection info” on RRC CONNECTION REQUEST. 
From the IE “pre redirection info”, the NW cannot specify which LTE band the UE supports when there are several LTE bands on SIB19. In such case the NW need to set several bands on redirection info. And when the UE receive the redirection info including the frequency which the UE does not support, the UE never performs cell selection for any EUTRA bands which the UE does not support. 

	
	

	Summary of change:
(
	Clarify that the UE discards the frequencies for which the UE does not suppot but searches the frequencies for which the UE supports when the UE receive RRC CONNECTION REJECT with the redirection info to EUTRA.
Impact analysis
Impacted functionality:

Inter-RAT redirection to EUTRA. The change only impacts the corrected functionality.
Inter-operability:

1. If the network is implemented according to the CR and the UE is not, the UE behaviour is ambiguous. 

2. If the UE is implemented according to the CR and the network is not, there is no inter-operability problem.
NOTE: Implementation of this CR by a Release 8 UE will not cause any compatibility issues.
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	The UE may consider the redirection is invalid.
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10.2.36
RRC CONNECTION REJECT
The network transmits this message when the requested RRC connection cannot be accepted.


RLC-SAP: UM


Logical channel: CCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Rejection cause
	MP
	
	Rejection cause 10.3.3.31
	
	

	Wait time
	MP
	
	Wait time 10.3.3.50
	
	

	Redirection info
	OP
	
	Redirection info 10.3.3.29
	The UE shall ignore any unsupported frequencies included in this IE.
	

	Counting completion
	OP
	
	Enumerated (TRUE)
	This field may be present if the Rejection Cause is set to “unspecified” otherwise it shall be ignored.
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