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	R2-110793
	Description of carrier aggregation and MIMO capabilities
	Research In Motion Limited, Ericsson, ST-Ericsson
	36.306
	0038
	-
	B
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-110794
	L2 buffer sizes for Rel-10 categories
	Ericsson, ST-Ericsson
	36.306
	0039
	-
	F
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-110809
	Introduction of CA/MIMO capability signalling and measurement capability signalling in CA
	Ericsson, ST-Ericsson
	36.331
	0543
	-
	B
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-111688
	Updates of L1 parameters for CA and UL/DL MIMO
	Ericsson, ST-Ericsson
	36.331
	0561
	2
	B
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-111551
	Corrections on UE capability related parameters
	Fujitsu
	36.331
	0592
	-
	F
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-111625
	UE capability signaling structure w.r.t carrier aggregation, MIMO and measurement gap
	Samsung
	36.331
	0641
	1
	F
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core
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