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F  (correction)
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	Reason for change:
(

	According to RP-090902 -> 25331_CR3758_(Rel-7)_R2-095251.doc, F-DPCH is an optional feature independent of HS-PDSCH. In other words, it is optional from the protocol part point of view (TS34.123-2). But, it is not optional in the RF part, TS34.121-2, as the one shown on the section 4.5.3 of TS25.306 as,
Support of HS-PDSCH
Defines whether the UE supports HS-PDSCH in CELL_DCH state or not. If the UE supports HS-PDSCH in CELL_DCH state then the UE shall support also F-DPCH.
It means that the applicability of F-DPCH between TS34.121 and TS34.123 is not consistent. A CR submitted to RAN2#73 to delete the last clause shown above is not agreed since it may impact other functions.

A compromise solution is to change the reference document of F-DPCH to TS25.331 instead of TS25.306.

	
	

	Summary of change:
(

	1. Change the content of capability from “Support of F-DPCH” to “Full support of F-DPCH”
2. Change the reference document from “25.306 4.5.3” to “25.331 10.2.39, 10.3.3.42, 10.3.3.42oa, 11.2, 11.3”
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not approved:
	Inconsistency exists between 3GPP TS34.121-2 and 3GPP TS34.123-2
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	Other comments:
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	Applicable to Rel-6 and later Releases.


<<<Start of the change>>>
Table A.7: FDD Layer 1 UE Radio Access Capabilities

	Item
	FDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	

	3
	Support for SF 512 (downlink)
	25.306, 4.5.3
	R99
	

	4
	Support of PDSCH
	25.306, 4.5.3
	R99and Rel-4 only
	

	5
	Simultaneous reception of SCCPCH and DPCH
	25.306, 4.5.3
	R99
	

	6
	Simultaneous reception of SCCPCH, DPCH and PDSCH
	25.306, 4.5.3
	R99 and Rel-4 only
	

	7
	Support of PCPCH
	25.306, 4.5.4
	R99 and Rel-4 only
	

	8
	Support of uplink compressed mode only
	25.306, 4.9
	R99
	

	9
	Support of downlink compressed mode only
	25.306, 4.9
	R99
	

	10
	Support of uplink and downlink compressed mode
	25.306, 4.9
	R99
	

	11
	Void
	
	
	

	12
	Void
	
	
	

	13
	Void
	
	
	

	14
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	

	15
	Support of E-DPDCH
	25.306, 4.5.4
	Rel-6
	

	16
	Support of MBMS
	25.306, 4.13
	Rel-6
	

	17
	Support of HS-SCCHless HS-DSCH
	25.306, 4.5.3
	Rel-7
	

	18
	Full support of F-DPCH
	 25.331,10.2.39
10.3.3.42, 10.3.3.42oa, 11.2, 11.3
	Rel-6
	

	19
	Support of DPCCH Discontinuous Transmission
	25.306, 4.5.4
	Rel-7
	

	20
	Support of Target Cell Pre-Configuration
	25.306 4.5.3
	Rel-8
	

	21
	Support of HS-PDSCH in CELL_FACH
	25.306, 4.5.3
	Rel-7
	

	22
	Support of Common E-DCH
	25.306, 4.5.4
	Rel-8
	


<<<End of change>>>
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