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1
Introduction

This document contains the list of Change Requests that were agreed by TSG-RAN WG4 meeting 58. They are presented for approval to TSG-RAN #51.

2
Rel-8 CRs for LTE [LTE-RF] (Agenda 8.4.4.1)
2.1
RP-110786 - CRs related to LTE for rel-8, Set1
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.123
	498
	1
	Rel-8
	Modification on UTRA TDD to E-UTRA cell reselection test case A.4.2.5.1 for Rel-8
	F
	R4-113143
	LTE-RF
	CATT

	25.123
	499
	1
	Rel-9
	Modification on UTRA TDD to E-UTRA cell reselection test case A.4.2.5.1 for Rel-9
	A
	R4-113144
	LTE-RF
	CATT

	25.123
	500
	1
	Rel-10
	Modification on UTRA TDD to E-UTRA cell reselection test case A.4.2.5.1 for Rel-10
	A
	R4-113145
	LTE-RF
	CATT

	25.123
	501
	 
	Rel-8
	Modification on UTRA TDD to E-UTRA cell reselection test case A.4.2.5.2 for Rel-8
	F
	R4-112932
	LTE-RF
	CATT

	25.123
	502
	 
	Rel-9
	Modification on UTRA TDD to E-UTRA cell reselection test case A.4.2.5.2 for Rel-9
	A
	R4-112933
	LTE-RF
	CATT

	25.123
	503
	 
	Rel-10
	Modification on UTRA TDD to E-UTRA cell reselection test case A.4.2.5.2 for Rel-10
	A
	R4-112934
	LTE-RF
	CATT

	36.133
	763
	 
	Rel-8
	Rearrangement of Time periods for EUTRA-UTRA reselection test case A.4.3.4.1
	F
	R4-112423
	LTE-RF
	Anritsu

	36.133
	764
	 
	Rel-9
	Rearrangement of Time periods for EUTRA-UTRA reselection test case A.4.3.4.1
	A
	R4-112424
	LTE-RF
	Anritsu

	36.133
	765
	 
	Rel-10
	Rearrangement of Time periods for EUTRA-UTRA reselection test case A.4.3.4.1
	A
	R4-112425
	LTE-RF
	Anritsu

	36.133
	766
	 
	Rel-8
	Removal of "Force to Cell 2" during initialisation for EUTRA - UTRA reselection test cases
	F
	R4-112426
	LTE-RF
	Anritsu

	36.133
	767
	 
	Rel-9
	Removal of "Force to Cell 2" during initialisation for EUTRA -UTRA reselection test cases
	A
	R4-112427
	LTE-RF
	Anritsu

	36.133
	768
	 
	Rel-10
	Removal of "Force to Cell 2" during initialisation for EUTRA -UTRA reselection test cases
	A
	R4-112428
	LTE-RF
	Anritsu

	36.133
	812
	 
	Rel-8
	Correction to inter-RAT cell identificiation time in DRX for Rel-8
	F
	R4-112739
	LTE-RF
	Huawei, HiSilicon

	36.133
	813
	 
	Rel-9
	Correction to inter-RAT cell identificiation time in DRX for Rel-9
	A
	R4-112740
	LTE-RF
	Huawei, HiSilicon

	36.133
	814
	 
	Rel-10
	Correction to inter-RAT cell identificiation time in DRX for Rel-10
	A
	R4-112741
	LTE-RF
	Huawei, HiSilicon


2.2
RP-110787 - CRs related to LTE for rel-8, Set2
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.101
	776
	1
	Rel-8
	Minor corrections to DL-RMC-s for Maximum input level
	F
	R4-113159
	LTE-RF
	Rohde&Schwarz

	36.101
	777
	1
	Rel-9
	Minor corrections to DL-RMC-s for Maximum input level
	A
	R4-113160
	LTE-RF
	Rohde&Schwarz

	36.101
	778
	1
	Rel-10
	Minor corrections to DL-RMC-s for Maximum input level
	A
	R4-113161
	LTE-RF
	Rohde&Schwarz

	36.133
	769
	 
	Rel-8
	Clarification of Radio link monitoring test requirements
	F
	R4-112443
	LTE-RF
	Rohde&Schwarz

	36.133
	770
	 
	Rel-9
	Clarification of Radio link monitoring test requirements
	A
	R4-112444
	LTE-RF
	Rohde&Schwarz

	36.133
	771
	1
	Rel-10
	Clarification of Radio link monitoring test requirements
	A
	R4-113162
	LTE-RF
	Rohde&Schwarz

	36.133
	826
	1
	Rel-8
	Addition of missing EsNoc parameters in E-UTRAN TDD UTRAN TDD Measurements test cases for Rel-8
	F
	R4-113209
	LTE-RF
	Huawei, HiSilicon

	36.133
	827
	1
	Rel-9
	Addition of missing EsNoc parameters in E-UTRAN TDD UTRAN TDD Measurements test cases for Rel-9
	A
	R4-113210
	LTE-RF
	Huawei, HiSilicon

	36.133
	828
	1
	Rel-10
	Addition of missing EsNoc parameters in E-UTRAN TDD UTRAN TDD Measurements test cases for Rel-10
	A
	R4-113211
	LTE-RF
	Huawei, HiSilicon

	36.101
	812
	 
	Rel-8
	Correction on CQI mapping index of RI test
	F
	R4-112850
	LTE-RF
	Huawei, HiSilicon

	36.101
	813
	 
	Rel-9
	Correction on CQI mapping index of RI test
	A
	R4-112851
	LTE-RF
	Huawei, HiSilicon

	36.101
	814
	 
	Rel-10
	Correction on CQI mapping index of RI test
	A
	R4-112852
	LTE-RF
	Huawei, HiSilicon

	36.133
	815
	 
	Rel-8
	Correction to identification time of UTRA FDD cell for SON in DRX for Rel-8
	F
	R4-112742
	LTE-RF
	Huawei, HiSilicon

	36.133
	816
	 
	Rel-9
	Correction to identification time of UTRA FDD cell for SON in DRX for Rel-9
	A
	R4-112743
	LTE-RF
	Huawei, HiSilicon

	36.133
	817
	 
	Rel-10
	Correction to identification time of UTRA FDD cell for SON in DRX for Rel-10
	A
	R4-112744
	LTE-RF
	Huawei, HiSilicon

	36.133
	820
	 
	Rel-8
	Correction to requirements of E-UTRAN TDDUTRAN TDD measurements for SON when DRX is used for Rel-8
	F
	R4-112748
	LTE-RF
	Huawei, HiSilicon

	36.133
	821
	 
	Rel-9
	Correction to requirements of E-UTRAN TDDUTRAN TDD measurements for SON when DRX is used for Rel-9
	A
	R4-112749
	LTE-RF
	Huawei, HiSilicon

	36.133
	822
	 
	Rel-10
	Correction to requirements of E-UTRAN TDDUTRAN TDD measurements for SON when DRX is used for Rel-10
	A
	R4-112750
	LTE-RF
	Huawei, HiSilicon


3
CRs for Closed Work Items and Small Technical Enhancements and Improvements [TEI8] (Agenda 8.4.4.2)
3.1
RP-110788 - CRs for Rel-8 Small Technical Enhancements and Improvements
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.141
	270
	1
	Rel-8
	Correction of parameters on BS OBW conformance test (Rel-8 CR)
	F
	R4-113093
	TEI8
	NTT DOCOMO, NSN, Ericsson, Huawei, ZTE, Anritsu

	36.141
	271
	 
	Rel-9
	Correction of parameters on BS OBW conformance test (Rel-9 CR)
	A
	R4-112917
	TEI8
	NTT DOCOMO, NSN, Ericsson, , Ericsson, Huawei, ZTE, Anritsu

	36.101
	770
	 
	Rel-8
	CR: Corrections for UE to UE co-existence requirements of Band 3
	F
	R4-112374
	TEI8
	NTT DOCOMO, eAccess

	36.101
	771
	 
	Rel-9
	CR: Corrections for UE to UE co-existence requirements of Band 3
	A
	R4-112375
	TEI8
	NTT DOCOMO, eAccess

	36.101
	772
	 
	Rel-10
	CR: Corrections for UE to UE co-existence requirements of Band 3
	A
	R4-112376
	TEI8
	NTT DOCOMO, eAccess

	25.104
	402
	 
	Rel-8
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-8 TS25.104 CR)
	F
	R4-112380
	TEI8
	NTT DOCOMO, eAccess

	25.104
	403
	 
	Rel-9
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-9 TS25.104 CR)
	A
	R4-112381
	TEI8
	NTT DOCOMO, eAccess

	25.104
	404
	 
	Rel-10
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-10 TS25.104 CR)
	A
	R4-112382
	TEI8
	NTT DOCOMO, eAccess

	25.141
	581
	 
	Rel-8
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-8 TS25.141 CR)
	F
	R4-112383
	TEI8
	NTT DOCOMO, eAccess

	25.141
	582
	 
	Rel-9
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-9 TS25.141 CR)
	A
	R4-112384
	TEI8
	NTT DOCOMO, eAccess

	25.141
	583
	 
	Rel-10
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-10 TS25.141 CR)
	A
	R4-112385
	TEI8
	NTT DOCOMO, eAccess

	36.104
	216
	 
	Rel-8
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-8 TS36.104 CR)
	F
	R4-112386
	TEI8
	NTT DOCOMO, eAccess

	36.104
	230
	1
	Rel-8
	Clarification of correlation matrix for eNB receiver
	F
	R4-113104
	TEI8
	Agilent Technologies, TMC

	36.104
	231
	1
	Rel-9
	Clarification of correlation matrix for eNB receiver
	A
	R4-113266
	TEI8
	Agilent Technologies, TMC

	36.141
	259
	 
	Rel-8
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-8 TS36.141 CR)
	F
	R4-112389
	TEI8
	NTT DOCOMO, eAccess

	25.133
	1102
	 
	Rel-8
	Correction to Requirements on Reporting Criteria for Inter-RAT Measurements
	F
	R4-112681
	TEI8
	Ericsson, ST-Ericsson


4
Rel-9 CRs related to LTE (Agenda 8.4.5.1)
4.1
RP-110789 - CRs related to LTE for rel-9
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.101
	781
	 
	Rel-9
	CR: Band 19 A-MPR refinement
	F
	R4-112479
	LTE-RF
	NTT DOCOMO

	36.101
	782
	 
	Rel-10
	CR: Band 19 A-MPR refinement
	A
	R4-112480
	LTE-RF
	NTT DOCOMO

	36.101
	788
	1
	Rel-9
	PDCCH and PHICH performance: OCNG and power settings
	F
	R4-113163
	LTE-RF
	Rohde&Schwarz

	36.101
	832
	 
	Rel-10
	PDCCH and PHICH performance: OCNG and power settings
	A
	R4-113164
	LTE-RF
	Rohde&Schwarz

	36.101
	804
	 
	Rel-9
	Clarification for MBMS reference signal levels
	F
	R4-112813
	LTE-RF
	Qualcomm Incorporated

	36.101
	805
	 
	Rel-10
	Clarification for MBMS reference signal levels
	A
	R4-112814
	LTE-RF
	Qualcomm Incorporated

	36.101
	817
	1
	Rel-9
	Correction on 2-X PMI test for R9
	F
	R4-113194
	LTE-RF
	Huawei, HiSilicon

	36.101
	818
	1
	Rel-10
	Correction on 2-X PMI test for R10
	A
	R4-113195
	LTE-RF
	Huawei, HiSilicon

	36.101
	823
	 
	Rel-9
	Corrections to in-band blocking table
	F
	R4-112921
	LTE-RF
	CATT

	36.101
	824
	 
	Rel-10
	Corrections to in-band blocking table
	A
	R4-112922
	LTE-RF
	CATT

	36.101
	833
	 
	Rel-9
	Performance requirements for PUCCH 2-0, PUCCH 2-1 and PUSCH 2-2 tests
	F
	R4-113241
	LTE-RF
	NEC

	36.101
	834
	 
	Rel-10
	Performance requirements for PUCCH 2-0, PUCCH 2-1 and PUSCH 2-2 tests
	A
	R4-113242
	LTE-RF
	NEC

	36.133
	807
	 
	Rel-9
	Correction to side conditions for TDD inter-frequency CGI identification for Rel-9
	F
	R4-112734
	LTE-RF
	Huawei, HiSilicon, CATT

	36.133
	808
	 
	Rel-10
	Correction to side conditions for TDD inter-frequency CGI identification for Rel-10
	F
	R4-112735
	LTE-RF
	Huawei, HiSilicon, CATT

	36.133
	855
	 
	Rel-9
	Correction on E-UTRAN FDD RSTD intra frequency case
	F
	R4-113202
	LTE-RF
	Huawei, HiSilicon, Ericsson, ST-Ericsson, Alcatel-Lucent

	36.133
	856
	 
	Rel-10
	Correction on E-UTRAN FDD RSTD intra frequency case
	A
	R4-113203
	LTE-RF
	Huawei, HiSilicon, Ericsson, ST-Ericsson, Alcatel-Lucent


4.2
RP-110790 - CRs for related to SI acquisition requirements, rel-9
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.133
	1108
	1
	Rel-9
	Inter-RAT E-UTRAN cell SI acquisition requirement 
	F
	R4-113141
	EHNB
	Samsung

	25.133
	1109
	 
	Rel-10
	Inter-RAT E-UTRAN cell SI acquisition requirement 
	A
	R4-112997
	EHNB
	Samsung

	36.133
	803
	1
	Rel-9
	Addition of test cases for TDD intra-frequency SI reading using autonomous gaps with both non DRX and DRX for Rel-9
	B
	R4-113205
	EHNB-RAN2
	Huawei, HiSilicon, CATT

	36.133
	804
	1
	Rel-10
	Addition of test cases for TDD intra-frequency SI reading using autonomous gaps with both non DRX and DRX for Rel-10
	A
	R4-113206
	EHNB-RAN2
	Huawei, HiSilicon, CATT

	36.133
	805
	1
	Rel-9
	Addition of test cases for TDD inter-frequency SI reading using autonomous gaps with both non DRX and DRX for Rel-9
	B
	R4-113207
	EHNB-RAN2
	Huawei, HiSilicon, CATT

	36.133
	806
	1
	Rel-10
	Addition of test cases for TDD inter-frequency SI reading using autonomous gaps with both non DRX and DRX for Rel-10
	A
	R4-113208
	EHNB-RAN2
	Huawei, HiSilicon, CATT


4.3
RP-110791 - CR for dual-layer beamforming, rel-9
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.101
	815
	1
	Rel-9
	Addition of performance requirements for dual-layer beamforming category 1 UE test
	F
	R4-113234
	LTEimp-eDL
	Huawei, HiSilicon, CATT, CMCC, ZTE

	36.101
	816
	1
	Rel-10
	Addition of performance requirements for dual-layer beamforming category 1 UE test
	A
	R4-113235
	LTEimp-eDL
	Huawei, HiSilicon, CATT, CMCC, ZTE


4.4
RP-110792 - CR related to MBMS, rel-9
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.101
	809
	 
	Rel-9
	FDD MBMS performance requirements for 64QAM mode
	F
	R4-112846
	MBMS_LTE
	Huawei, HiSilicon, CATT

	36.101
	810
	 
	Rel-10
	FDD MBMS performance requirements for 64QAM mode
	A
	R4-112847
	MBMS_LTE
	Huawei, HiSilicon, CATT


4.5
RP-110793 - CRs for Positioning Support for LTE, rel-9
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.133
	760
	 
	Rel-10
	E-UTRAN FDD Inter Frequency RSTD Measurement Accuracy test case
	B
	R4-112378
	LCS_LTE
	Huawei, HiSilicon, Ericsson, ST-Ericsson

	36.133
	761
	 
	Rel-10
	E-UTRAN TDD Inter Frequency RSTD Measurement Accuracy test case
	B
	R4-112379
	LCS_LTE
	Huawei, HiSilicon, Ericsson, ST-Ericsson

	36.133
	754
	 
	Rel-10
	E-UTRAN FDD-FDD inter-frequency RSTD measurement reporting delay test case with the reference cell on the serving carrier frequency
	F
	R4-112283
	LCS_LTE
	Ericsson, ST-Ericsson, ALU 

	36.133
	755
	 
	Rel-10
	E-UTRAN TDD-TDD inter-frequency RSTD measurement reporting delay test case with the reference cell on the serving carrier frequency
	F
	R4-112284
	LCS_LTE
	Ericsson, ST-Ericsson, ALU


5
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI9] (Agenda 8.4.5.2)
5.1
RP-110794 - CRs for rel-9 Small Technical Enhancements and Improvements [TEI9]
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	WI
	Source-
2nd-Level

	36.101
	825
	 
	Rel-9
	Correction of TDD Category 1 DRS and DMRS RMCs
	F
	R4-112936
	TEI9
	CATT, Huawei, HiSilicon, CMCC, ZTE

	36.101
	826
	 
	Rel-10
	Correction of TDD Category 1 DRS and DMRS RMCs
	A
	R4-112937
	TEI9
	CATT, Huawei, HiSilicon, CMCC, ZTE

	36.101
	827
	 
	Rel-9
	TDD MBMS performance requirements for 64QAM mode
	F
	R4-112938
	TEI9
	CATT, Huawei, HiSilicon

	36.101
	828
	 
	Rel-10
	TDD MBMS performance requirements for 64QAM mode
	A
	R4-112939
	TEI9
	CATT, Huawei, HiSilicon

	36.104
	217
	 
	Rel-9
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-9 TS36.104 CR)
	F
	R4-112387
	TEI9
	NTT DOCOMO, eAccess

	36.104
	218
	 
	Rel-10
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-10 TS36.104 CR)
	A
	R4-112388
	TEI9
	NTT DOCOMO, eAccess

	36.141
	260
	 
	Rel-9
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-9 TS36.141 CR)
	F
	R4-112390
	TEI9
	NTT DOCOMO, eAccess

	36.141
	261
	 
	Rel-10
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-10 TS36.141 CR)
	A
	R4-112391
	TEI9
	NTT DOCOMO, eAccess

	37.104
	032
	 
	Rel-9
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-9 TS37.104 CR)
	F
	R4-112392
	TEI9
	NTT DOCOMO, eAccess

	37.104
	033
	 
	Rel-10
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-10 TS37.104 CR)
	A
	R4-112393
	TEI9
	NTT DOCOMO, eAccess

	37.141
	052
	 
	Rel-9
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-9 TS37.141 CR)
	F
	R4-112394
	TEI9
	NTT DOCOMO, eAccess

	37.141
	053
	 
	Rel-10
	Modifications to Band 3 to allow LTE Band 3 operation in Japan (Rel-10 TS37.141 CR)
	A
	R4-112395
	TEI9
	NTT DOCOMO, eAccess

	37.104
	038
	1
	Rel-9
	General corrections for TS 37.104 
	F
	R4-113134
	TEI9
	Ericsson

	37.104
	039
	1
	Rel-10
	General corrections for TS 37.104
	A
	R4-113135
	TEI9
	Ericsson

	37.104
	040
	 
	Rel-9
	Correction of RX spurious emissions for non-GSM/EDGE configurations
	F
	R4-112564
	TEI9
	Ericsson

	37.104
	041
	 
	Rel-10
	Correction of RX spurious emissions for non-GSM/EDGE configurations
	A
	R4-112565
	TEI9
	Ericsson

	37.104
	045
	2
	Rel-9
	Revision of Time Alignment Error definition
	F
	R4-113177
	TEI9
	Ericsson, ST-Ericsson, Huawei

	37.104
	046
	2
	Rel10
	Revision of Time Alignment Error definition
	A
	R4-113178
	TEI9
	Ericsson, ST-Ericsson, Huawei

	37.141
	067
	1
	Rel-9
	Correction on MSR Test Configuration (Rel-9)
	F
	R4-113226
	TEI9
	Huawei

	37.141
	057
	 
	Rel-9
	Correction of RX spurious emissions for non-GSM/EDGE configurations
	F
	R4-112566
	TEI9
	Ericsson

	37.141
	058
	 
	Rel-10
	Correction of RX spurious emissions for non-GSM/EDGE configurations
	A
	R4-112567
	TEI9
	Ericsson

	37.141
	059
	1
	Rel-9
	General corrections for TS 37.141
	F
	R4-113111
	TEI9
	Ericsson

	37.141
	060
	1
	Rel-10
	General corrections for TS 37.141
	A
	R4-113112
	TEI9
	Ericsson

	37.141
	064
	2
	Rel-9
	Revision of Time Alignment Error definition
	F
	R4-113179
	TEI9
	Ericsson, ST-Ericsson, Huawei

	37.141
	065
	2
	Rel-10
	Revision of Time Alignment Error definition
	A
	R4-113180
	TEI9
	Ericsson, ST-Ericsson, Huawei

	37.141
	068
	1
	Rel-10
	Correction on MSR Test Configuration (Rel-10)
	A
	R4-113227
	TEI9
	Huawei

	37.141
	070
	2
	Rel-9
	Correction on Modulation Quality Testing in TS 37.141
	F
	R4-113148
	TEI9
	ZTE

	37.141
	071
	2
	Rel-10
	Correction on Modulation Quality Testing in TS 37.141
	A
	R4-113149
	TEI9
	ZTE

	37.141
	072
	1
	Rel-9
	Correction for TS 37.141
	F
	R4-113082
	TEI9
	ZTE

	37.141
	073
	1
	Rel-10
	Correction for TS 37.141
	A
	R4-113083
	TEI9
	ZTE

	25.133
	1103
	 
	Rel-9
	Measurement Reporting Criteria Requirements in CELL_DCH
	F
	R4-112682
	TEI9
	Ericsson, ST-Ericsson

	25.133
	1104
	 
	Rel-10
	Measurement Reporting Criteria Requirements in CELL_DCH
	A
	R4-112683
	TEI9
	Ericsson, ST-Ericsson

	36.133
	796
	 
	Rel-9
	Editorial Correction to Cell Re-selection Requirements
	F
	R4-112693
	TEI9
	Ericsson, ST-Ericsson

	36.133
	797
	 
	Rel-10
	Editorial Correction to Cell Re-selection Requirements
	A
	R4-112694
	TEI9
	Ericsson, ST-Ericsson

	36.133
	779
	1
	Rel-9
	Correction to RSTD measurement for Rel-9
	F
	R4-113138
	TEI9
	LG Electronics, Huawei, Samsung, Renesas Mobile Europe, Qualcomm Incoperated, ALU, Motorola Mobility, Ericsson, ST-Ericsson

	36.133
	780
	1
	Rel-10
	Correction to RSTD measurement for Rel-10
	A
	R4-113139
	TEI9
	LG Electronics, Huawei, Samsung, Renesas Mobile Europe, Qualcomm Incoperated, ALU, Motorola Mobility, Ericsson, ST-Ericsson


6
Adding L-Band LTE for ATC of MSS in North America Core part (Agenda 10.1.13.1)
6.1
RP-110795 - CRs for Adding L-Band LTE for ATC of MSS in North America, Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.104
	233
	1
	Rel-10
	Fixing the misalignment of Band 24 GPS Coexistence specifications between 36.104 and 37.104
	F
	R4-113282
	L_Band_LTE_ATC_MSS-Core
	LightSquared

	36.141
	273
	1
	Rel-10
	Fixing the misalignment of Band 24 GPS Coexistence specifications between 36.104 and 36.141
	F
	R4-113283
	L_Band_LTE_ATC_MSS-Core
	LightSquared

	37.104
	037
	3
	Rel-10
	Fixing Band 24 inclusion in TS 37.104
	F
	R4-113173
	L_Band_LTE_ATC_MSS-Core
	LightSquared

	25.101
	813
	 
	Rel-10
	UTRAN UE spurious emission requirements to protect E-UTRA band 24
	F
	R4-112914
	L_Band_LTE_ATC_MSS-Core
	Qualcomm Incorporated

	36.101
	768
	 
	Rel-10
	Fixing Band 24 inclusion in TS 36.101
	F
	R4-112365
	L_Band_LTE_ATC_MSS-Core
	LightSquared


7
Small Technical Enhancements and Improvements for Rel-10 (Agenda 10.1.16)
7.1
RP-110796 - CRs for rel-10 Small Technical Enhancements and Improvements
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	WI
	Source-
2nd-Level

	25.105
	280
	 
	Rel-10
	Correction of the test port description for TS 25.105
	F
	R4-112957
	TEI10
	CATT

	25.142
	281
	 
	Rel-10
	Correction of the test port description for TS 25.142
	F
	R4-112958
	TEI10
	CATT

	36.101
	829
	 
	Rel-10
	Correction of TDD RMC for Low SNR Demodulation test
	F
	R4-112960
	TEI10
	CATT

	36.101
	830
	 
	Rel-10
	Informative reference sensitivity requirements for Low SNR for TDD 
	F
	R4-112961
	TEI10
	CATT

	25.101
	816
	 
	Rel-10
	Additional Spurious requirement extension due to EN spec change
	F
	R4-112992
	TEI10
	Samsung

	25.123
	496
	 
	Rel-10
	Simplification of frequency dependent requirements in 25.123
	F
	R4-112626
	TEI10
	Ericsson, ST-Ericsson

	25.133
	1101
	 
	Rel-10
	Simplification of frequency dependent requirements in 25.133
	F
	R4-112625
	TEI10
	Ericsson, ST-Ericsson

	25.142
	280
	 
	Rel-10
	Correction of co-existence requirement for UTRA TDD
	F
	R4-112582
	TEI10
	Ericsson

	36.101
	787
	 
	Rel-10
	REFSENS in lower SNR
	F
	R4-112501
	TEI10
	NTT DOCOMO

	36.133
	785
	 
	Rel-10
	Simplification of frequency dependent requirements in 36.133
	F
	R4-112624
	TEI10
	Ericsson, ST-Ericsson

	36.141
	267
	 
	Rel-10
	Harmonization of co-existence between Home BS and WA BS in 36.141
	F
	R4-112628
	TEI10
	Ericsson, ST-Ericsson

	36.133
	794
	1
	Rel-10
	E-CID Measurement Requirements under Handover
	F
	R4-113295
	TEI10
	Ericsson, ST-Ericsson

	36.104
	225
	 
	Rel-10
	Harmonization of co-existence between Home BS and WA BS in 36.104 
	F
	R4-112627
	TEI10 
	Ericsson, ST-Ericsson

	36.133
	800
	1
	Rel-10
	Addition of E-UTRAN FDD/TDD  cdma2000 1xRTT measurements requirement for SON for Rel-10
	F
	R4-113204
	TEI10
	Huawei, HiSilicon, Ericsson, ST-Ericsson, Alcatel-Lucent

	36.133
	787
	1
	Rel-10
	Clarification on inter-frequency layers for RSTD
	F
	R4-113133
	TEI10
	Ericsson, ST-Ericsson, Alcatel-Lucent, LGE


8
Four carrier HSDPA - Performance part (Agenda 10.2.1.1)
8.1
RP-110797 - CR for Four carrier HSDPA, Performance part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.101
	808
	1
	Rel-10
	UE demodulation performance requirements
	B
	R4-113182
	4C_HSDPA-Perf
	ST-Ericsson/Ericsson, Qualcomm Incorporated, Renesas Mobile Europe Ltd 


9
MU-MIMO for 1.28Mcps TDD - Performance part (Agenda 10.2.2.1)
9.1
RP-110798 - CRs for MU-MIMO for 1.28Mcps TDD, Performance part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.102
	355
	 
	Rel-10
	Introduction of performance requirements for 1.28Mcps TDD MU-MIMO
	B
	R4-112955
	MUMIMO_LCR_TDD-Perf
	CATT


10
Support of New Band Combinations for Dual-Band Dual Cell HSDPA - Core part (Agenda 10.2.5.1)
10.1
RP-110799- CRs for the Support of New Band Combinations for Dual-Band Dual Cell HSDPA, Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.101
	797
	 
	Rel-10
	CR for the introduction of  TX core requirements for band I-XI and II-V
	B
	R4-112267
	DB_DC_HSDPA-Core
	ST-Ericsson, Ericsson, AT&T, SoftBank

	25.101
	798
	 
	Rel-10
	25.101 CR Introduction of Rx core requirements for Band combinations II-V and I-XI
	B
	R4-112268
	DB_DC_HSDPA-Core
	ST-Ericsson, Ericsson, AT&T, SoftBank


11
MIMO operation with non-MIMO coexistence in HSDPA - Core part (Agenda 10.2.6.1)
11.1
RP-110800- CRs for MIMO operation with non-MIMO coexistence in HSDPA, Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.104
	408
	 
	Rel-10
	Introduction of S-CPICH power offset accuracy requirement
	B
	R4-112909
	MIMO_HSDPA-Core
	Qualcomm Incorporated, Vodafone, Ericsson, ST-Eric

	25.141
	586
	 
	Rel-10
	Definition of Virtual Antenna Mapping (VAM) and applicability of S-CPICH power accuracy requirement
	B
	R4-112910
	MIMO_HSDPA-Core
	Qualcomm Incorporated, Vodafone, Ericsson, ST-Ericsson


12
MIMO operation with non-MIMO coexistence in HSDPA - Performance part (10.2.6.2)
12.1
RP-110801- CRs for MIMO operation with non-MIMO coexistence in HSDPA, Performance part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.101
	807
	1
	Rel-10
	Clarification on retransmission for MIMO workaround
	B
	R4-113172
	MIMO_HSDPA-Perf
	Ericsson/ST-Ericsson, Qualcomm, Renesas

	25.101
	811
	 
	Rel-10
	HSDPA MIMO CQI reporting requirements due to asymmetric P-CPICH/S-CPICH power settings
	B
	R4-112912
	MIMO_HSDPA-Perf
	Qualcomm Incorporated

	25.101
	799
	 
	Rel-10
	HSDPA MIMO CQI reporting requirements due to asymmetric P-CPICH/S-CPICH power settings
	B
	R4-112368
	MIMO_HSDPA-Perf
	Qualcomm Incorporated


13
UMTS/LTE 3500 MHz (Agenda 10.3.1)
13.1
RP-110802 – CRs for UMTS/LTE 3500 MHz
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.104
	224
	 
	Rel-10
	Co-existence/co-location between Band 42 and 43 in TS 36.104
	F
	R4-112619
	RInImp8-UMTSLTE3500
	Ericsson, ST-Ericsson

	36.141
	266
	 
	Rel-10
	Co-existence/co-location between Band 42 and 43 in TS 36.141
	F
	R4-112620
	RInImp8-UMTSLTE3500
	Ericsson, ST-Ericsson

	37.104
	044
	 
	Rel-10
	Co-existence/co-location between Band 42 and 43 in TS 37.104
	F
	R4-112621
	RInImp8-UMTSLTE3500
	Ericsson, ST-Ericsson

	37.141
	063
	 
	Rel-10
	Co-existence/co-location between Band 42 and 43 in TS 37.141
	F
	R4-112622
	RInImp8-UMTSLTE3500
	Ericsson, ST-Ericsson


14
Minimization of drive tests for E-UTRAN and UTRAN Core Part (Agenda 10.3.2.1)
14.1
RP-110803 - CRs for Minimization of drive tests for E-UTRAN and UTRAN, Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.123
	497
	1
	Rel-10
	Introduction of MDT UE measurements requirements for LCR TDD in TS25.123
	B
	R4-113198
	MDT_UMTSLTE-Core
	ZTE

	25.133
	1110
	 
	Rel-10
	CR Timestamp accuracy requirements for MDT
	B
	R4-112988
	MDT_UMTSLTE-Core
	Mediatek Inc., Ericsson, ST-Ericsson, Renesas Electronics Europe, Research In Motion, NTT DoCoMo, Huawei, HiSilicon

	36.133
	850
	 
	Rel-10
	CR Timestamp accuracy requirements for MDT
	B
	R4-112989
	MDT_UMTSLTE-Core
	Mediatek Inc., Ericsson, ST-Ericsson, Renesas Electronics Europe, Research In Motion, NTT DoCoMo, Huawei, HiSilicon


15
Expanded 1900 MHz Band for UTRA and LTE - Core part (Agenda 10.3.3.1)
15.1
RP-110804 - CRs for Expanded 1900 MHz Band for UTRA and LTE, Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.113
	056
	 
	Rel-10
	Add Expanded 1900MHz band in 25.113
	B
	R4-113245
	E1900-Core
	Huawei

	34.124
	039
	 
	Rel-10
	Add Expanded 1900 MHz Band for UTRA and LTE to TS34.124 (Rel-10)
	B
	R4-113217
	E1900-Core
	Alcatel-Lucent, Sprint

	36.101
	766
	 
	Rel-10
	Add Expanded 1900MHz Band (Band 25) in 36.101
	B
	R4-112358
	E1900-Core
	ZTE

	25.101
	805
	3
	Rel-10
	Expanded 1900 MHz addition to 25.101
	B
	R4-113301
	E1900-Core
	Ericsson, ST-Ericsson

	25.133
	1099
	 
	Rel-10
	Expanded 1900 MHz addition to 25.133
	B
	R4-112613
	E1900-Core
	Ericsson, ST-Ericsson

	36.104
	214
	1
	Rel-10
	Expanded 1900 MHz addition to 36.104
	B
	R4-113219
	E1900-Core
	Ericsson, ST-Ericsson

	36.113
	017
	2
	Rel-10
	Add Expanded 1900 MHz Band (Band 25) in 36.113
	B
	R4-113037
	E1900-Core
	Ericsson, ST-Ericsson

	36.124
	010
	2
	Rel-10
	Add Expanded 1900 MHz Band (Band 25) in 36.124
	B
	R4-113038
	E1900-Core
	Ericsson, ST-Ericsson

	36.133
	859
	 
	Rel-10
	Expanded 1900 MHz addition to 36.133
	B
	R4-113268
	E1900-Core
	Ericsson, ST-Ericsson

	36.141
	258
	1
	Rel-10
	Expanded 1900 MHz addition to 36.141
	B
	R4-113036
	E1900-Core
	Ericsson, ST-Ericsson

	36.307
	013
	2
	Rel-8
	Add Expanded 1900 MHz Band (Band 25) in 36.307
	B
	R4-113039
	E1900-Core
	Ericsson, ST-Ericsson

	36.307
	014
	3
	Rel-9
	Add Expanded 1900 MHz Band (Band 25) in 36.307
	B
	R4-113040
	E1900-Core
	Ericsson, ST-Ericsson

	36.307
	015
	2
	Rel-10
	Add Expanded 1900 MHz Band (Band 25) in 36.307
	B
	R4-113041
	E1900-Core
	Ericsson, ST-Ericsson

	25.104
	405
	 
	Rel-10
	Add coexistence requirements for expanded 1900MHz band in 25.104
	B
	R4-112400
	E1900-Core
	Huawei

	25.141
	584
	 
	Rel-10
	Add coexistence requirements for expanded 1900MHz band in 25.141
	B
	R4-112401
	E1900-Core
	Huawei

	37.104
	035
	 
	Rel-10
	Add Expanded 1900MHz band in 37.104
	B
	R4-112402
	E1900-Core
	Huawei

	37.141
	054
	 
	Rel-10
	Add Expanded 1900MHz band in 37.141
	B
	R4-112403
	E1900-Core
	Huawei


16
Multi-standard radio BS RF requirements for non-contiguous spectrum deployments  - Core part (Agenda 10.3.4.1)
16.1
RP-110805 - CR for Multi-standard radio BS RF requirements for non-contiguous spectrum deployments, Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	37.104
	042
	1
	Rel-10
	MSR-NC Core requirements
	B
	R4-113175
	MSR_NC-Core
	Ericsson


17
Extending 850 MHz Upper Band (814 – 849 MHz) - Core part (Agenda 10.3.5.1)
17.1
RP-110806 - CR for Extending 850 MHz Upper Band (814 – 849 MHz), Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.113
	054
	2
	Rel-10
	Add upper 850MHz band in TS25.113
	B
	R4-112785
	e850_UB-Core
	Huawei


18
Carrier Aggregation for LTE - Core part (Agenda 10.4.1.1)
18.1
RP-110807 - CRs for Carrier Aggregation for LTE, Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.133
	757
	 
	Rel-10
	Core requirements on RRC connection mobility control in CA
	B
	R4-112366
	LTE_CA-Core
	Huawei, HiSilicon

	36.133
	758
	 
	Rel-10
	Timing core requirements in CA
	B
	R4-112367
	LTE_CA-Core
	Huawei, HiSilicon

	36.133
	759
	 
	Rel-10
	Introduction of Handover Requirements for Carrier Aggregation
	B
	R4-112370
	LTE_CA-Core
	Alcatel-Lucent

	36.101
	835
	1
	Rel-10
	CR  for UL MIMO and CA
	F
	R4-113271
	LTE_CA-Core, LTE_UL_MIMO-Core
	Motorola, InterDigital, Nokia, Ericsson, ST-Ericsson, Qualcomm, Huawei, HiSilicon ,CATT,  NTT DOCOMO

	36.104
	220
	1
	Rel-10
	Corrections on LTE Carrier Aggregation requirements
	F
	R4-113128
	LTE_CA-Core
	Alcatel-Lucent

	36.104
	221
	1
	Rel-10
	LTE CA alignment of definitions in TS 36.104
	F
	R4-113113
	LTE_CA-Core
	Ericsson, ST-Ericsson, Huawei, HiSilicon, Nokia Siemens Networks, ZTE

	36.133
	775
	1
	Rel-10
	Removal of undefined intra-freq RSRQ relative accuracy requirements in CA
	F
	R4-113190
	LTE_CA-Core
	NTT DOCOMO

	36.133
	776
	 
	Rel-10
	Introduction of UE interruption requirements in SCC measurements with de-activated SCell
	B
	R4-112471
	LTE_CA-Core
	NTT DOCOMO, Renesas Electronics Europe, Mediatek, Nokia.

	36.133
	793
	1
	Rel-10
	E-CID Measurement Requirements under Pcell Switching
	B
	R4-113171
	LTE_CA-Core
	Ericsson, ST-Ericsson, Alcatel-Lucent, Research in Motion

	36.133
	802
	2
	Rel-10
	Addition of OTDOA measurement requirement for E-UTRAN carrier aggregation
	B
	R4-113307
	LTE_CA-Core
	Huawei,HiSilicon, Renesas Mobile Europe,Ericsson, ST-Ericsson

	36.133
	829
	 
	Rel-10
	Corrrection to the side condition for measurements for E-UTRA carrier aggregation
	F
	R4-112757
	LTE_CA-Core
	Huawei, HiSilicon

	36.133
	835
	1
	Rel-10
	Clarification of UE Rx-Tx time difference measurement requirement for carrier aggregation
	F
	R4-113212
	LTE_CA-Core
	Huawei, HiSilicon

	36.133
	852
	1
	Rel-10
	Pcmax,c mapping
	B
	R4-113151
	LTE_CA-Core
	CATT

	37.104
	043
	1
	Rel-10
	LTE CA alignment of definitions in TS 37.104
	F
	R4-113114
	LTE_CA-Core
	Ericsson, ST-Ericsson, Huawei, HiSilicon

	36.141
	262
	 
	Rel-10
	Carrier Aggregation for LTE in TS 36.141 / general requirements
	B
	R4-112433
	LTE_CA-Core
	Nokia Siemens Networks, Alcatel-Lucent, CATT, Ericsson, Huawei, NTT DoCoMo, ZTE

	36.141
	263
	1
	Rel-10
	Carrier Aggregation for LTE in TS 36.141 / transmitter requirements
	B
	R4-113115
	LTE_CA-Core
	Nokia Siemens Networks, Alcatel-Lucent, CATT, Ericsson, Huawei, NTT DoCoMo, ZTE

	36.141
	264
	 
	Rel-10
	Carrier Aggregation for LTE in TS 36.141 / receiver requirements
	B
	R4-112435
	LTE_CA-Core
	Huawei, Nokia Siemens Networks, Alcatel-Lucent, CATT, Ericsson, NTT DoCoMo, ZTE


19
Carrier Aggregation for LTE - Performance part (Agenda 10.4.1.2)
19.1
RP-110808 - CRs for UL multiple antenna transmission for LTE, Performance part

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.101
	791
	 
	Rel-10
	Introduction of the downlink CA demodulation requirements
	B
	R4-112553
	LTE_CA-Perf
	Renesas Mobile Europe Ltd

	36.101
	831
	1
	 
	Introduction of CA UE demodulation requirements for TDD
	B
	R4-113215
	LTE_CA-Perf
	CATT

	36.104
	226
	1
	Rel-10
	TS36.104 CR: on PUSCH performance
	F
	R4-113108
	LTE_CA-perf
	Huawei

	36.104
	229
	1
	Rel-10
	CA PUCCH performance requirements for 36.104
	B
	R4-113231
	LTE_CA-Perf
	Nokia Siemens Networks

	36.133
	849
	2
	Rel-10
	RSTD Accuracy Requirements for Carrier Aggregation
	B
	R4-113216
	LTE_CA-Perf
	Alcatel-Lucent, RIM, Qualcomm, Ericsson, ST-Ericsson, Huawei, Verizon

	36.141
	268
	2
	Rel-10
	TS36.141 CR: on PUSCH tests
	B
	R4-113196
	LTE_CA-perf
	Huawei, Nokia Siemens Networks

	36.141
	269
	1
	Rel-10
	CA PUCCH performance requirements for 36.141
	B
	R4-113232
	LTE_CA-Perf
	Nokia Siemens Networks

	37.141
	066
	1
	10
	Introduction of Carrier Aggregation for LTE in TS 37.141
	B
	R4-113116
	LTE_CA-Perf
	Nokia Siemens Networks, Alcatel-Lucent, CATT, Ericsson, Huawei, NTT DoCoMo, ZTE


20
UL multiple antenna transmission for LTE  - Performance part (Agenda 10.4.2.2)
20.1
RP-110809 - CRs for UL multiple antenna transmission for LTE, Performance part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.104
	234
	 
	Rel-10
	Introduction of correlation matrices for UL MIMO
	B
	R4-113278
	LTE_UL_MIMO-Perf
	Huawei, HiSilicon, Ericsson, ST-Ericsson, Agilent Technologies, TMC

	36.141
	274
	 
	2
	CR for TS36.141: Introduction of PUCCH performance requirements for UL-MIMO
	B
	R4-113279
	LTE_UL_MIMO-Perf
	Huawei, Ericsson, ST-Ericsson, CATT, ZTE, Alcatel-Lucent, HiSilico

	36.141
	275
	 
	2
	CR for TS36.141: Introduction of PUSCH performance requirements for UL-MIMO
	B
	R4-113280
	LTE_UL_MIMO-Perf
	Huawei, Ericsson, ST-Ericsson, CATT, ZTE, Alcatel-Lucent, HiSilicon

	36.104
	227
	1
	Rel-10
	Introduction of PUCCH performance requirements for UL-MIMO
	B
	R4-113276
	LTE_UL_MIMO-Perf
	Huawei, HiSilicon, Ericsson, ST-Ericsson, CATT, ZTE, Alcatel-Lucent

	36.104
	228
	1
	Rel-10
	Introduction of PUSCH performance requirements for UL-MIMO
	B
	R4-113277
	LTE_UL_MIMO-Perf
	Huawei, HiSilicon, Ericsson, ST-Ericsson, ZTE, Alcatel-Lucent


21
Enhanced Downlink Multiple Antenna Transmission for LTE - Performance part (Agenda 10.4.5.1)
21.1
RP-110810 - CRs for Enhanced Downlink Multiple Antenna Transmission for LTE, Performance Part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.101
	793
	1
	Rel-10
	Introduction of TM9 demodulation performance requirements
	B
	R4-113312
	LTE_eDL_MIMO-Perf
	Ericsson, ST-Ericsson

	36.101
	808
	2
	Rel-10
	TS36.101 CR: on eDL-MIMO channel model using cross-polarized antennas
	B
	R4-113309
	LTE_eDL_MIMO-Perf
	Huawei, HiSilicon, Renesas, Ericsson, ST-Ericsson, Azimuth Systems, ZTE

	36.101
	821
	2
	Rel-10
	CR to TS36.101: Fixed reference channel for PDSCH demodulation performance requirements on eDL-MIMO
	B
	R4-113220
	LTE_eDL_MIMO-Perf
	ZTE


22
Enhanced ICIC for non-CA based deployments of heterogeneous networks for LTE - Core part (Agenda 10.4.6.1)
22.1
RP-110811 - CRs for Enhanced ICIC for non-CA based deployments of heterogeneous networks for LTE, Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	36.104
	223
	2
	Rel-10
	Requirements for HeNB Autonomous Power Setting for Macro-eNB Scenario
	B
	R4-113320
	eICIC_LTE-Core
	Ericsson, ST-Ericsson, Alcatel-Lucent Shanghai Bell, Alcatel-Lucent,  Nokia Siemens Networks, PicoChip, NEC, III

	36.133
	788
	2
	Rel-10
	RSRP and RSRQ measurement requirements for eICIC
	B
	R4-113300
	eICIC_LTE-Core
	Ericsson, ST-Ericsson

	36.133
	851
	1
	Rel-10
	CR on RSRP and RSRQ measurement accuracy requirements for eICIC
	B
	R4-113306
	eICIC_LTE-Core
	Qualcomm incorporated, Ericsson, ST-Ericsson

	36.133
	860
	 
	Rel-10
	Introduction of RLM requirement for eICIC
	B
	R4-113273
	eICIC_LTE-Core
	Samsung, Qualcomm Incorporated,Huawei, NTT DOCOMO, Ericsson, ST-Ericsson

	36.133
	762
	1
	Rel-10
	CR on RLM requirements for eICIC
	B
	R4-113299
	eICIC_LTE-Core
	Ericsson, ST Ericsson, Qualcomm Inc, NTT DOCOMO


23
Adding 2 GHz band LTE for ATC of MSS in North America - Core part (Agenda 10.4.7.1)
23.1
RP-110812 - CRs for Adding 2 GHz band LTE for ATC of MSS in North America, Core part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.101
	812
	 
	Rel-10
	UTRAN UE spurious emission requirements to protect E-UTRA band 23
	B
	R4-112913
	S_Band_LTE_ATC_MSS-Core
	Qualcomm Incorporated

	25.104
	401
	 
	Rel-10
	Add 2GHz S-Band (Band 23) in  25.104
	B
	R4-112371
	S_Band_LTE_ATC_MSS-Core
	DBSD

	36.113
	027
	1
	Rel-10
	Add 2GHz S-Band (Band 23) in  36.113
	B
	R4-113119
	S_Band_LTE_ATC_MSS-Core
	DBSD, Terrestar Networks, Alcatel-Lucent, Nokia Siemens Networks

	36.124
	015
	1
	Rel-10
	Add 2GHz S-Band (Band 23) in  36.124
	B
	R4-113120
	S_Band_LTE_ATC_MSS-Core
	DBSD, Terrestar Networks, Elektrobit

	36.133
	778
	1
	Rel-10
	Add 2GHz S-Band (Band 23) in  36.133
	B
	R4-113121
	S_Band_LTE_ATC_MSS-Core
	DBSD, Terrestar Networks, Elektrobit

	36.101
	774
	 
	Rel-10
	Add 2GHz S-Band (Band 23) in 36.101
	B
	R4-112397
	S_Band_LTE_ATC_MSS-Core
	DBSD

	36.307
	020
	1
	Rel-8
	Add 2GHz S-Band (Band 23) in  36.307 (Rel 8)
	A
	R4-113122
	S_Band_LTE_ATC_MSS-Core
	DBSD, Terrestar Networks, Elektrobit

	36.307
	021
	1
	Rel-9
	Add 2GHz S-Band (Band 23) in  36.307 (Rel 9)
	A
	R4-113123
	S_Band_LTE_ATC_MSS-Core
	DBSD, Terrestar Networks, Elektrobit

	36.307
	022
	1
	Rel-10
	Add 2GHz S-Band (Band 23) in  36.307 (Rel 10)
	B
	R4-113126
	S_Band_LTE_ATC_MSS-Core
	DBSD, Terrestar Networks, Elektrobit

	36.104
	219
	 
	Rel-10
	Add 2GHz S-Band (Band 23) in 36.104
	B
	R4-112398
	S_Band_LTE_ATC_MSS-Core
	DBSD

	37.104
	034
	 
	Rel-10
	Add 2GHz S-Band (Band 23) in  37.104
	B
	R4-112399
	S_Band_LTE_ATC_MSS-Core
	DBSD

	37.113
	014
	1
	Rel-10
	Add 2GHz S-Band (Band 23) in  37.113
	B
	R4-113127
	S_Band_LTE_ATC_MSS-Core
	DBSD, Terrestar Networks, Alcatel-Lucent, Nokia Si


24
Adding 2 GHz band LTE for ATC of MSS in North America - Performance part (Agenda 10.4.7.2)
24.1
RP-110813 - CRs for Adding 2 GHz band LTE for ATC of MSS in North America, Performance part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.141
	585
	 
	Rel-10
	Add 2GHz S-Band (Band 23) in  25.141
	B
	R4-112526
	S_Band_LTE_ATC_MSS-Perf
	DBSD, Terrestar Networks, Alcatel-Lucent, Nokia Siemens Networks

	36.141
	265
	1
	Rel-10
	Add 2GHz S-Band (Band 23) in  36.141
	B
	R4-113124
	S_Band_LTE_ATC_MSS-Perf
	DBSD, Terrestar Networks, Alcatel-Lucent, Nokia Siemens Networks

	37.141
	056
	1
	Rel-10
	Add 2GHz S-Band (Band 23) in  37.141
	B
	R4-113125
	S_Band_LTE_ATC_MSS-Perf
	DBSD, Terrestar Networks, Alcatel-Lucent, Nokia Siemens Networks


25
Adding L-Band LTE for ATC of MSS in North America - Performance part (Agenda 10.4.9.1)
25.1
RP-110814 - CR for Adding L-Band LTE for ATC of MSS in North America, Performance part
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	37.141
	051
	 
	Rel-10
	Fixing Band 24 inclusion in TS 37.141
	F
	R4-112373
	L_Band_LTE_ATC_MSS-Perf
	LightSquared


26
UE Over the Air (Antenna) conformance testing methodology- Laptop Mounted Equipment Free Space test (Agenda 11.1.1)
26.1
RP-110815 - UE Over the Air (Antenna) conformance testing methodology- Laptop Mounted Equipment Free Space test
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-
2nd-Level
	Workitem
	Source-
2nd-Level

	25.914
	004
	1
	Rel-10
	Description of laptop ground plane phantom
	B
	R4-112345
	UEAnt_FSTest
	Telecom Italia, ZTE, Orange, Motorola Mobility, CATR

	25.914
	005
	 
	Rel-10
	CR for TR 25.914: Modification of the miscellaneous for adding LME OTA testing
	B
	R4-112325
	UEAnt_FSTest
	ZTE

	25.914
	007
	2
	Rel-10
	Adding the detailed definition of the Laptop ground plane phantom for LME OTA testing 
	B
	R4-113197
	UEAnt_FSTest
	ZTE, CATR, Motorola Mobility, Ericsson, Orange,Telecom Italia

	25.914
	006
	1
	Rel-10
	Adding text applicable for notebook measurements in TP25.914
	B
	R4-113150
	UEAnt_FSTest
	Ericsson, ST-Ericsson
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