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7.2.3.7
AM RLC / Control of transmit window

7.2.3.7.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state with DRB established and pending uplink data for transmission}

ensure that {
  when { AMD PDUs in transmission buffer fall outside VT(A) <= SN < VT(MS) }

   then { UE does not transmit these AMD PDUs }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state with DRB established and pending uplink data for transmission }

ensure that {
  when { receiving a STATUS PDU where ACK_SN acknowledges at least one AMD PDU not yet acknowledged }

    then { UE transmits AMD PDUs within updated window range}

 }

7.2.3.7.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.322 clauses 5.1.3.1.1, 7.1 and 7.2.

[TS 36.322, clause 5.1.3.1.1]

...

The transmitting side of an AM RLC entity shall maintain a transmitting window according to state variables VT(A) and VT(MS) as follows:

-
a SN falls within the transmitting window if VT(A) <= SN < VT(MS);

-
a SN falls outside of the transmitting window otherwise.

The transmitting side of an AM RLC entity shall not deliver to lower layer any RLC data PDU whose SN falls outside of the transmitting window.

When delivering a new AMD PDU to lower layer, the transmitting side of an AM RLC entity shall:

-
set the SN of the AMD PDU to VT(S), and then increment VT(S) by one.

The transmitting side of an AM RLC entity can receive a positive acknowledgement (confirmation of successful reception by its peer AM RLC entity) for a RLC data PDU by the following:

-
STATUS PDU from its peer AM RLC entity.

When receiving a positive acknowledgement for an AMD PDU with SN = VT(A), the transmitting side of an AM RLC entity shall:

-
set VT(A) equal to the SN of the AMD PDU with the smallest SN, whose SN falls within the range VT(A) <= SN <= VT(S) and for which a positive acknowledgment has not been received yet.
-
if positive acknowledgements have been received for all AMD PDUs associated with a transmitted RLC SDU :

-
send an indication to the upper layers of successful delivery of the RLC SDU.
[TS 36.322, clause 7.2]

a) AM_Window_Size

This constant is used by both the transmitting side and the receiving side of each AM RLC entity to calculate VT(MS) from VT(A), and VR(MR) from VR(R). AM_Window_Size = 512.

...

[TS 36.322, clause 7.1]

…

a) VT(A) – Acknowledgement state variable

This state variable holds the value of the SN of the next AMD PDU for which a positive acknowledgment is to be received in-sequence, and it serves as the lower edge of the transmitting window). It is initially set to 0, and is updated whenever the AM RLC entity receives a positive acknowledgment for an AMD PDU with SN = VT(A).

b) VT(MS) – Maximum send state variable

This state variable equals VT(A) + AM_Window_Size, and it serves as the higher edge of the transmitting window.

...

7.2.3.7.3
Test description

7.2.3.7.3.1
Pre-test conditions

System Simulator:

-
Cell 1.

UE:

None.

Preamble:

-
UE is in state Loopback Activated (state 4) according to [18] with the loopback size set to 100 bytes, and with the expectations listed in table 7.2.3.7.3.1-1.

Table 7.2.3.7.3.1-1: RLC Settings

	Parameter
	Value

	PollPDU
	pInfinity

	PollByte
	kBinfinity

	t-PollRetransmit
	ms300


7.2.3.7.3.2
Test procedure sequence

Table 7.2.3.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	The SS does not allocate any uplink grant.
	-
	-
	-
	-

	-
	EXCEPTION: SS is configured for step 1 and 1A 500ms in advance. Step 1 is repeated W+1 times, where W = AM_Window_Size. The transmission is performed every second radio frame. (Note 2). Step 1A is started 60 ms after the first DL AMD PDU has been transmitted in step 1.
	-
	-
	-
	-

	-
	EXCEPTION:
In parallel to steps 1 and 1A, the behaviour described in table 7.2.3.7.3.2-2 is running.
	-
	-
	-
	-

	1
	The SS transmits an AMD PDU containing a SDU to the UE.
	<--
	AMD PDU
	-
	-

	1A
	In the following steps the SS transmits 1 UL grant (UL grant allocation type 2) in every second radio frame to enable the UE to return each received AMD PDU in one looped back AMD PDU. (Note 2)
	<--
	(UL grants)
	-
	-

	
	
	
	
	
	

	1B
	Void
	-
	-
	-
	-

	1C
	Check: Does the UE transmit an AMD PDU with the Poll bit set and with the contents of the SDU?
	-->
	AMD PDU(SN=W-1), Poll
	1
	P

	1D
	The SS starts the UL default grant transmission
	-
	-
	-
	-

	2
	Check: Does the UE transmit an AMD PDU within t-PollRetransmit/2?
	-->
	AMD PDU
	1
	F

	3
	The SS transmits a STATUS PDU to acknowledge the W uplink AMD PDUs with SN=0 to SN=W-1. ACK_SN = W.
	<--
	STATUS PDU
	-
	-

	3A
	Check: Does the UE transmit an AMD PDU with the Poll bit set and with the contents of the SDU?
	-->
	AMD PDU(SN=W), Poll
	2
	P

	3B
	The SS transmits a STATUS PDU with ACK_SN = W+1. 
	<--
	STATUS PDU
	-
	-

	Note 1: SDUs are numbered 1,2, …, W+1

Note 2: 20 ms gap between transmissions both in DL and UL respectively allows TTCN to tolerate one HARQ retransmission (FDD/TDD) per transport block, if such happen (TS 36.523-3).


Table 7.2.3.7.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1 is executed W-1 times.
	-
	-
	-
	-

	1
	The UE transmits an AMD PDU with the same data as received in the corresponding DL AMD PDU.
	-->
	AMD PDU
	-
	-


7.2.3.7.3.3
Specific message contents

None.
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