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8.1.3.7
RRC connection release / Redirection from UTRAN to E-UTRAN

8.1.3.7.1
Test Purpose (TP)

(1)

with { UE in UTRA Idle state }

ensure that {

  when { UE is requested to make an outgoing PS call }

   then { UE includes in the RRC CONNECTION REQUEST the IE Pre-Redirection info" }
            }

(2)

with { UE in UTRA CELL_DCH state }

ensure that {

  when { UE receives an RRC CONNECTION RELEASE message including an IE Redirection info with E-UTRA target info E-UTRA frequency }

   then { UE enters RRC_IDLE state on E-UTRAN Carrier included in IE Redirection info }
            }

8.1.3.7.2
Conformance requirements
<TEXT SKIPPED HERE>
8.1.3.7.3
Test description

8.1.3.7.3.1
Pre-test conditions

System Simulator:

-
2 cells, one UTRA and one E-UTRA cell: 

-
Cell 5 UTRA serving cell (priority 4 default)

-
Cell 1 suitable neighbour E-UTRA cell (priority 3)
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

UTRAN Idle state
Preamble:

State 3 or state 7 as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

8.1.3.7.3.2
Test procedure sequence
Table 8.1.3.7.3.2-0 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Subsequent configurations marked "T1" is applied at the point indicated in the Main behaviour description in Table 8.1.3.7.3.2-1.

Table 8.1.3.7.3.2-0: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-70
	-
	The power level values are such that entering condition for event 3c is satisfied.

	
	CPICH Ec
	dBm/3.84 MHz
	-
	-100
	


Table 8.1.3.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make the UE initiate an outgoing PS call.
	-
	-
	-
	-

	2
	Check: does the UE include the IE Pre-redirection info with Support of E-UTRA set to TRUE?
	-->
	RRC CONNECTION REQUEST
	1
	P

	3
	The SS transmit a RRC CONNECTION SETUP on SRB1 on Cell 5.
	<--
	RRC CONNECTION SETUP
	-
	-

	4
	The UE transmits an RRC CONNECTION SETUP COMPLETE message
	-->
	RRC CONNECTION SETUP COMPLETE
	-
	-

	5
	The UE transmits the SERVICE REQUEST message for PS data call
	-->
	INITIAL DIRECT TRANSFER
	-
	-

	-
	EXCEPTION: Steps 6a and 6b describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
UTRAN FDD:
IF pc_UTRA_CompressedModeRequired THEN Steps 6a1, 6a2

IF pc_UTRA_FeatrGrp_2 THEN 6b1 to 6b2.
UTRAN TDD: go to step 6b1
	
	
	
	

	6a1
	The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message on Cell 5 including the DPCH compressed mode info.
	<--
	PHYSICAL CHANNEL RECONFIGURATION
	-
	-

	6a2
	The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on Cell 5.
	-->
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	-
	-

	6b1
	The SS configures the Inter-RAT measurement with E-UTRA frequency list including the DL Carrier frequency of Cell 1
	<--
	MEASUREMENT CONTROL
	-
	-

	6b2
	The SS changes Cell 1 and Cell 5 power level according to the row "T1" in table 8.1.3.7.3.2-0.

Note: The UE starts sending MEASUREMENT REPORT messages during the Authentication Phase
	-
	-
	-
	-

	7-9
	Void
	
	
	
	

	10
	The SS starts the Authentication and Ciphering Request procedure
	<--
	DOWNLINK DIRECT TRANSFER
	-
	-

	11
	The UE transmits the Authentication and Ciphering Response
	-->
	UPLINK DIRECT TRANSFER
	-
	-

	12
	The SS transmits a SECURITY MODE COMMAND message
	<--
	SECURITY MODE COMMAND
	-
	-

	13
	The UE transmits a SECURITY MODE COMPLETE message
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION:
Step 14a describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	
	
	
	

	14 a
	IF  pc_UTRA_FeatrGrp_2 THEN if MEASUREMENT REPORT is received during the authentication and security phase (from step 7 to 13) goto next step otherwise the SS waits for MEASUREMENT REPORT message.
	-->
	MEASUREMENT REPORT
	-
	-

	15
	The SS transmits an RRC CONNECTION RELEASE message (IE E-UTRA target info including DL Carrier frequency of Cell 1).
	<--
	RRC CONNECTION RELEASE
	-
	-

	16
	The UE transmits a RRC CONNECTION RELEASE COMPLETE message
	-->
	RRC CONNECTION RELEASE COMPLETE
	-
	-

	17
	The UE transmits a RRC CONNECTION RELEASE COMPLETE message
	-->
	RRC CONNECTION RELEASE COMPLETE
	-
	-

	18
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on E-UTRAN Cell 1?
	-
	-
	2
	-

	NOTE: pc_FeatrGrp_2 is always set to TRUE when pc_UTRA_CompressedModeRequired is TRUE
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