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6.3.2.2
Inter-frequency cell reselection from a non-CSG cell to an allowed CSG cell
6.3.2.2.1
Definition

Test to verify that the UE performs the inter-frequency cell reselection using autonomous search from a non-CSG cell to an allowed CSG cell correctly for non-hierarchical cell structures in FDD.
6.3.2.2.2
Conformance requirement

1.
When camped normally, the UE shall execute the cell reselection evaluation process on the following occasions/triggers:

1.1
UE internal triggers, so as to meet performance as specified in TS 25.133 for FDD mode.

1.2
When information on the BCCH used for the cell reselection evaluation procedure has been modified.

2.
Inter-frequency Cell Reselection Criteria from a non-CSG cell to a CSG cell:

2.1. In addition to normal cell reselection the UE shall use an autonomous search function for CSG cells when at least one CSG ID is included in the UE’s ‘Allowed CSG list’. 

2.2 The UE is required to perform autonomous search function in Idle, Cell_PCH and URA_PCH states.

2.3 For a CSG cell to be suitable, the CSG ID of the CSG cell has to be part of the Allowed CSG list of the UE.

2.4 If the UE detects a suitable CSG cell on a different frequency it shall reselect this cell irrespective of the cell reselection rules applicable for the cell the UE is currently camped on, if the detected suitable CSG cell is the strongest cell on that frequency.

2.5 If suitable CSG cells are detected on different frequencies and these are the strongest cells on their frequencies, then the UE shall reselect to any one of them.

2.6 While camped on a suitable CSG cell, the UE shall consider the frequency of the serving cell to be the highest priority frequency (i.e. higher than the eight network configured values or highest HCS priority) and shall not reselect to non-CSG cell as long as the serving cell remains the highest ranked cell on that frequency
3.
The UE shall perform search and reselection to an allowed inter-frequency CSG cell that has met CSG reselection criterion defined in [1] and that is in its whitelist, within 6 minutes.
References

1.
TS 25.304, clause 5.2.5.1.

2.
TS 25.304, clause 5.2.6.4.1.

3.
TS 25.304, clause 5.2.6.1.4.

4.
TS 25.304, clause 4.3

5.
TS 25.304, clause 5.2.6.4.2
6.
TS 25.133, clause 4.2.2.11.1
<Text skipped>

6.3.2.2.5
Test requirements

1)
In step c, the UE shall respond on Cell 1.

2)
In step d, the UE shall not respond on Cell 4 or Cell 5.

3)
In step e, the UE shall respond and camp on Cell 5.4. In step i, the UE shall respond on Cell 2.

5) 
In step j, the UE shall respond on Cell 1.

6)
In step m, the UE shall respond on Cell 5 within 6 mins.

<Text skipped>

6.3.4
Cell Reselection with Hybrid Cells

6.3.4.1
Inter-frequency Cell Reselection with Hybrid Cells

6.3.4.1.1
Definition

Test to verify that the UE shall use an autonomous search function to detect hybrid cells whose CSG IDs are in the UE's CSG whitelist and reselect it as a CSG cell correctly in FDD.
6.3.4.1.2 Conformance requirement
1.
In case the UE has CSG ID of the hybrid cell in its CSG whitelist, cell reselection procedures will be the same as for a CSG cell as described in Chapter 7.2.
2.
In addition to normal cell reselection rules, the UE shall use an autonomous search function to detect at least previously visited hybrid cells whose CSG IDs are in the UE's CSG whitelist according to the performance requirements specified in [10]. The UE shall treat detected hybrid cells as CSG cells if the CSG ID of the hybrid cell is in the UE’s CSG whitelist and as normal cells otherwise.
3.
The UE shall perform search and reselection to an allowed inter-frequency CSG cell that has met CSG reselection criterion defined in [1] and that is in its whitelist, within 6 minutes.
Reference

1.
TS 25.367, clause 9.2

2.
TS 25.304, clause 5.2.6.5
3.
TS 25.133, clause 4.2.2.11.1
<Text skipped>

6.3.4.1.5
Test requirements
1) In step b, the UE shall respond and camp on Cell 1.

2) In step d, the UE shall respond and camp on Cell 5.
3) In step f, the UE shall respond and camp on Cell 1.
4) In step h, the UE shall respond and camp on Cell 5 in 6 mins.
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