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<< Unchanged sections omitted >>
G.3.6
Test conditions for receiver performance tests

Table G.3.6: Test conditions for receiver performance tests
Table G.3.6-1: Single Antenna Port Performance (Cell-specific Reference Symbols) for test case 8.2.1.1 and 8.2.2.1 demodulation of PDSCH
	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.2.1.1

FDD PDSCH Single Antenna Port Performance  (Cell-Specific Reference Symbols)

	subframes are independent
	CAT
	1
	2
	3-5
	To pass 8.2.1.1  and 8.2.2.1each component in the test vector must pass 

For UEs, supporting multiple E_UTRA-bands (number of bands =B), the number of repetitions must be multiplied by B.

If a test is defined over a BW>(BW of the E_UTRA band), the test is not applicable and reduces the number of repetitions.

If a test is defined over a BW, which is not supported in the E_UTRAN band, the test is not applicable and reduces the number of repetitions.



	
	
	QPSK
	5
	5
	5
	

	
	
	16QAM
	0
	3
	3
	

	8.2.1.2

TDD PDSCH Single Antenna Port Performance  (Cell-Specific Reference Symbols)
	subframes are independent
	64 QAM
	1
	6
	7
	

	
	
	1PRB
	4
	4
	4
	

	
	
	Σ
	10
	18
	19
	


Table G.3.6-2: Transmit Diversity Performance (Cell-specific Reference Symbols) for test case 8.2.1.2 and 8.2.2.2 demodulation of PDSCH
	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.2.1.2

FDD PDSCH Transmit Diversity Performance (Cell-Specific Reference Symbols)
	subframes are independent
	CAT
	1
	2
	3-5
	To pass 8.2.1.2 and 8.2.2.2 each component in the test vector must pass

For UEs, supporting multiple E_UTRA-bands (number of bands =B), the number of repetitions must be multiplied by B.

If a test is defined over a BW, which is not supported in the E_UTRAN band, the test is not applicable and reduces the number of repetitions.

	
	
	QPSK
	2
	2
	2
	

	8.2.2.2

TDD PDSCH Transmit Diversity Performance (Cell-Specific Reference Symbols)
	subframes are independent
	16QAM
	0
	1
	1
	

	
	
	Σ
	2
	3
	3
	


Table G.3.6-3: Open Loop Spatial Multiplexing Performance (Cell-specific Reference Symbols) for test case 8.2.1.3 and 8.2.2.3 demodulation of PDSCH
	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.2.1.3

FDD PDSCH Open Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)
	subframes are independent
	CAT
	1
	2
	3-5
	To pass 8.2.1.3 and 8.2.2.3 each component in the test vector must pass

	
	
	16QAM
	0
	2
	2
	

	8.2.2.3

 TDD PDSCH Open Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)
	subframes are independent
	Σ
	0
	2
	2
	


Table G.3.6-4: Closed Loop Spatial Multiplexing Performance (Cell-specific Reference Symbols) for test case 8.2.1.4 and 8.2.2.4 demodulation of PDSCH
	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.2.1.4

FDD PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)
	subframes are independent
	CAT
	1
	2
	3-5
	To pass 8.2.1.4  and 8.2.2.4 each component in the test vector must pass

	
	
	Single layer

QPSK
	3
	3
	3
	

	8.2.2.4

TDD PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)
	subframes are independent
	Multi layer

16QAM
	0
	3
	3
	

	
	
	Σ
	3
	6
	6
	


Table G.3.6-5: TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 8 and forward)
	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.3.2.1.1

TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 8 and forward)

	subframes are independent
	CAT
	1
	2
	3-5
	To pass 8.3.2.1 each component in the test vector must pass

	
	
	QPSK
	1
	1
	1
	

	
	
	16QAM
	1
	2
	2
	

	
	
	64 QAM
	0
	1
	1
	

	
	
	Σ
	2
	4
	4
	


Table G.3.6-6: TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 9 and forward)
	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.3.2.1.1_1

TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 9 and forward)
	subframes are independent
	CAT
	1
	2
	3-5
	To pass 8.3.2.1.1_1 each component in the test vector must pass

	
	
	16QAM
	1
	0
	0
	

	
	
	64 QAM
	1
	0
	0
	

	
	
	Σ
	2
	0
	0
	

	
	
	
	
	
	
	


Table G.3.6-7: TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without a simultaneous transmission

	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.3.2.1.2

TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without a simultaneous transmission
	subframes are independent
	CAT
	1
	2-5
	
	To pass 8.3.2.1.2 each component in the test vector must pass

	
	
	QPSK
	1
	1
	
	

	
	
	16QAM
	1
	1
	
	

	
	
	64 QAM
	1
	1
	
	

	
	
	Σ
	3
	3
	
	


Table G.3.6-8: TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission

	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.3.2.1.3

TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission
	subframes are independent
	CAT
	1
	2-5
	
	To pass 8.3.2.1.3 each component in the test vector must pass

	
	
	16QAM
	0
	1
	
	

	
	
	64 QAM
	0
	1
	
	

	
	
	Σ
	0
	2
	
	

	
	
	
	
	
	
	


Table G.3.6-9: TDD PDSCH Dual-layer Spatial Multiplexing

	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.3.2.2.1

TDD PDSCH Dual-layer Spatial Multiplexing
	subframes are independent
	CAT
	1
	2
	3-5
	To pass 8.3.2.2.1 each component in the test vector must pass

	
	
	QPSK
	1
	1
	1
	

	
	
	16QAM
	1
	2
	2
	

	
	
	64 QAM
	0
	1
	1
	

	
	
	Σ
	2
	4
	4
	


<< End of changes >>
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