Page 1



3GPP TSG-RAN WG4 Meeting #59 
(
R4-113204
Barcelona, Spain, 9th - 13th May 2011
	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	36.133
	CR
	800
	(

rev
	1
	(

Current version:
	a.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of E-UTRAN FDD/TDD – cdma2000 1xRTT measurements requirement for SON ANR

	
	

	Source to WG:
(

	Huawei,HiSilicon, Nokia Siemens Networks, Nokia, Alcatel-Lucent

	Source to TSG:
(

	RAN4

	
	

	Work item code:
(

	TEI10
	
	Date: (

	10/05/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	E-UTRAN FDD/TDD – cdma2000 1xRTT measurements requirements for SON ANR are not specified in current specification.

	
	

	Summary of change:
(

	In current version of TS36.300 and TS36.331, the inter-RAT SON ANR has been clearly specified for UTRA FDD/TDD and cdma 2000 1xRTT. However, in current TS36.133, the requirements of E-UTRAN FDD/TDD- cdma2000 1xRTT measurements for SON ANR are not specified. In order for consistence of specification, it is necessary to specify this core requirement in TS36.133. Thus, the core requirements of E-UTRAN FDD/TDD – cdma2000 1xRTT measurements for SON ANR are added into TS36.133.

	
	

	Consequences if 
(

not approved:
	E-UTRAN FDD/TDD – cdma2000 1xRTT measurements requirements for SON ANR are not specified in current specification.

	
	

	Clauses affected:
(

	8.1.2.4.15, 8.1.2.4.16

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	x
	
	 Test specifications
	TS 36.521-3

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.1.2.4.15
E-UTRAN FDD – cdma2000 1xRTT measurements for SON ANR
8.1.2.4.15.1
Identification of a new cdma2000 1xRTT cell for SON ANR

No explicit neighbour list is provided to the UE for identifying a cdma2000 1xRTT cell for SON ANR. The UE shall identify and report only the strongest cell when requested by the network for the purpose of SON ANR.
8.1.2.4.15.1.1
Requirement when no DRX is used

When measurement gaps are scheduled for CDMA2000 1xRTT inter RAT measurements, the UE physical layer shall be capable of reporting CDMA2000 1xRTT Pilot Strength measurements to higher layers with measurement accuracy as specified in Section 9.5, corresponding to a 90% measurement success rate, with measurement period given by
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where Tbasic_measurement_CDMA2000_1x = 100 ms and the measurement gap specific scale factor Sgap is based on the measurement gap pattern in use as defined in Table 8.1.2.4.15.1.1-1. If inter-frequency RSTD measurements are configured as a part of the measurement configuration, Sgap shall be based to the Gap Pattern Id 1.

Table 8.1.2.4.15.1.1-1: Gap Pattern Specific Scale Factor 

	Gap Pattern Id
	Sgap

	0
	32/3

	1
	64/3


If the UE does not need measurement gaps to perform CDMA2000 1xRTT Pilot Strength measurements, the measurement period is given by
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If the UE is unable to identify the CDMA2000 1xRTT cell for SON ANR within [TBD] ms, the UE may stop searching CDMA2000 1xRTT cells for SON ANR.
8.1.2.4.15.1.2
Reporting Delay
The UE shall not report the physical cell identity of an identifiable cell for SON ANR as long as the reporting criteria are not fulfilled.
The reporting delay is defined as the time between the identification of the strongest cell for SON ANR until the UE starts to transmit its physical cell identity over the Uu interface. This delay shall be less than T71m defined in [15]. This measurement reporting delay excludes a delay which is caused by the unavailability of the uplink resources for the UE to send the measurement report.

8.1.2.4.16
E-UTRAN TDD – cdma2000 1xRTT measurements for SON ANR
The requirements in section 8.1.2.4.15 also apply for this section.  
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