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10.1.1  
PUCCH format information
Using the PUCCH formats defined in section 5.4.1 and 5.4.2 in [3], the following combinations of UCI on PUCCH are supported:

· Format 1a for 1-bit HARQ-ACK  or in case of FDD for 1-bit HARQ-ACK with positive SR

· Format 1b for 2-bit HARQ-ACK or for 2-bit HARQ-ACK with positive SR

· Format 1b for up to 4-bit HARQ-ACK with channel selection when the UE is configured with more than one serving cell in the case of FDD or, in the case of TDD, when the UE is configured with a single serving cell

· Format 1 for positive SR

· Format 2 for a CSI report when not multiplexed with HARQ-ACK

· Format 2a for a CSI report multiplexed with 1-bit HARQ-ACK for normal cyclic prefix

· Format 2b for a CSI report multiplexed with 2-bit HARQ-ACK for normal cyclic prefix

· Format 2 for a CSI report multiplexed with HARQ-ACK for extended cyclic prefix

· Format 3 for up to 10-bit HARQ-ACK for FDD and for up to 20-bit HARQ-ACK for TDD

· Format 3 for up to 11-bit corresponding to 10-bit HARQ-ACK and 1-bit positive/negative SR for FDD and for up to 21-bit corresponding to 20-bit HARQ-ACK and 1-bit positive/negative SR for TDD.


 

[For PUCCH format 3, a UE shall generate a NACK for a DTX HARQ-ACK response for a transport block associated with a configured serving cell. <editors note: this sentence is considered problematic by some companies in terms of reliable generation of proper number of NACKs >]
The scrambling initialization of PUCCH format 2, 2a, 2b and 3 is by C-RNTI.

In case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH and the UE is configured with a single serving cell, the periodic CSI report is multiplexed with HARQ-ACK on PUCCH if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, otherwise the CSI is dropped. 

In case of collision between a CSI and an HARQ-ACK in a same subframe without PUSCH and the UE is configured with more than one serving cell, the periodic CSI report is multiplexed with HARQ-ACK on PUCCH if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE and if the HARQ-ACK corresponds to a PDSCH transmission or PDCCH indicating downlink SPS release only on the primary cell, otherwise CSI is dropped.
In case of collision between a periodic CSI and an HARQ-ACK in a same subframe with PUSCH, the periodic CSI is multiplexed with the HARQ-ACK in the PUSCH transmission in that subframe if the UE is not configured by higher layers simultaneous PUCCH and PUSCH transmissions. Otherwise, if the UE is configured by higher layers simultaneous PUCCH and PUSCH transmissions, the HARQ-ACK is transmitted in the PUCCH and the periodic CSI in transmitted in the PUSCH.
10.1.2  FDD HARQ-ACK feedback procedures

For FDD, a UE shall determine the number of HARQ-ACK bits, 
[image: image1.wmf]O

,  based on the number of configured serving cells and the downlink transmission modes configured for each serving cell. A UE shall use two HARQ-ACK bits for a serving cell configured with a downlink transmission mode that support up to two transport blocks; and one HARQ-ACK bit otherwise.
For FDD, a UE that supports aggregating at most 2 serving cells shall use PUCCH format 1b with channel selection for transmission of HARQ-ACK when configured with more than one serving cell. 
For FDD, a UE that supports aggregating more than 2 serving cells is configured by higher layers to use either PUCCH format 1b with channel selection or PUCCH format 3 for transmission of HARQ-ACK when configured with more than one serving cell.  
The FDD HARQ-ACK feedback procedure for one configured serving cell is given in section 10.1.2.1 and procedures for more than one configured serving cell are given in section 10.1.2.2.
10.1.2.2.2
PUCCH format 3 HARQ-ACK procedure
For FDD with PUCCH format 3, the UE shall use PUCCH resource 
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 for transmission of HARQ-ACK in subframe 
[image: image4.wmf]n

 on antenna port p where

· for a PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH in subframe 
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, or for a PDCCH indicating downlink SPS release (defined in section 9.2) in subframe 
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 on the primary cell,  the UE shall use PUCCH format 1a/1b and PUCCH resource 
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, where 
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 is the number of the first CCE (i.e. lowest CCE index used to construct the PDCCH) used for transmission of the corresponding PDCCH and 
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 is configured by higher layers. For two antenna port transmission the PUCCH resource for 
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· for a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH detected in subframe 
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, the UE shall use PUCCH format 1a/1b and PUCCH resource 
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 is determined according to higher layer configuration and Table 9.2-2. For a UE configured for two antenna port transmission, a PUCCH resource value in Table 9.2-2 maps to two PUCCH resources with the first PUCCH resource 
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 and the second PUCCH resource 
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, otherwise, the PUCCH resource value maps to a single PUCCH resource 
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· for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH in subframe 
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, the UE shall use PUCCH format 3 and PUCCH resource 
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 is determined according to higher layer configuration and Table 10.1.2.2.2-1. The TPC field in the DCI format of the corresponding PDCCH shall be used to determine the PUCCH resource values from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.2-1. For a UE configured for two antenna port transmission, a PUCCH resource value in Table 10.1.2.2.2-1 maps to two PUCCH resources with the first PUCCH resource 
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 and the second PUCCH resource 
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, otherwise, the PUCCH resource value maps to a single PUCCH resource 
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. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted in each DCI format of the corresponding secondary cell PDCCH assignments in a given subframe..

Table 10.1.2.2.2-1: PUCCH Resource Value for HARQ-ACK Resource for PUCCH 

	Value of ‘HARQ-ACK Resource  for PUCCH’
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	’00’
	The 1st PUCCH resource value configured by the higher layers

	‘01’
	The 2nd PUCCH resource value configured by the higher layers

	‘10’
	The 3rd PUCCH resource value configured by the higher layers

	‘11’
	The 4th PUCCH resource value configured by the higher layers


10.1.3  TDD HARQ-ACK feedback procedures
For TDD and a UE that does not support aggregating more than one serving cell, two HARQ-ACK feedback modes are supported by higher layer configuration.

· HARQ-ACK bundling and 

· HARQ-ACK multiplexing 

For TDD UL-DL configuration 5 and a UE that does not support aggregating more than one serving cell, only HARQ-ACK bundling is supported.
For TDD, a UE that supports aggregating more than one serving cell is configured by higher layers to use either PUCCH format 1b with channel selection or PUCCH format 3 for transmission of HARQ-ACK when configured with more than one serving cell.

For TDD, a UE that supports aggregating more than one serving cell is configured by higher layers to use HARQ-ACK bundling, PUCCH format 1b with channel selection according to the set of Tables 10.1.3-2/3/4 or according to the set of Tables 10.1.3-5/6/7, or PUCCH format 3 for transmission of HARQ-ACK when configured with one serving cell. 
PUCCH format 1b with channel selection according to the set of Tables 10.1.3-2/3/4 or according to the set of Tables 10.1.3-5/6/7 is not supported for TDD UL-DL configuration 5.
TDD HARQ-ACK bundling is performed per codeword across 
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 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1, by a logical AND operation of all the individual PDSCH transmission (with and without corresponding PDCCH) HARQ-ACKs and ACK in response to PDCCH indicating downlink SPS release. For one configured serving cell the bundled 1 or 2 HARQ-ACK bits are transmitted using PUCCH format 1a or PUCCH format 1b, respectively.

For TDD HARQ-ACK multiplexing and a subframe n with 
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 is the number of elements in the set 
[image: image37.wmf]K

 defined in Table 10.1.3.1-1, spatial HARQ-ACK bundling across multiple codewords within a DL subframe is performed by a logical AND operation of all the corresponding individual HARQ-ACKs. PUCCH format 1b with channel selection is used in case of one configured serving cell. For TDD HARQ-ACK multiplexing and a subframe n with 
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, spatial HARQ-ACK bundling across multiple codewords within a DL subframe is not performed, 1 or 2 HARQ-ACK bits are transmitted using PUCCH format 1a or PUCCH format 1b, respectively for one configured serving cell. 

In the case of TDD and more than one configured serving cell with PUCCH format 1b with channel selection and more than 4 HARQ-ACK bits for 
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 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1 and for the configured serving cells, spatial HARQ-ACK bundling across multiple codewords within a DL subframe for all configured cells is performed and the bundled HARQ-ACK bits for each configured serving cell is transmitted using PUCCH format 1b with channel selection. For TDD and more than one configured serving cell with PUCCH format 1b with channel selection and up to 4 HARQ-ACK bits for
[image: image42.wmf]M

 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1 and for the configured serving cells, HARQ-ACK bundling is not performed and the HARQ-ACK bits are transmitted using PUCCH format 1b with channel selection.
In the case of TDD and more than one configured serving cell with PUCCH format 3 and more than 20 HARQ-ACK bits for 
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 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1 and for the configured serving cells, spatial HARQ-ACK bundling across multiple codewords within a DL subframe is performed for each serving cell by a logical AND operation of all of the corresponding individual HARQ-ACKs and PUCCH format 3 is used. For TDD and more than one configured serving cell with PUCCH format 3 and up to 20 HARQ-ACK bits for 
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 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1 and for the configured serving cells, spatial HARQ-ACK bundling is not performed and the HARQ-ACK bits are transmitted using PUCCH format 3.

For TDD with PUCCH format 3, a UE shall determine the number of HARQ-ACK bits, 
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,  associated with an UL subframe n based on the number of configured serving cells, the downlink transmission modes configured for each serving cell and 
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 which is the number of elements in the set 
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 defined in Table 10.1.3.1-1 according to 
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 is the number of configured cells, and 
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is the number of HARQ-bits for the for the c-th serving cell defined in section 7.3.
TDD HARQ-ACK feedback procedures for one configured serving cell are given in section 10.1.3.1 and procedures for more than one configured serving cell are given in section 10.1.3.2.

10.1.3.2  
TDD HARQ-ACK procedure for more than one configured serving cell

The TDD HARQ-ACK feedback procedures for more than one configured serving cell are either based on a PUCCH format 1b with channel selection HARQ-ACK procedure as described in section 10.1.3.2.1 or a PUCCH format 3 HARQ-ACK procedure as described in section 10.1.3.2.2.

HARQ-ACK transmission on two antenna ports 
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 is supported for PUCCH format 3 and TDD with more than one configured serving cell. TDD UL-DL configuration 5 with PUCCH format 3 is only supported for up to two configured serving cells. TDD UL-DL configuration 5 with channel selection for two configured serving cells is not supported.
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