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8.1.6
Transmission of UE capability information
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Figure 8.1.6-1: Transmission of UE capability information, normal flow

8.1.6.1
General
The UE capability update procedure is used by the UE to convey UE specific capability information to the UTRAN.

8.1.6.2
Initiation
The UE shall initiate the UE capability update procedure in the following situations:

1>
the UE receives a UE CAPABILITY ENQUIRY message from the UTRAN;

1>
while in CELL_DCH or CELL_FACH state, the UE capabilities change compared to those stored in the variable UE_CAPABILITY_TRANSFERRED, and the variable RNC_CAPABILITY_CHANGE_SUPPORT is set to TRUE.

If the UE CAPABILITY INFORMATION message is sent in response to a UE CAPABILITY ENQUIRY message, the UE shall:

1>
include the IE "RRC transaction identifier"; and

1>
set it to the value of "RRC transaction identifier" in the entry for the UE CAPABILITY ENQUIRY message in the table "Accepted transactions" in the variable TRANSACTIONS; 

1>
for the UE capabilities defined prior to REL-6:

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and

2>
include this in IE "UE radio access capability" and in IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and

2>
include this in IE "UE system specific capability".

1>
for the UE capabilities defined in REL-6 or later:

2>
include the information elements associated with the capabilities included in the variable UE_CAPABILITY_REQUESTED and the variable UE_CAPABILITY_TRANSFERRED.
If the UE CAPABILITY INFORMATION message is sent because one or more of the UE capabilities change compared to those stored in the variable UE_CAPABILITY_TRANSFERRED while in connected state, the UE shall:

1>
for the UE capabilities defined prior to REL-6, include the information elements associated with the capabilities that have changed in the UE CAPABILITY INFORMATION message; and

1>
for the UE capabilities defined in REL-6 or later, include the information elements associated with the capabilities included in the variable UE_CAPABILITY_TRANSFERRED.

If the UE is in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

2>
move to CELL_FACH state and continue as below.

1>
else:

2>
if variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
move to CELL_FACH state and continue as below.

2>
else:

3>
if variable H_RNTI and variable C_RNTI are set:

4>
continue as below.

3>
else:

4>
first perform a cell update procedure using the cause "uplink data transmission", see subclause 8.3.1.

The UE RRC shall submit the UE CAPABILITY INFORMATION message to the lower layers for transmission on the uplink DCCH using AM RLC. When the message has been delivered to lower layers for transmission the UE RRC shall start timer T304 and set counter V304 to 1.

A UE in connected mode should only indicate changes of capability in the IEs "DL capability with simultaneous HS-DSCH configuration", "Transport channel capability", "Physical channel capability", "Device type", and the IE "UE power class extension" within "RF capability extension".

The UE should not request a changed capability that would render an existing CS configuration invalid.

A UE with HS-PDSCH configured should not request a changed capability that removes support for HSDPA or HSUPA entirely; it may request reduction of its capabilities to the lowest category, but not to "DCH only".

If the UE is MAC-ehs or dual cell capable, the UE shall signal a value in the "HS-DSCH physical layer category extension" IE. 

If the UE signals an "HS-DSCH physical layer category extension" of 13, 15, 17 or 19, it shall signal an "HS-DSCH physical layer category" of 9. 

If the UE signals an "HS-DSCH physical layer category extension" of 14, 16, 18 or 20, it shall signal an "HS-DSCH physical layer category" of 10.

If the UE is dual cell capable, the UE shall signal a value in the "HS-DSCH physical layer category extension 2" IE.

If the UE signals an "HS-DSCH physical layer category extension 2" of 21, it shall signal an "HS-DSCH physical layer category extension" of 9, 10, 13, 14, 15, 16, 17 or 18.

If the UE signals an "HS-DSCH physical layer category extension 2" of 22, it shall signal an "HS-DSCH physical layer category extension" of 10, 14, 16 or 18.

If the UE signals an "HS-DSCH physical layer category extension 2" of 23, it shall signal an "HS-DSCH physical layer category extension" of 13, 14, 17, 18, 19 or 20.

If the UE signals an "HS-DSCH physical layer category extension 2" of 24, it shall signal an "HS-DSCH physical layer category extension" of 14, 18 or 20.

The UE shall use the "Total number of soft channel bits" (defined in Table 5.1a of [35]) for the category it has signalled, as follows:

1>
If MAC-hs is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category";

1>
If MAC-ehs is configured without dual cell operation, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension";

1>
If dual cell operation is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension 2".
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8.1.8
Initial Direct transfer
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Figure 8.1.8-1: Initial Direct transfer in the uplink, normal flow

8.1.8.1
General
The initial direct transfer procedure is used in the uplink to establish a signalling connection. It is also used to carry an initial upper layer (NAS) message over the radio interface.

8.1.8.2
Initiation of Initial direct transfer procedure in the UE
In the UE, the initial direct transfer procedure shall be initiated, when the upper layers request establishment of a signalling connection. This request also includes a request for the transfer of a NAS message.

Upon initiation of the initial direct transfer procedure the UE shall:

1>
set the variable ESTABLISHMENT_CAUSE to the cause for establishment indicated by upper layers.

Upon initiation of the initial direct transfer procedure when the UE is in idle mode, the UE shall:

1>
perform an RRC connection establishment procedure, according to subclause 8.1.3;

NOTE:
If an RRC connection establishment is ongoing, this procedure continues unchanged, i.e. it is not interrupted.

1>
if the RRC connection establishment procedure was not successful:

2>
if the establishment cause for the failed RRC connection establishment was set to "MBMS reception" and a different cause value is stored in the variable "ESTABLISHMENT_CAUSE":

3>
UE-AS (RRC) initiates a new RRC connection establishment procedure, using the establishment cause as contained in the variable ESTABLISHMENT_CAUSE.

2>
otherwise:

3>
indicate failure to establish the signalling connection to upper layers and end the procedure.

1>
when the RRC connection establishment procedure is completed successfully:

2>
continue with the initial direct transfer procedure as below.

Upon initiation of the initial direct transfer procedure when the UE is in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

2>
move to CELL_FACH state and continue with the initial direct transfer procedure as below.

1>
else:

2>
if variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
move to CELL_FACH state and continue with the initial direct transfer procedure as below.

2>
else:

3>
if variable H_RNTI and variable C_RNTI are set: 

4>
continue with the initial direct transfer procedure as below.

3>
else:

4>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

4>
when the cell update procedure completed successfully:

5>
continue with the initial direct transfer procedure as below.

The UE shall, in the INITIAL DIRECT TRANSFER message:

1>
set the IE "NAS message" as received from upper layers; and

1>
set the IE "CN domain identity" as indicated by the upper layers; and

1>
set the IE "Intra Domain NAS Node Selector" as follows:

2>
derive the IE "Intra Domain NAS Node Selector" from TMSI/PMTSI, IMSI, or IMEI; and

2>
provide the coding of the IE "Intra Domain NAS Node Selector" according to the following priorities:

1.
base the routing parameter for IDNNS on TMSI (CS domain) or on PTMSI (PS domain)  according to the TMSI/PTMSI provided by upper layers, where the PTMSI may be mapped from a valid GUTI;

2.
base the routing parameter for IDNNS on IMSI when no TMSI/PTMSI is provided by upper layers;

3.
base the routing parameter for IDNNS on IMEI only if no (U)SIM is inserted in the UE.

1>
if the UE, on the existing RRC connection, has received a dedicated RRC message containing the IE "Primary PLMN Identity" in the IE "CN Information Info":

2>
set the IE "PLMN identity" in the INITIAL DIRECT TRANSFER message to the latest PLMN information received via dedicated RRC signalling. If NAS has indicated the PLMN towards which a signalling connection is requested, and this PLMN is not in agreement with the latest PLMN information received via dedicated RRC signalling, then the initial direct transfer procedure shall be aborted, and NAS shall be informed.

1>
if the UE, on the existing RRC connection, has not received a dedicated RRC message containing the IE "CN Information Info" , and if the IE "Multiple PLMN List" was broadcast in the cell where the current RRC connection was established:

2>
set the IE "PLMN identity" in the INITIAL DIRECT TRANSFER message to the PLMN chosen by higher layers [5, 25] amongst the PLMNs in the IE "Multiple PLMN List" broadcast in the cell where the RRC connection was established.
1>
if the IE "Activated service list" within variable MBMS_ACTIVATED_SERVICES includes one or more MBMS services with the IE "Service type" set to "Multicast" and;

1>
if the IE "CN domain identity" as indicated by the upper layers is set to "CS domain" and;

1>
if the variable ESTABLISHED_SIGNALLING_CONNECTIONS does not include the CN domain identity 'PS domain':

2>
include the IE "MBMS joined information";

2>
include the IE "P-TMSI" within the IE "MBMS joined information" if a valid PTMSI is available.

1>
if the UE is in CELL_FACH state and the IE "CN domain identity" as indicated by the upper layers is set to "CS domain":

2>
if the value of the variable ESTABLISHMENT_CAUSE is set to "Originating Conversational Call" or "Emergency Call":

3>
set the value of the IE "Call type" to "speech", "video" or "other" according to the call being initiated.
1>
if the variable ESTABLISHMENT_CAUSE is initialised:

2>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;
2>
clear the variable ESTABLISHMENT_CAUSE.
1>
calculate the START according to subclause 8.5.9 for the CN domain as set in the IE "CN Domain Identity"; and

1>
include the calculated START value for that CN domain in the IE "START".

The UE shall:

1>
transmit the INITIAL DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3;

1>
when the INITIAL DIRECT TRANSFER message has been submitted to lower layers for transmission:

2>
confirm the establishment of a signalling connection to upper layers; and

2>
add the signalling connection with the identity indicated by the IE "CN domain identity" in the variable ESTABLISHED_SIGNALLING_CONNECTIONS.

1>
when the successful delivery of the INITIAL DIRECT TRANSFER message has been confirmed by RLC:

2>
the procedure ends.

When not stated otherwise elsewhere, the UE may also initiate the initial direct transfer procedure when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected.

A new signalling connection request may be received from upper layers during transition to idle mode. In those cases, from the time of the indication of release to upper layers until the UE has entered idle mode, any such upper layer request to establish a new signalling connection shall be queued. This request shall be processed after the UE has entered idle mode.
------------------------------------------------------------------------------------------------------
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8.1.10
Uplink Direct transfer
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Figure 8.1.10-1: Uplink Direct transfer, normal flow

8.1.10.1
General
The uplink direct transfer procedure is used in the uplink direction to carry all subsequent upper layer (NAS) messages over the radio interface belonging to a signalling connection.

8.1.10.2
Initiation of uplink direct transfer procedure in the UE
In the UE, the uplink direct transfer procedure shall be initiated when the upper layers request a transfer of a NAS message on an existing signalling connection. When not stated otherwise elsewhere, the UE may initiate the uplink direct transfer procedure when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected.

Upon initiation of the uplink direct transfer procedure in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE: 

2>
move to CELL_FACH state and continue with the uplink direct transfer procedure as below.

1>
else:

2>
if variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
move to CELL_FACH state and continue with the uplink direct transfer procedure as below.

2>
else:

3>
if variable H_RNTI and variable C_RNTI are set: 

4>
continue with the uplink direct transfer procedure as below.

3>
else:

4>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

4>
when the cell update procedure has been completed successfully:

5>
continue with the uplink direct transfer procedure as below.

The UE shall transmit the UPLINK DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3 or signalling radio bearer RB4. The UE shall:

1>
if upper layers indicate "low priority" for this message:

2>
select signalling radio bearer RB4, if available. Specifically, for a GSM-MAP based CN, signalling radio bearer RB4 shall, if available, be selected when "SAPI 3" is requested;

2>
select signalling radio bearer RB3 when signalling radio bearer RB4 is not available;

1>
if upper layers indicate "high priority" for this message:

2>
select signalling radio bearer RB3. Specifically, for a GSM-MAP based CN, signalling radio bearer RB3 shall be selected when "SAPI 0" is requested.

The UE shall set the IE "NAS message" as received from upper layers and set the IE "CN domain identity" as indicated by the upper layers.

When the successful delivery of the UPLINK DIRECT TRANSFER message has been confirmed by RLC the procedure ends.
------------------------------------------------------------------------------------------------------
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8.1.14
Signalling connection release indication procedure
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Figure 8.1.14-1: Signalling connection release indication procedure, normal case

8.1.14.1
General
The signalling connection release indication procedure is used by the UE to indicate to the UTRAN that one of its signalling connections has been released or it is used by the UE to request UTRAN to initiate a state transition to a battery efficient RRC state. The procedure may in turn initiate the RRC connection release procedure.

8.1.14.2
Initiation
The UE shall, on receiving a request to release (abort) the signalling connection from upper layers for a specific CN domain:

1>
if a signalling connection in the variable ESTABLISHED_SIGNALLING_CONNECTIONS for the specific CN domain identified with the IE "CN domain identity" exists:

2>
initiate the signalling connection release indication procedure.

1>
otherwise:

2>
abort any ongoing establishment of signalling connection for that specific CN domain as specified in 8.1.3.5a.

Upon initiation of the signalling connection release indication procedure in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

2>
move to CELL_FACH state and continue with the signalling connection release indication procedure as below.

1>
else:

2>
if variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
move to CELL_FACH state and continue with the signalling connection release indication procedure as below.

2>
else:

3>
if variable H_RNTI and variable C_RNTI are set: 

4>
continue with the signalling connection release indication procedure as below.

3>
else:

4>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

4>
when the cell update procedure completed successfully:

5>
continue with the signalling connection release indication procedure as below.

The UE shall:

1>
set the IE "CN Domain Identity" to the value indicated by the upper layers. The value of the IE indicates the CN domain whose associated signalling connection the upper layers are indicating to be released;

1>
if the UE includes the IE "Signalling Connection Release Indication Cause" and does not set it to "UE Requested PS Data session end";

2>
set the IE "Signalling Connection Release Indication Cause" to "any other cause";

1>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC;

1>
if the SIGNALLING CONNECTION RELEASE INDICATION message did not include the IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end":

1>
remove the signalling connection with the identity indicated by upper layers from the variable ESTABLISHED_SIGNALLING_CONNECTIONS.

When the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC the procedure ends.

In addition, if the timer T323 value is stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS, and if there is no CS domain connection indicated in the variable ESTABLISHED_SIGNALLING_CONNECTIONS, the UE may: 

1>
if the upper layers indicate that there is no more PS data for a prolonged period:

2>
if timer T323 is not running:

3>
if the UE is in CELL_DCH state or CELL_FACH state; or

3>
if the UE is in CELL_PCH state or URA_PCH state and the DRX cycle length in use is shorter than the shorter CN domain specific DRX cycle length for the PS domain and CS domain; or

3>
if the UE is in CELL_PCH state or URA_PCH state and the DRX cycle length in use is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain, and V316 < 1:

4>
if the UE is in CELL_PCH state or URA_PCH state and the DRX cycle length in use is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain:

5>
increment V316 by 1.

4>
set the IE "CN Domain Identity" to PS domain;

4>
set the IE "Signalling Connection Release Indication Cause" to "UE Requested PS Data session end";

4>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC;

4>
start the timer T323;

3>
the procedure ends.
The UE shall be inhibited from sending the SIGNALLING CONNECTION RELEASE INDICATION message with the IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" whilst timer T323 is running.

The UE shall not locally release the PS signalling connection after it has sent the SIGNALLING CONNECTION RELEASE INDICATION message with the IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end".

At transmission or reception of PS data or signalling on SRB3 or upwards, or entering RRC Connected mode, or successful SRNS relocation, the UE shall set V316 to zero.
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8.4.2
Measurement report
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Figure 8.4.2-1: Measurement report, normal case

8.4.2.1
General
The purpose of the measurement reporting procedure is to transfer measurement results from the UE to UTRAN.

8.4.2.2
Initiation
In CELL_DCH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing measurements that are being performed in the UE.

In CELL_FACH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing traffic volume measurement or UE positioning measurement that is being performed in the UE.

In TDD, if the Radio Bearer associated with the MEASUREMENT_IDENTITY fulfilling the reporting criteria for an ongoing traffic volume measurement is mapped on transport channel of type USCH, the UE shall:

1>
initiate the "PUSCH CAPACITY REQUEST" procedure instead of transmitting a MEASUREMENT REPORT (TDD Only).

In CELL_PCH or URA_PCH state, the UE shall:

1>
if the measurement reporting is not initiated according to subclause 8.5.40, subclase 8.5.47 or subclause 8.5.56:

2>
if variable READY_FOR_COMMON_EDCH or HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
move to CELL_FACH; 

3>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are fulfilled for any ongoing UE positioning measurement which is being performed in the UE.
2>
else:

3>
first perform the cell update procedure according to subclause 8.3.1, using the cause "uplink data transmission", in order to transit to CELL_FACH state; and then

3>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are fulfilled for any ongoing UE positioning measurement which is being performed in the UE.

For FDD and 1.28 Mcps TDD, the UE in CELL_PCH state shall:

1>
if variable H_RNTI is set:

2>
if the measurement reporting is initiated according to subclause 8.5.40, subclause 8.5.47 or subclause 8.5.56:

3>
set the IE "measurement identity" to "16";

3>
not set the IE "measured results" or "E-UTRA measured results";
3>
include the IE "measured results on RACH";

3>
if an event triggered traffic volume measurement has been configured:

4>
if the TCTV is larger than the threshold in the IE "Reporting threshold" for a traffic volume measurement stored in the MEASUREMENT_IDENTITY variable and that traffic volume measurement has "measurement identity" equal to 4, "Traffic volume event identity" equal to "4a", "Measurement validity" equal to "all states" or "all states except CELL_DCH":
5>
set the IE "Traffic volume event identity" to "4a".

3>
and then transmit the MEASUREMENT REPORT message on the uplink DCCH using AM RLC; when the MEASUREMENT REPORT message has been submitted to lower layers for transmission the procedure ends.

The reporting criteria are fulfilled if either:

-
a periodic MEASUREMENT REPORT message shall be sent according to the IE "Periodical Reporting Criteria"; or

-
an event in stored IE "Measurement reporting criteria" was triggered. Events and triggering of reports for different measurement types are described in detail in clause 14.

For the measurement, which triggered the MEASUREMENT REPORT message, the UE shall:

1>
set the IE "measurement identity" to the measurement identity, which is associated with that measurement in variable MEASUREMENT_IDENTITY;

1>
set the IE "measured results" or "E-UTRA measured results" to include measurements according to the IE "reporting quantity" of that measurement stored in variable MEASUREMENT_IDENTITY; and

2>
if all the reporting quantities are set to FALSE:

3>
not set the IE "measured results".

1>
set the IE "Measured results" in the IE "Additional measured results" according to the IE "reporting quantity" for all measurements associated with the measurement identities included in the "Additional measurements list" stored in variable MEASUREMENT_IDENTITY of the measurement that triggered the measurement report; and

2>
if one or more additional measured results are to be included:

3>
include only the available additional measured results, and sort them in ascending order according to their IE "measurement identity" in the MEASUREMENT REPORT message.

1>
if the MEASUREMENT REPORT message was triggered by an event (i.e. not a periodical report):

2>
set the IE "Event results" or "E-UTRA event results" according to the event that triggered the report.

1>
if the IE Inter-RAT measured results list or the IE Inter-RAT measurement event results is included in the measurement report:

2>
if the indication status of the IE "Inter-RAT cell info indication" in the variable CELL_INFO_LIST is marked "present" , include the stored value of the IE "Inter-RAT cell info indication" in the MEASUREMENT REPORT message.
1>
if the measurement report is triggered by intra frequency event 1d and the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the Radio link that triggered the event:

2>
if an "Activation time offset" different from 0 is configured for the target cell, include the IE "Activation time" in MEASUREMENT REPORT message. The Activation time shall be calculated by adding the Activation time offset to the current CFN:
3>
start continuous monitoring of target cell HS-SCCH indexed as number 1 in IE "Serving HS-DSCH cell information" in the stored configuration;

3>
stop monitoring target cell HS-SCCH at Activation time.

2>
else:

3>
start if not running, or restart if running, timer T324;

3>
start continuous monitoring of target cell HS-SCCH indexed as number 1 in IE "Serving HS-DSCH cell information" in the stored configuration until the expiry of timer T324.

The UE shall:

1>
transmit the MEASUREMENT REPORT message on the uplink DCCH using either AM or UM RLC according to the stored IE "measurement reporting mode" associated with the measurement identity that triggered the report.

When the MEASUREMENT REPORT message has been submitted to lower layers for transmission:

1>
the procedure ends.

------------------------------------------------------------------------------------------------------
Skip to next change

-------------------------------------------------------------------------------------------------------

8.5.47
Actions related to READY_FOR_COMMON_EDCH variable (FDD and 1.28 Mcps TDD only)
The variable READY_FOR_COMMON_EDCH shall be set to TRUE only when all the following conditions are met: 

1>
if the UE is in CELL_FACH state or in Idle mode:

2>
the UE supports E-DCH transmission in CELL_FACH state and Idle mode;

2>
the IE "HS-DSCH common system information" is included in system information block type 5 or 5bis;

2>
the IE "Common E-DCH system info" is included system information block type 5 or 5bis.

1>
if the UE is in CELL_PCH state: 

2>
the UE supports E-DCH transmission in CELL_FACH state and Idle mode; 

2>
the UE supports HS-DSCH reception in CELL_PCH and URA_PCH state; 
2>
the IE "HS-DSCH paging system information" is included in system information block type 5 or 5bis;

2>
the IE "Common E-DCH system info" is included system information block type 5 or 5bis;

2>
variable H-RNTI is set;

2>
variable E_RNTI is set;

2>
variable C_RNTI is set.

If any of the above conditions is not met and the variable READY_FOR_COMMON_EDCH is set to TRUE, the UE shall:

1>
set the variable READY_FOR_COMMON_EDCH to FALSE;

1>
if in CELL_FACH, CELL_PCH, URA_PCH state or in Idle mode:

2>
if the variable HSPA_RNTI_STORED_CELL_PCH is set to FALSE:

3>
clear variable E-RNTI.

2>
reset the MAC-is/i entity [15];

2>
if in connected mode and System Information Block type 6 is indicated in System Information Block type 5 or 5bis as used in the cell:

3>
replace the TFS of the RACH with the one stored in the UE if any;

3>
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" be the default in uplink if UE is in CELL_FACH state. If the IE "PRACH info" is not included in System Information Block type 6, the UE shall read the corresponding IE(s) in System Information Block type 5 or System Information Block type 5bis and use that information to configure the PRACH;

3>
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" when associated PRACH is used. If the IE "AICH info" is not included in System Information Block type 6, the UE shall read the corresponding IE in System Information Block type 5 or System Information Block type 5bis and use that information (FDD only);

3>
if the IE "Additional Dynamic Transport Format Information for CCCH" is included for the selected RACH:

4>
use this transport format for transmission of the CCCH (FDD only).

3>
else:

4>
use the first instance of the list of transport formats as in the IE "RACH TFS" for the used RACH received in the IE "PRACH system information list" when using the CCCH (FDD only).
2>
else:

3>
replace the TFS of the RACH with the one stored in the UE if any;

3>
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" in System Information Block type 5 or 5bis be the default in uplink for the PRACH if UE is in CELL_FACH state;

3>
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" in System Information Block type 5 or 5bis when given allocated PRACH is used;

3>
if the IE "Additional Dynamic Transport Format Information for CCCH" is included in System Information Block type 5 or 5bis for the selected PRACH:

4>
use this transport format for transmission of the CCCH.

3>
else:

4>
use the first instance of the list of transport formats as in the IE "RACH TFS" in System Information Block type 5 or 5bis for the used RACH received in the IE "PRACH system information list" in System Information Block type 5 or 5bis when using the CCCH.

If variable READY_FOR_COMMON_EDCH is set to TRUE:

1>
if the UE is in CELL_PCH state; and

1>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

2>
 initiate the measurement report procedure as specified in subclause 8.4.2;
2>
move the UE to CELL_FACH state;

2>
restart the timer T305 using its initial value if periodical cell update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity".

1>
for 1.28 Mcps TDD, if the UE is in CELL_PCH state and if the UE initiates uplink synchronization:

2>
move the UE to CELL_FACH state.
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