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	Reason for change:
(

	TDD HS-DSCH physical layer categories 25~30 are added in Table 5.1c when MIMO is introduced, but the RLC and MAC-hs parameters for 1.28 Mcps TDD HS-DSCH physical layer categories 25~30 are missing in Table 5.1d. 

The L2 buffer size are calculated according to the method specified in R2-104740 and rounded up to the proposed value for signalling:

Minimum RLC Buffer Size (Kbytes)

= ( MaxDLDataRate (bits/sec) * RoundTripTime(secs)

  + MaxULDataRate (bits/sec) * RoundTripTime(secs)

    + MaxDLTrBlkSize (bits) * MHSWindowSize ) /  8192

With

RoundTripTime = 120 ms.
MHSWindowSize = 16 x (number of carriers)
And the last value is a interger according to the caculated value.

The minimum RLC Buffer Size value is enumerated by high layer  that:

 {kb10, kb50, kb100, kb150, kb200, kb300, kb400,kb500, kb750 ,kb1000,kb1150, kb1250 kb1500, kb1800, kb2300}

The calculated values are increased to the nearest size.

	
	

	Summary of change:
(

	Add categories 25~30 for L2 buffer size in table 5.1d.

Impact analysis:

 Impacted functionality:

This correction only impacts the MIMO function for 1.28Mcps TDD.
 Inter-operability:

If the network is implemented according to the CR and the UE is not then the network can’t obtain the expected L2 buffer size for category 25~30 when UE reporting category 25~30, and the network does not know how much data can be sent to the UE.

If the UE is implemented according to the CR and the network is not then there are no inter-operability issues. 
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not approved:
	If not approved, the categories in table 5.1d are not aligned with table 5.1c, the RLC and MAC-hs parameters for 1.28 Mcps TDD HS-DSCH physical layer categories 25~30 are not clear.
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5
Possible UE radio access capability parameter settings

5.1
Value ranges
//omit
Table 5.1d: RLC and MAC-hs parameters for 1.28 Mcps TDD HS-DSCH physical layer categories

	HS-DSCH category
	Maximum number of AM RLC entities 
	Minimum total RLC AM and MAC-hs buffer size [kBytes]

	Category 1
	6
	50

	Category 2
	6
	50

	Category 3
	6
	50

	Category 4
	6
	50

	Category 5
	6
	50

	Category 6
	6
	50

	Category 7
	6
	50

	Category 8
	6
	50

	Category 9
	6
	50

	Category 10
	6
	50

	Category 11
	6
	50

	Category 12
	6
	50

	Category 13
	6
	100

	Category 14
	6
	100

	Category 15
	6
	100

	Category 16
	6
	100

	Category 17
	6
	100

	Category 18
	6
	100

	Category 19
	6
	100

	Category 20
	6
	100

	Category 21
	6
	100

	Category 22
	6
	100

	Category 23
	6
	100

	Category 24
	6
	100

	Category 25
	6
	150

	Category 26
	6
	200

	Category 27
	6
	300

	Category 28
	6
	300

	Category 29
	6
	300

	Category 30
	6
	300
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