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Recommended test case applicability

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	6.3
	Receiver Characteristics / Maximum Input Level
	R99
	R
	UEs supporting FDD

	6.3A
	Maximum Input Level for HS-PDSCH Reception (16QAM)
	Rel-5
	C_RF26
	UEs supporting FDD and HS-PDSCH and supporting 16QAM (HS-DSCH Categories 1-10)

	
	
	Rel-7
	C_RFxx
	UEs supporting FDD and HS-PDSCH and supporting 16QAM (HS-DSCH Categories 13-18)

	
	
	Rel-8
	C_RF45
	UEs supporting FDD and HS-PDSCH and supporting 16QAM (HS-DSCH Categories 19-20)

	6.3B
	Maximum Input Level for HS-PDSCH Reception (64QAM)
	Rel-7
	C_RF35
	UEs supporting FDD and HS-PDSCH and supporting 64QAM (HS-DSCH Categories 13, 14, 17, 18)

	
	
	Rel-8
	C_RF45
	UEs supporting FDD and HS-PDSCH and supporting 64QAM (HS-DSCH Categories 19-20)

	6.3C
	Maximum Input Level for DC-HSDPA Reception (16QAM)
	Rel-8
	C_RF66
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24

	
	
	Rel-9
	C_RF80
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 25-28

	6.3D
	Maximum Input Level for DC-HSDPA Reception (64QAM)
	Rel-8
	C_RF67
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 23-24

	
	
	Rel-9
	C_RF78
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 27-28

	6.3E
	Maximum Input Level for DB-DC-HSDPA Reception (16QAM)
	Rel-9
	C_RF84
	UEs supporting FDD and DC-HSDPA

	6.3F
	Maximum Input Level for DB-DC-HSDPA Reception (64QAM)
	Rel-9
	C_RF84
	UEs supporting FDD and DC-HSDPA


<< Unchanged sections omitted >>
	C_RF62
IF A.7/14 AND A.11/2 AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF63
IF A.7/14 AND (A.11/3 OR A.11/6) AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF64
IF A.7/14 AND A.11/2 AND (A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF65
IF A.7/14 AND (A.11/3 OR A.11/6) AND (A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF66
IF A.7/14 AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF67
IF A.7/14 AND (A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF68
IF A.7/14 AND A.7/20 THEN R ELSE N/A

	C_RF69
IF A.7/14 AND A.11/6 AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24) THEN R ELSE N/A

	C_RF70
IF A.7/21 THEN R ELSE N/A

	C_RF71 
IF A.1/1 AND A.7/22 THEN R ELSE N/A

	C_RF72
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14 OR A.8/17 OR A.8/18 OR A.8/19 OR A.8/20) THEN R ELSE N/A

	C_RF73
IF A.1/1 AND A.1/6 THEN R ELSE N/A

	C_RF74
IF A.1/1 AND A.1/7 THEN R ELSE N/A

	C_RF75
IF NOT A.11/7 THEN R ELSE N/A

	C_RF76
IF A.11/7 THEN R ELSE N/A

	C_RF77
IF A.1/1 AND A.7/14 AND A.11/2 AND (A.8/9 OR A.8/10) THEN R ELSE N/A

	C_RF78
IF A.7/14 AND (A.8/27 OR A.8/28) THEN R ELSE N/A

	C_RF79
IF A.7/14 AND A.11/6 AND (A.8/25 OR A.8/26 OR A.8/27 OR A.8/28) THEN R ELSE N/A

	C_RF80
IF A.7/14 AND (A.8/25 OR A.8/26 OR A.8/27 OR A.8/28) THEN R ELSE N/A

	C_RF81
IF A.7/14 AND (A.11/3 OR A.11/6) AND (A.8/25 OR A.8/26 OR A.8/27 OR A.8/28) THEN R ELSE N/A

	C_RF82
IF A.1/1 AND A.7/14 AND (A.8/1 OR A.8/2 OR A.8/3 OR A.8/4 OR A.8/5 OR A.8/6 OR A.8/7 OR A.8/8 OR A.8/9 OR A.8/10 OR A.8/11 OR A.8/12) THEN R ELSE N/A

	C_RF83
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14 OR A.8/15 OR A.8/16 OR A.8/17 OR A.8/18 OR A.8/19 OR A.8/20) THEN R ELSE N/A

	C_RF84
IF A.1/1 AND A.7/23 THEN R ELSE N/A

	C_RFxx
IF A.1/1 AND A.7/14 AND (A.8/13 OR A.8/14 OR A.8/15 OR A.8/16 OR A.8/17 OR A.8/18) THEN R ELSE N/A
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