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Overview

This document lists a TTCN change needed to correct a problem in ATS ‘iwd-EUTRA-B2011-03_D11wk27’.
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Corrections 

Change 1  –  Correction to RRC Connection Release in step 15  

Function name
fl_TC_9_2_1_1_1a_Body

Reason for change
As per TS 36.523-1, function RRC Connection Release shall be called in step 15 only in case of ‘pc_SwitchOnOff’.

Summary of change
RRC Connection Release is moved to inside the branch that is executed if ‘pc_SwitchOnOff’ or ‘pc_USIM_Rmv’ is TRUE..

TTCN module
NAS_Attach_EOnly.ttcn

MCC160 Comment


Before change

...
    //+  The UE is switched off
    //@siclog "Step 14" siclog@
    f_UT_SwitchOffUE (UT, false);
    //@siclog "Step 15" siclog@
    //Check: does the UE send DETACH on cell I?
    if ( pc_SwitchOnOff  or  pc_USIM_Rmv  ) { //@sic R5s110307 sic@
      v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellI,
                                               tsc_RRC_TI_Def,
                                               cr_EstablishmentCause_MoSignalling,
                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,
                                                                 cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5-110472 sic@
                                                                                          f_GutiParameters2MobileIdentity(omit, v_GutiParams_CellA),
                                                                                          cr_DetachType( '1'B, v_EDetachType)))); //@sic R5s110139 sic@
    }
    f_EUTRA_RRC_ConnectionRelease(eutra_CellI); // @sic R5s100545 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 15");
    //@siclog "Step 16" siclog@
    //    Cells A and I are set to the Non-suitable "Off" level and cell B is set to the Serving Cell level
    f_EUTRA_SetCellPower(eutra_CellA, tsc_NonSuitableOffCellRS_EPRE);
    f_EUTRA_SetCellPower(eutra_CellI, tsc_NonSuitableOffCellRS_EPRE);
    f_EUTRA_SetCellPower(eutra_CellB, tsc_ServingCellRS_EPRE);
    //@siclog "Step 17" siclog@
    //+   The UE is switched on.
    f_UT_SwitchOnUE (UT, false );
    v_AuthParams_authentication := f_EUTRA_Security_Get();
... 

After change

...

    //+  The UE is switched off
    //@siclog "Step 14" siclog@
    f_UT_SwitchOffUE (UT, false);
    //@siclog "Step 15" siclog@
    //Check: does the UE send DETACH on cell I?
    if ( pc_SwitchOnOff  or  pc_USIM_Rmv  ) { //@sic R5s110307 sic@
      v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellI,
                                               tsc_RRC_TI_Def,
                                               cr_EstablishmentCause_MoSignalling,
                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,
                                                                 cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5-110472 sic@
                                                                                          f_GutiParameters2MobileIdentity(omit, v_GutiParams_CellA),
                                                                                          cr_DetachType( '1'B, v_EDetachType)))); //@sic R5s110139 sic@
    f_EUTRA_RRC_ConnectionRelease(eutra_CellI); // @sic R5s100545 sic@
    }
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 15");
    //@siclog "Step 16" siclog@
    //    Cells A and I are set to the Non-suitable "Off" level and cell B is set to the Serving Cell level
    f_EUTRA_SetCellPower(eutra_CellA, tsc_NonSuitableOffCellRS_EPRE);
    f_EUTRA_SetCellPower(eutra_CellI, tsc_NonSuitableOffCellRS_EPRE);
    f_EUTRA_SetCellPower(eutra_CellB, tsc_ServingCellRS_EPRE);
    //@siclog "Step 17" siclog@
    //+   The UE is switched on.
    f_UT_SwitchOnUE (UT, false );
    v_AuthParams_authentication := f_EUTRA_Security_Get();
... 
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