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Overview

This document lists TTCN changes needed to correct a problem in ATS ‘iwd-EUTRA-B2011-03_D11wk15’.
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Corrections 

Change 1  –  Calling function ‘f_UT_USIM_Insert’(UT, “comments”)

Function name
various

Reason for change
For several test cases it is required to insert a TC-specific Test USIM, whose EF contents deviate from the defaults described in TS 36.508 clause 4.9.

To facilitate manual or automated TC execution, it would be helpful to indicate the need for insertion of a specially configured Test USIM.

Summary of change
Function ‘f_UT_USIM_Insert (UT, “TC-specific comment”)’ .is called at the beginning of a test case execution before switching on the UE. 

TC 8.2.1.7 is used as good example, to demonstrate how all TCs with special Test USIM needs should look like.

TTCN module
various

MCC160 Comment


Before change:

  function f_TC_8_1_2_7_EUTRA() runs on EUTRA_PTC
  { /*  RRC Connection Establishment: 0% access probability for AC 0..9, AC 10 is barred, AC 11..15 are not barred, access for UE with the access class is in the range 11..15 is allowed. */
    var SRB_COMMON_IND v_ReceivedAsp;
    var template (value) CellPowerList_Type v_CellPowerList_AtT0, v_CellPowerList_AtT1;
    var EUTRA_SecurityParams_Type v_AuthParams;
    var O4_Type v_NasCountUL;
    var NAS_KsiValue v_KsiValue;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;
    var GutiParameters_Type v_GutiParameters; //@sic R5s100539 sic@
    f_EUTRA_Init ( c1 );
    //Get FDD or TDD mode from Cell-configuration
    v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info ( eutra_Cell1 );
    v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (eutra_Cell1);
    //Set cell powel level for cell 1 and 11 to be used at creation
    f_EUTRA_CellInfo_InitMaxReferencePower ( eutra_Cell11, -79 );
    //Set Sys info for cell 1 and 11 to be used at creation
    f_EUTRA_CellInfo_SetSysInfo_AccessBarring ( eutra_Cell1,  cs_AccessBarringInformation_TC_8_1_2_7 );
    f_EUTRA_CellInfo_SetSysInfo_AccessBarring ( eutra_Cell11, cs_AccessBarringInformation_TC_8_1_2_7 );
    //Create and configure cells
    f_EUTRA_CellConfig_Def ( eutra_Cell1 );
    f_EUTRA_CellConfig_Def ( eutra_Cell11 ); //@sic R5s100317 sic@
    // The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 according to [18].
    f_EUTRA_Preamble ( eutra_Cell1, STATE2A_TESTLOOP_ModeB );
    f_EUTRA_RbEst_Def ( eutra_Cell1 );
    f_EUTRA_CloseUE_TestLoopModeB ( eutra_Cell1, '0A'O );
    //Set initial cell power levels
    v_CellPowerList_AtT0 := {
      cs_CellPower ( eutra_Cell11, -91 )
    };
    f_EUTRA_SetCellPowerList ( v_CellPowerList_AtT0 );
    f_EUTRA_TestBody_Set ( true ); 

After change:

  function f_TC_8_1_2_7_EUTRA() runs on EUTRA_PTC
  { /*  RRC Connection Establishment: 0% access probability for AC 0..9, AC 10 is barred, AC 11..15 are not barred, access for UE with the access class is in the range 11..15 is allowed. */
    var SRB_COMMON_IND v_ReceivedAsp;
    var template (value) CellPowerList_Type v_CellPowerList_AtT0, v_CellPowerList_AtT1;
    var EUTRA_SecurityParams_Type v_AuthParams;
    var O4_Type v_NasCountUL;
    var NAS_KsiValue v_KsiValue;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;
    var GutiParameters_Type v_GutiParameters; //@sic R5s100539 sic@
    f_EUTRA_Init ( c1 );
    //Get FDD or TDD mode from Cell-configuration
    v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info ( eutra_Cell1 );
    v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (eutra_Cell1);
    //Set cell powel level for cell 1 and 11 to be used at creation
    f_EUTRA_CellInfo_InitMaxReferencePower ( eutra_Cell11, -79 );
    //Set Sys info for cell 1 and 11 to be used at creation
    f_EUTRA_CellInfo_SetSysInfo_AccessBarring ( eutra_Cell1,  cs_AccessBarringInformation_TC_8_1_2_7 );
    f_EUTRA_CellInfo_SetSysInfo_AccessBarring ( eutra_Cell11, cs_AccessBarringInformation_TC_8_1_2_7 );
    //Create and configure cells
    f_EUTRA_CellConfig_Def ( eutra_Cell1 );
    f_EUTRA_CellConfig_Def ( eutra_Cell11 ); //@sic R5s100317 sic@
    f_UT_USIM_Insert ( UT, "USIM set as Type C in 34.108 section 8.3.2.15" ); //@sic R5s100466 sic@
    // The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 according to [18].
    f_EUTRA_Preamble ( eutra_Cell1, STATE2A_TESTLOOP_ModeB );
    f_EUTRA_RbEst_Def ( eutra_Cell1 );
    f_EUTRA_CloseUE_TestLoopModeB ( eutra_Cell1, '0A'O );
    //Set initial cell power levels
    v_CellPowerList_AtT0 := {
      cs_CellPower ( eutra_Cell11, -91 )
    };
    f_EUTRA_SetCellPowerList ( v_CellPowerList_AtT0 );
    f_EUTRA_TestBody_Set ( true );
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