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Overview

This document lists a TTCN change needed to correct a problem in ATS ‘iwd-EUTRA-B2011-03_D11wk27’.
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Corrections 

Change 1  –  Correction to UL Grant Transmission in step 13  

Function name
fl_TC_9_2_1_1_24_Body()

Reason for change
UL grant assignment on cell A is missing at the RRC re-establishment procedure in step 13.

Summary of change
UL grant transmission is started.

TTCN module
NAS_Attach_EOnly.ttcn

MCC160 Comment


Before change

...
    //@siclog "Step 12" siclog@
    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE, cs_TimingInfo(v_TimingInfo.SFN.Number, v_TimingInfo.Subframe.Number));  /* @sic R5s110116 change 2 sic@ */
    //@siclog "Step 13" siclog@
    // UE transmits RRCConnectionReestablishmentRequest message on Cell A @sic R5-102202 sic@
    SRB.receive( car_SRB0_RrcPdu_IND( eutra_CellA,
                                      cr_508_RRCConnectionReestablishmentRequest (?,
                                                                                  f_EUTRA_CellInfo_GetPhyCellId ( eutra_CellB ),
                                                                                  cr_ReestablishmentCause_Any)));

    // Activate RRC security at SS target cell (Cell2) for SRB 1, 2 and 1 AM DRB
    v_Auth_Params := f_EUTRA_SS_AS_ActivateSecurity_HO_Reest ( eutra_CellA, f_EUTRA_Security_Get ( ), v_Ncc0 );
    f_EUTRA_Security_Set ( v_Auth_Params );
    //  Transmit RRConnectionReestablishment to resume SRB1 and re-activate security
    //@siclog "Step 14" siclog@
    f_EUTRA_RRC_RRCConnectionReestablishment_Def ( eutra_CellA, tsc_RRC_TI_Def, v_Ncc0 );
    //  Receive RRCConnectionReestablishmentComplete
    //@siclog "Step 15" siclog@
    SRB.receive ( car_SRB1_RrcPdu_IND ( eutra_CellA,  cr_508_RRCConnectionReestablishmentComplete( tsc_RRC_TI_Def ) ) );
... 

After change

...

    //@siclog "Step 12" siclog@
    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE, cs_TimingInfo(v_TimingInfo.SFN.Number, v_TimingInfo.Subframe.Number));  /* @sic R5s110116 change 2 sic@ */
    //@siclog "Step 13" siclog@
    // UE transmits RRCConnectionReestablishmentRequest message on Cell A @sic R5-102202 sic@
    SRB.receive( car_SRB0_RrcPdu_IND( eutra_CellA,
                                      cr_508_RRCConnectionReestablishmentRequest (?,
                                                                                  f_EUTRA_CellInfo_GetPhyCellId ( eutra_CellB ),
                                                                                  cr_ReestablishmentCause_Any)));

    //Start UL grant transmission
    f_EUTRA_StartDefULGrantTransmission(eutra_CellA);
    // Activate RRC security at SS target cell (Cell2) for SRB 1, 2 and 1 AM DRB
    v_Auth_Params := f_EUTRA_SS_AS_ActivateSecurity_HO_Reest ( eutra_CellA, f_EUTRA_Security_Get ( ), v_Ncc0 );
    f_EUTRA_Security_Set ( v_Auth_Params );
    //  Transmit RRConnectionReestablishment to resume SRB1 and re-activate security
    //@siclog "Step 14" siclog@
    f_EUTRA_RRC_RRCConnectionReestablishment_Def ( eutra_CellA, tsc_RRC_TI_Def, v_Ncc0 );
    //  Receive RRCConnectionReestablishmentComplete
    //@siclog "Step 15" siclog@
    SRB.receive ( car_SRB1_RrcPdu_IND ( eutra_CellA,  cr_508_RRCConnectionReestablishmentComplete( tsc_RRC_TI_Def ) ) );
... 
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