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1.1 Change 1

Testcase name
TC_9_2_3_1_5

Reason for change
Attach Accept message in these test cases does not transmit LAI and MS Identity for the UE which is configured for combined attach. As per default message content defined in 36.508 for attach accept message these IEs should be transmitted.

Summary of change
“Location area identification” and “MS identity” are included in the ATTACH ACCEPT message based on UE EPS attach type.

Source of change
NAS_TrackingArea_EOnly.ttcn

Before:

  function fl_TC_9_2_3_1_5_Body() runs on EUTRA_PTC

  {

    const EPS_BearerIdentity tsc_EpsBearerId := '5'H;

    var ProcedureTransactionIdentifier v_EPS_TI  := '01'O;

    var template (value) AccessPointName v_APN;

    // ==========================================================================

    // initialize component specific data structures

    // ==========================================================================

    // get all data which are required for a GUTI

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti1_Params);

    var GutiParameters_Type v_Guti3_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti2_Params);

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    var NAS_PlmnId v_Plmn1 := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_Tac v_Tac1 := bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellA));

    var boolean v_EIT_Flag := false;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus; // @sic R5s100755 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(NORMAL); // @sic R5s110176, R5s100536 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();  //used to follow TTCN3 v411 standard

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(NORMAL); // @sic R5s110176 sic@

    var EPS_UpdateTypeValue v_UpdateInd  := tsc_EpsUpdate_Periodic;

    // temporary dummy variable which gets used when receiving NAS ASPs

    var NAS_MSG_Indication_Type v_NasInd;

    //@siclog "Step 1" siclog@

    //+   The UE is powered up or switched on.

    f_UT_SwitchOnUE(UT, false); /* no USIM insertion */

………………………………………

………………………………………

………………………………………

………………………………………

    //@siclog "Step 7" siclog@

    //+   The SS transmits an ATTACH ACCEPT message with GUTI-1 and with

    //+   the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message. <--

    //+   ATTACH ACCEPT @sic R5-104703 sic@

    f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS(eutra_CellA,

                                                     tsc_RRC_TI_Def,

                                                     cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                    cds_ATTACH_ACCEPT_T3412(v_AttachType,  //@sic R5s100536 sic@

                                                                                                            cs_TAIListNonConsecutive_lv(v_Plmn1, { v_Tac1 }),

                                                                                                            f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti1_Params),

                                                                                                            omit,

                                                                                                            omit,
                                                                                                            omit,

                                                                                                            f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType),

                                                                                                            cs_GprsTimer_v(tsc_GprsTimerUnit_6min, '00001'B)),

                                                                                    cs_508_ActivateDefEpsBearerContextRequest(tsc_EpsBearerId,

                                                                                                      v_EPS_TI,

                                                                                                      v_APN,

                                                                                                      f_EUTRA_GetPDNAddress (f_CheckPCOforIPallocationViaNas (omit)),

                                                                                                      omit,

                                                                                                      omit,

                                                                                                      f_GetDefPCOforPCSCFAddress (v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions)))); // @sic R5-104703 sic@

………………………………………

………………………………………

………………………………………

………………………………………

    //@siclog "Step 23" siclog@

    //+   Check: Does the UE respond to paging on cell A with S-TMSI3

    //+   for PS domain?(Generic procedure) [2]

    f_EPS_508Check_NAS_Paging(eutra_CellA, ps);

  } // function fl_TC_9_2_3_1_5_Body

After:

  function fl_TC_9_2_3_1_5_Body() runs on EUTRA_PTC

  {

    const EPS_BearerIdentity tsc_EpsBearerId := '5'H;

    var ProcedureTransactionIdentifier v_EPS_TI  := '01'O;

    var template (value) AccessPointName v_APN;

    // ==========================================================================

    // initialize component specific data structures

    // ==========================================================================

    // get all data which are required for a GUTI

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti1_Params);

    var GutiParameters_Type v_Guti3_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti2_Params);

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    var NAS_PlmnId v_Plmn1 := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_Tac v_Tac1 := bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellA));

    var boolean v_EIT_Flag := false;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus; // @sic R5s100755 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(NORMAL); // @sic R5s110176, R5s100536 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();  //used to follow TTCN3 v411 standard

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(NORMAL); // @sic R5s110176 sic@

    var EPS_UpdateTypeValue v_UpdateInd  := tsc_EpsUpdate_Periodic;

  var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode ( eutra_CellA );

  var template (omit) LocAreaId v_LAI := f_GetLAI (v_Plmn1, v_LAC, NORMAL);

  var template (omit) MobileIdentity v_MSId := f_GetMSId (NORMAL);
    // temporary dummy variable which gets used when receiving NAS ASPs

    var NAS_MSG_Indication_Type v_NasInd;

    //@siclog "Step 1" siclog@

    //+   The UE is powered up or switched on.

    f_UT_SwitchOnUE(UT, false); /* no USIM insertion */

………………………………………

………………………………………

………………………………………

………………………………………

    //@siclog "Step 7" siclog@

    //+   The SS transmits an ATTACH ACCEPT message with GUTI-1 and with

    //+   the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message. <--

    //+   ATTACH ACCEPT @sic R5-104703 sic@

    f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS(eutra_CellA,

                                                     tsc_RRC_TI_Def,

                                                     cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                    cds_ATTACH_ACCEPT_T3412(v_AttachType,  //@sic R5s100536 sic@

                                                                                                            cs_TAIListNonConsecutive_lv(v_Plmn1, { v_Tac1 }),

                                                                                                            f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti1_Params),

                                                                                                            v_LAI,

                                                                                                            v_MSId,
                                                                                                            omit,

                                                                                                            f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType),

                                                                                                            cs_GprsTimer_v(tsc_GprsTimerUnit_6min, '00001'B)),

                                                                                    cs_508_ActivateDefEpsBearerContextRequest(tsc_EpsBearerId,

                                                                                                      v_EPS_TI,

                                                                                                      v_APN,

                                                                                                      f_EUTRA_GetPDNAddress (f_CheckPCOforIPallocationViaNas (omit)),

                                                                                                      omit,

                                                                                                      omit,

                                                                                                      f_GetDefPCOforPCSCFAddress (v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions)))); // @sic R5-104703 sic@

………………………………………

………………………………………

………………………………………

………………………………………

    //@siclog "Step 23" siclog@

    //+   Check: Does the UE respond to paging on cell A with S-TMSI3

    //+   for PS domain?(Generic procedure) [2]

    f_EPS_508Check_NAS_Paging(eutra_CellA, ps);

  } // function fl_TC_9_2_3_1_5_Body
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