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RP-111194: CRs for closed Rel-10 WIs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111194
	R3-112211
	Corrections to UTRAN ANR
	25.423
	1698
	1
	F
	10.3.0
	ANR_UTRAN-Core
	Rel-10

	RP-111194
	R3-112043
	Correction of Frequency Band Indicator, adding Band XXV
	25.423
	1706
	-
	F
	10.3.0
	E1900-Core
	Rel-10

	RP-111194
	R3-112077
	Addition of new Band 26 for E850
	25.461
	74
	-
	B
	10.2.0
	e850_UB-Core
	Rel-10

	RP-111194
	R3-112078
	Addition of new Band 26 for E850
	25.466
	40
	-
	B
	10.2.0
	e850_UB-Core
	Rel-10

	RP-111194
	R3-112259
	Addition of new Band 26 for E850
	25.423
	1713
	-
	B
	10.3.0
	e850_UB-Core
	Rel-10

	RP-111194
	R3-112311
	Updates of reported quantities for eICIC
	36.423
	476
	2
	F
	10.2.0
	eICIC_LTE-Core
	Rel-10

	RP-111194
	R3-112181
	Removal of UE capability restriction for inter-RAT energy saving following SA1's decision
	36.927
	1
	-
	F
	10.0.0
	FS_Energy_LTE
	Rel-10

	RP-111194
	R3-112200
	SHO for different Iurh Connectivity
	25.467
	157
	1
	F
	10.2.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111194
	R3-112201
	RNSAP message in RNA CONNECT message
	25.471
	4
	1
	F
	10.1.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111194
	R3-112206
	Corrections on Partial Failure During Enhanced H2H Mobility
	25.467
	144
	1
	F
	10.2.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111194
	R3-112213
	Security Mechanism for H(e)NB “no-IPsec” usage option
	25.467
	158
	1
	F
	10.2.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111194
	R3-112290
	Stage 2 clean-up for HNB mobility
	25.467
	150
	2
	F
	10.2.0
	HNB_HENB_mob_enh-Core
	Rel-10
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