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RP-111195: CRs for closed Rel-10 WIs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111195
	R3-111866
	Introduction of SCTP PPI and Destination Port Number for MBMS
	36.442
	3
	-
	F
	10.1.0
	MBMS_LTE_enh-Core
	Rel-10

	RP-111195
	R3-112276
	Abnormal condition UE Counting Request
	36.443
	54
	1
	F
	10.2.0
	MBMS_LTE_enh-Core
	Rel-10

	RP-111195
	R3-111877
	Correct definition of condition IfM2 in MDT Configuration
	25.413
	1122
	-
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112207
	Clarification on M1 and M2 in MDT Configuration over Iur
	25.423
	1699
	1
	F
	10.3.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112294
	Area scope RAI list in MDT configuration
	25.413
	1124
	2
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112295
	Area scope RAI list in MDT configuration
	25.423
	1701
	2
	F
	10.3.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112297
	Definition of value of bit in Measurements to Activate
	25.413
	1130
	2
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112298
	Definition of value of bit in Measurements to Activate
	36.413
	924
	2
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112299
	Definition of value of bit in Measurements to Activate
	36.423
	478
	1
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112315
	Clarification on MDT Recording Session Reference in MDT Configuration
	25.413
	1123
	3
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112316
	Clarification on MDT Recording Session Reference in MDT Configuration
	25.423
	1700
	3
	F
	10.3.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112216
	Small correction on unnecessary IRAT HO
	25.413
	1134
	1
	F
	10.2.0
	SONenh_LTE-Core
	Rel-10

	RP-111195
	R3-112217
	Correction of RIM function decsription
	36.413
	927
	1
	F
	10.2.0
	SONenh_LTE-Core
	Rel-10
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