Page 1



3GPP TSG-RAN WG5 Meeting #53 
(
R5-115287
San Francisco, USA, 14-18 November2011
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	3037
	(

rev
	-
	(

Current version:
	9.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction the Qrxlevmin value for LCR TDD in test case 8.1.2.11

	
	

	Source to WG:
(

	 CATT 

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI4_Test
	
	Date: (

	01/11/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The default Qrxlevmin is -81dBm in 34.108, UE may reselect to cell 6 before RRC CONNECTION REQUEST, induce test fail.

	
	

	Summary of change:
(

	Addition Specific Message Content of SIB3 for LCR TDD, set Qrxlevmin to -103dBm.

	
	

	Consequences if 
(

not approved:
	A conformant UE may fail this test.

	
	

	Clauses affected:
(

	8.1.2.11

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


<Start of modified section>
8.1.2.11
RRC Connection Establishment in FACH state (Frequency modification): Success

8.1.2.11.1
Definition

8.1.2.11.2
Conformance requirement

The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the UE storing "Initial UE identity".

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified otherwise in the following:

2>
if the UE, according to subclause 8.6.3.3, will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to TS25.304 on that frequency;

3>
enter UTRA RRC connected mode;

3>
select PRACH according to TS25.331 subclause 8.5.17;

3>
select Secondary CCPCH according to TS5.331 subclause 8.5.19;

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
if the UE, according to subclause 8.6.3.3, will be in the CELL_DCH state at the conclusion of this procedure:

….

2>
enter UTRA RRC connected mode, in a state according to TS25.331 subclause 8.6.3.3;

1>
submit an RRC CONNECTION SETUP COMPLETE message to the lower layers on the uplink DCCH after successful state transition per TS25.331 subclause 8.6.3.3, with the contents set as specified below: 

….

And the procedure ends.

Reference 

3GPP TS 25.331 clause 8.1.3.6.

8.1.2.11.3
Test purpose

To confirm that the UE enters to CELL_FACH state and correctly establishes signalling radio bearers using common physical channels of a cell within the frequency band specified by SS in RRC CONNECTION SETUP message.

8.1.2.11.4
Method of test

Initial Condition

System Simulator: 2 cells–Cells 1 is active and cell 6 is inactive.

UE: Idle state (state 2 or state 3 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Specific Message Content 

For system information block 3 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 3 (1.28Mcps TDD) 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- Cell selection and re-selection info
	

	 - CHOICE mode
	TDD

	    -- Qrxlevmin
	-103 dBm


For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- Intra-frequency reporting quantity for RACH Reporting
	

	    - SFN-SFN observed time difference reporting indicator
	No report

	    - CHOICE mode
	

	        - FDD
	

	            - Reporting quantity
	CPICH Ec/N0

	- Maximum number of reported cells on RACH
	current cell


System Information Block type 11 (TDD)

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- Intra-frequency reporting quantity for RACH Reporting
	

	   -SFN-SFN observed time difference reporting indicator
	No report

	 - CHOICE mode
	TDD

	    - CHOICE measurement quantity
	PCCPCH RSCP

	- Maximum number of reported cells on RACH
	current cell


Test Procedure

Table 8.1.2.11

	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Mid Range Test  Frequency
	High Range Test  Frequency

	CPICH Ec (FDD)
	dBm/3.84MHz
	-55
	-72
	Off
	-72

	P-CCPCH RSCP (TDD)
	dBm
	-55
	-72
	Off
	-72


Table 8.1.2.11 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in Idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.1.2.11. The SS switches its downlink transmission power settings to columns "T1" and the UE transmits an RRC CONNECTION REQUEST message to the SS on the uplink CCCH by attempting to make an outgoing call. After SS receives this message, it assigns the necessary radio resources and U-RNTI to be used by the UE. The SS then transmits an RRC CONNECTION SETUP message containing an IE "frequency info" IE "Frequency info" set to uplink/downlink UARFCN as used for cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6 for FDD mode, and UARFCN as used for cell 6 and IE "Primary CCPCH RSCP info" set as assigned in cell 6 for TDD mode. The SS monitors all uplink RACH channels of cell 6.The UE transmitting an RRC CONNECTION SETUP COMPLETE message on the DCCH (mapped onto RACH) of cell 6.

NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The initial state of UE is in Idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.1.2.11.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.1.2.11.

	3
	(
	RRC CONNECTION REQUEST
	Operator makes an outgoing call. The UE shall transmit this message, indicating the proper establishment cause.

	4
	(
	RRC CONNECTION SETUP
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6 for FDD mode, and IE "Primary CCPCH RSCP info" set as assigned in cell 6 for TDD mode.

	5
	(
	RRC CONNECTION SETUP COMPLETE
	UE shall send this message on the DCCH, carried by the assigned PRACH resources in cell 6.


Specific Message Content

RRC CONNECTION REQUEST (Step 3) (FDD)

Use the same message type found in clause 9 of TS 34.108, with the following exception:

	Information Element
	Value/remark

	Initial UE identity
	Same as the IMSI stored in the TEST USIM card, or the registered TMSI or P-TMSI

	Establishment Cause
	Originating Interactive Call or Originating Background Call or Originating Streaming Call or Originating Conversational Call or OriginatingSubscribedTrafficCall

	Measured results on RACH
	Check to see if set in accordance with the IE "Intra-frequency reporting quantity for RACH Reporting" included in SYSTEM INFORMATION BLOCK Type 11

	- Measurement result for current cell
	

	 - CHOICE mode
	

	   - FDD
	

	    - CHOICE measurement quantity
	

	     - CPICH Ec/N0
	The actual reported value is not checked


RRC CONNECTION REQUEST (Step 3) (TDD)

Use the same message type found in clause 9 of TS 34.108, with the following exception:

	Information Element
	Value/remark

	Initial UE identity
	Same as the IMSI stored in the TEST USIM card, or the registered TMSI or P-TMSI

	Establishment Cause
	Originating Interactive Call or Originating Background Call or Originating Streaming Call or Originating Conversational Call or OriginatingSubscribedTrafficCall

	Measured results on RACH
	Check to see if set in accordance with the IE "Intra-frequency reporting quantity for RACH Reporting" included in SYSTEM INFORMATION BLOCK Type 11

	- Measurement result for current cell
	

	 - CHOICE mode
	TDD

	    - CHOICE measurement quantity
	

	     - P-CCPCH RSCP
	The actual reported value is not checked


RRC CONNECTION SETUP (Step 4) (FDD)

For this message, the contents of the message to be used are basically identical to the message sub-type entitled "RRC CONNECTION SETUP message (Transition to CELL_FACH)" found in [9] TS 34.108 clause 9 with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Not Present

Absence of this IE is equivalent to applying the default duplex distance defined for the operating frequency according to 3GPP TS 25.101 [21]

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 6


RRC CONNECTION SETUP (Step 4) (TDD)

For this message, the contents of the message to be used are basically identical to the message sub-type entitled "RRC CONNECTION SETUP message (Transition to CELL_FACH)" found in [9] TS 34.108 clause 9 with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN (Nt)
	Same UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CCPCH info
	

	                - Cell parameters ID
	As used for cell 6


RRC CONNECTION SETUP COMPLETE (Step 5)

Use the same message type found in clause 9 of TS 34.108, with the following exception.

	Information Element
	Value/remark

	UE Radio Access Capability
	Checked to see if compatible with the stated capability in PIXIT/PICS statements.

	UE radio access capability extension
	Checked to see if compatible with the stated capability in PIXIT/PICS statements.

	UE system specific Capability
	Checked to see if compatible with the stated capability in PIXIT/PICS statements.


8.1.2.11.5
Test requirement

After step 5 the UE shall transmit RRC CONNECTION SETUP COMPLETE message on the uplink DCCH in cell 6.

<End of modified section>
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