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1.  Change 1 – TC_12_4_1_4a
TTCN Object
TC_12_4_1_4a

Reason for change
In test case 12_4_1_4a at line 6 before the setup of cell B, the SS sends the MME command for USIM removal in ts_MM_PwrOrUSIM_Off inside ts_SS_CellCfg. 
After the cells are setup, the SS is not sending the MME command to insert the USIM. Due to which the UE is not camping onto the cell and eventually the test case guard timer expires.

Also the same issue is observed in line 38 of TC 12_4_1_4a which uses ts_MMI_UE_SwitchOnTriggerGMM_Attach

Summary of change
Add test step ts_MM_PwrOrUSIM_On (tcv_USIM_State). 

Before
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[Test Case I te_12_4_1_da

Test Group Reference: GMMiRouting_Area_updatingiPS_only_RAU

Furpose: Totestthe behaviour of the UE fthe network rejects the routing area updating with cause Location Area not allowed”
Configuration:

Defaults: NAS_OtherwiseFail

Camments: Initia conditions

-85 : Four cells (not all simulataneously active) operating in nstwork operation mods Il
- UE: The UE has a valid IMS!

S]] Sehavour Deseripton T Constatrer T
0 START t_Guard(600)

1 e inivariables

2 {tev_NumOfPLMN = 2,

tev_CellinfoA.nmo = tsc_NMO_I,
tov_CellinfoA atfFlag = tsc_AHOR,
to_CellnfoAt3212 = tse_T3212.0,
tev_CellinfoB.nmo = tsc_NMO_,
tev_CellinfoB.rac = tse_RAC_Z,
te_CellinfoB.attenuationLevel
SuitableNeighbourCell,
tov_CellinfoB attFlag = tsc_AHOR,
to_CellnfoB13212 = tsc_T3212_0,

is¢_AttenuationNon

te_CellinfoD.nmo
tev_CellinfoD.mec = tse_MCC_
te_CellinfoD.Jac = tsc_LAC_Z,
tov_CellinfoD atFlag = tsc_AHOR,
te_CellnfoD.13212 = tse_T321

fiev_USIN_State = tsc_USIM_NeedRrmy

3 +15_SetMCC_VPLMN_Bands (tsc_CellD)
4 +t5_GMM_Set0pModeC_Ora





After
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Totestthe behaviour of the UE fthe network rejects the routing area updating with cause Location Area not allowed”

[Test Case I te_12_4_1_da
Test Group Reference: GMMiRouting_Area_updatingiPS_only_RAU
Purpose

Configuration:

Defaults: NAS_OtherwiseFail

Camments: Initia conditions

-85 : Four cells (not all simulataneously active) operating in nstwork operation mods Il

- UE: The UE has a valid IMS!

]

T e

1
2
3

START t_Guard(600)
+s_Inivarisbles
(tev_NumOPLMN = 2,
{ev_CallnfoAnmo = tsc_NMO_
tev_Cellinfo attFlag = tsc_AHOR,
v ellnfoA 3212 = ts0_T3212.0,
ev_Gellnfon nmo = tsc_AMO_l,
{ov_Gellnof rac = oc_RAC_,
{ev_Gelinfon atenuatonLeve = tsc_AtenuationNonutableNelghbourcel,
tev_CellinfoB.attflag = tsc_AttOR,

ev_GellnioB 5213 = fse_T3217.0,

{ev_Gelinfot nmo = tsc_NO_i,

{ev_Gellnfod ac - tsc_LAC_2,

{ev_GelinfoD o = 55_NHO_I,

ev_GellnfoD mec = tst_MG_2,

{ev_GellnfoD ac = sc LAC_2,

{ev_CallnfoD atFlag = tec_MON

{ev_GellnfoD 5212 = tor, 79212,

)

+t5_MM_PwrOrUSIM_On (tcv_USIM_State) |

+15_SetMCC_VPLMN_Bands (tsc_CellD)
+t5_GMM_Set0pModeC_Ora

+ts_GMM_Config_CellE_CeliC.
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