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1. Introduction and proposal
Please note that highlights show changes compared to RP-111631.
The SR-VCC (Single Radio Voice Call Continuity) functionality to UTRA is currently defined as a FGI feature, i.e. FGI bit 27 as below.
	27
	- EUTRA RRC_CONNECTED to UTRA CELL_DCH  CS handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 8 to 1
	


SR-VCC to UTRAN is an important feature for operators who have already deployed CS voice service in UTRAN with wide coverage, and looking into start providing VoLTE services, to provide voice call continuity in their networks, as initially, VoLTE coverage will be smaller than that provided by CS voice over UTRAN. It is also noted that support of SR-VCC functionality is mandated in GSMA IR.92 [1] both for the network and UE.

During recent talks with vendors, we noted that several vendors have plans to support VoLTE and to also provide the SR-VCC to UTRAN functionality in their Rel-9 roadmaps. Hence, we think that there might be sufficient confidence within the industry to have enough IOT opportunities in order to mandate setting of FGI bit 27 to “1” (i.e. implemented and successfully tested) for Rel-9 LTE UEs who support VoLTE and UTRAN.
On the other hand, we have heard the possibility that VoLTE capable UEs supporting 1xRTT/HRPD in addition to UTRAN may be released before having IOT opportunities for SR-VCC to UTRAN. So we should take this into consideration.
Proposal: Agree to mandate setting of FGI bit 27 (SR-VCC to UTRAN) by Rel-9 UEs supporting VoLTE and CS voice over UTRAN to “1” (i.e. implemented and successfully tested), unless it supports 1xRTT or HRPD.
Relevant Rel-9 CR and Rel-10 shadow CR are provided in [2][3].
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