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	Addition of applicability of the following new test case
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	
	<< many rows skipped here >>
	
	
	
	
	
	

	6.2.3.30
	Inter-RAT Cell Reselection failure from GPRS Packet transfer to E-UTRA (Network Assisted Cell Change)
	Rel-8
	C114
	UEs supporting E-UTRA and GSM and CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.31
	Inter-RAT cell reselection / From UTRA_Idle (low priority) to E-UTRA RRC_IDLE (high priority) according to RAT priority provided by dedicated signalling
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.32
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle, Snonintrasearch
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.2.3.33
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle / Squal based cell reselection parameters are broadcast in E-UTRAN / UE does not support Squal based cell reselection in UTRAN
	Rel-9
	Cxx
	UEs supporting E-UTRA and UTRA and not supporting Squal based cell reselection to E-UTRAN from UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.1
	Inter-frequency cell reselection / From E-UTRA RRC_IDLE non-CSG cell to E-UTRA RRC_IDLE CSG cell
	Rel-8
	C80
	UEs supporting E-UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.2
	Inter-RAT cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA idle CSG cell
	Rel-8
	C95
	UEs supporting E-UTRA and GERAN and allowed CSG list and manual CSG selection
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.3.3
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE CSG cell
	Rel-8
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
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Table 4-1a: Applicability of tests Conditions

	<< many rows skipped here >>

	C123
IF A.4.4-1/2 AND A.4.4-2/2THEN R ELSE N/A

	C124
IF (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-1/5 AND A.4.4-2/1 THEN R ELSE N/A

	C125
IF A.4.4-2/2 AND (A.4.4-2/5 or (A.4.4-2/4 AND A.4.4-1/25)) THEN R ELSE N/A

	Cxx
IF A.4.1-1/6 AND (NOT A.4.4-1/yy) THEN R ELSE N/A


<text skipped here>
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	
	<< many rows skipped here >>
	
	
	
	

	53
	Support of inter-RAT PS handover to E-UTRA (TDD) from UTRA
	25.306, 4.7
	Rel-8
	pc_HO_from_UTRA_to_eTDD
	

	54
	Support for UE requested modification of network allocated TFTs
	24.301, 6.5.4
	Rel-8
	pc_ESM_UE_Modification_NW_TFT
	

	55
	Support of automatic re-activation of the EPS bearer(s) during Network Initiated Detach even though UE has initiated a detach procedure with detach type set to “EPS detach” or “combined EPS/IMSI detach”
	24.301, 5.5.2.2.4
	Rel-8
	pc_EPC_AutomaticAttachSwitchOn
	

	yy
	Support of Squal based cell reselection to E-UTRAN from UTRAN
	36.304, 5.2.4.5
	Rel-9
	pc_Squal_based_CellReselection_to_E_UTRAN_from_UTRAN
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