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Reason for change:
(

(1) The value of the IEI field for “Additional Mobile Identity” of Attach Request and Routing Area Update request as defined in 24.008 is “1A”H where the value set in TTCN is “23”H
(2) The value of the IEI field for “Mobile Station Classmark 2” of Attach Request and Routing Area Update request as defined in 24.008 is “11”H where the value set in TTCN is “33”H




Summary of change:
(

(1) Modified the value of IEI in the constraint “cr_GMM_MS_Identity_Any “ to “1A”

(2) Created a new constraint “c_MS_Clsmk2_Any_Att” with IEI value “11” and used it in all Attach Request and Routing Area Update Request messages
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not approved:
A conformant UE may fail the test cases.
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Change 1

Constraint Name
 cr_GMM_MS_Identity_Any

Reason for change
The value of the IEI field for “Additional Mobile Identity” of Attach Request and Routing Area Update request as defined in 24.008 is “1A”H where the value set in TTCN is “23”H

Summary of change
Changed the value to “1A” in the constraint cr_GMM_MS_Identity_Any

Source of change
IWD Wk48
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Change 2

Constaint Name
New constraint: c_MS_Clsmk2_Any_Att

Changes to following existing constraints:

cbr_RA_UpdReq

cbr_RA_UpdReqAny

cbr_RA_UpdReq_3

cr_AttachReq

cr_AttachReq2

cr_AttachReq3

cr_AttachReqNoPTMSI_Sig

cr_AttachReqTMSI_IfPresent

cr_RA_UpdReq2

cr_RA_UpdReqAnyTS

Reason for change
The value of the IEI field for “Mobile Station Classmark 2” of Attach Request and Routing Area Update request as defined in 24.008 is “11”H where the value set in TTCN is “33”H

Note: Existing constraint is valid for Location Area Updat request as in this case IEI will be 0x33

Summary of change
New constraint c_MS_Clsmk2_Any_Att  is created with IEI value equal to “11”. This new constraint is used in the following constraints (one constraint screenshot shown below):

cbr_RA_UpdReq

cbr_RA_UpdReqAny
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cr_AttachReq

cr_AttachReq2

cr_AttachReq3
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Source of change
IWD Wk48
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After: 
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New Contraint:
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