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Agenda Item
8.3.1

10.1


Closed REL-10 work items
RP-120743: CRs to Closed Rel-10 WIs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120743
	R3-121167
	Correction of ANR handlings upon UE detach or switch off
	25.484
	3
	-
	F
	10.0.1
	ANR_UTRAN-Core
	Rel-10

	RP-120743
	R3-121437
	Correction to assigned criticality of L-GW Transport Layer Address
	25.413
	1166
	1
	F
	10.5.0
	LIPA_SIPTO
	Rel-10


10.3


Small Technical Enhancements and Improvements for Rel-10 [TEI10]
RP-120744: TEI10 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120744
	R3-121476
	Correction of emergency call handling during Inbound mobility
	25.467
	173
	3
	F
	10.4.0
	EHNB-RAN3, TEI10
	Rel-10

	RP-120744
	R3-120940
	Correction of Reset
	36.440
	8
	-
	F
	10.2.0
	TEI10
	Rel-10

	RP-120744
	R3-120941
	Correction of SFN Initialization Time
	36.455
	26
	-
	F
	10.2.0
	TEI10
	Rel-10

	RP-120744
	R3-120948
	Correction of E-UTRAN Access Point Position
	36.455
	27
	-
	F
	10.2.0
	TEI10
	Rel-10

	RP-120744
	R3-121073
	Clarification of the enhanced TS0 capability for 1.28Mcps TDD
	25.423
	1742
	-
	F
	10.6.0
	TEI10
	Rel-10

	RP-120744
	R3-121074
	Clarification of the enhanced TS0 capability for 1.28Mcps TDD
	25.423
	1743
	-
	A
	11.1.0
	TEI10
	Rel-11

	RP-120744
	R3-121075
	Clarification of the enhanced TS0 capability for 1.28Mcps TDD
	25.433
	1937
	-
	F
	10.5.0
	TEI10
	Rel-10

	RP-120744
	R3-121076
	Clarification of the enhanced TS0 capability for 1.28Mcps TDD
	25.433
	1938
	-
	A
	11.0.0
	TEI10
	Rel-11

	RP-120744
	R3-120949
	Correction on ETWS and CMAS
	36.413
	980
	-
	F
	10.5.0
	TEI10, LTE-interfaces
	Rel-10

	RP-120744
	R3-121377
	Introduction of KPAS delivery function
	36.401
	54
	1
	F
	10.3.0
	TEI10, LTE-interfaces
	Rel-10

	RP-120744
	R3-121379
	Introduction of  KPAS delivery function
	36.410
	19
	1
	F
	10.2.0
	TEI10, LTE-interfaces
	Rel-10


11.4.2.1

Uplink Transmit Diversity for HSPA - Core Part: Closed Loop [500122, HSPA_UL_TxDiv-CL-Core, 06/2012]
RP-120745: Closed Loop Uplink Transmit Diversity CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120745
	R3-121366
	Some corrections for UL CLTD
	25.433
	1935
	1
	F
	11.0.0
	HSPA_UL_TxDiv-CL-Core
	Rel-11

	RP-120745
	R3-121367
	Some corrections for UL CLTD
	25.423
	1741
	1
	F
	11.1.0
	HSPA_UL_TxDiv-CL-Core
	Rel-11


11.4.4.1

Non-contiguous 4C-HSDPA operation - Core Part [510119, NC_4C_HSDPA-Core, 06/2012]
RP-120746: Non-contiguous 4C-HSDPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120746
	R3-121444
	Supporting Non-adjacent multi-carrier operation
	25.433
	1948
	3
	B
	11.0.0
	NC_4C_HSDPA-Core
	Rel-11

	RP-120746
	R3-121445
	Supporting Non-adjacent multi-carrier operation
	25.423
	1752
	3
	B
	11.1.0
	NC_4C_HSDPA-Core
	Rel-11


11.6.11.1
Network Energy Saving for E-UTRAN - Core part [530136, Netw_Energy_LTE-Core, 06/2012]
RP-120747: Network Energy Saving for E-UTRAN CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120747
	R3-121395
	SON Transfer application for IRAT Network Energy Savings
	36.413
	1010
	-
	B
	10.5.0
	Netw_Energy_LTE-Core
	Rel-11


11.6.13.1
Additional special subframe configuration for LTE TDD - Core part [550114, LTE_TDD_add_subframe-Core, 06/2012]
RP-120748: Additional special subframe configuration for LTE TDD CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120748
	R3-121376
	Support for new special subframe configurations
	36.423
	517
	1
	B
	11.0.0
	LTE_TDD_add_subframe
	Rel-11


11.7.3.2.1
LTE E850 - Lower Band for Region 2 (non-US) - Core part [510132, LTE_e850_LB-Core, 06/2012]
RP-120749: LTE 850 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120749
	R3-121389
	Introduction of E850_LB (Band 27) to TS 25.461
	25.461
	79
	1
	B
	11.0.0
	LTE_e850_LB-core
	Rel-11

	RP-120749
	R3-121390
	Introduction of E850_LB Band 27 to TS 25.466
	25.466
	45
	1
	B
	11.0.0
	LTE_e850_LB-core
	Rel-11


11.7.3.3.1
LTE for 700 MHz digital dividend - Core part [520117, LTE_APAC700-Core, 06/2012]
RP-120750: LTE for 700 MHz CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120750
	R3-121268
	Introduction of FDD band for 700 MHz digital dividend
	25.466
	46
	-
	B
	11.0.0
	LTE_APAC700-Core
	Rel-11

	RP-120750
	R3-121269
	Introduction of TDD band for 700 MHz digital dividend
	25.466
	47
	-
	B
	11.0.0
	LTE_APAC700-Core
	Rel-11

	RP-120750
	R3-121446
	Introduction of Band 28
	25.461
	80
	-
	B
	11.0.0
	LTE_APAC700-Core
	Rel-11

	RP-120750
	R3-121447
	Introduction of Band 44
	25.461
	81
	-
	B
	11.0.0
	LTE_APAC700-Core
	Rel-11


11.8


Small Technical Enhancements and Improvements for Rel-11 [TEI11]

RP-120751: TEI11 CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120751
	R3-121396
	Introduction of enhanced DC-HSDPA
	25.423
	1754
	-
	F
	11.1.0
	RANimp-DCHSDPA, TEI11
	Rel-11

	RP-120751
	R3-121397
	Introduction of enhanced DC-HSDPA
	25.433
	1949
	-
	F
	11.0.0
	RANimp-DCHSDPA, TEI11
	Rel-11

	RP-120751
	R3-121482
	Adding RRC re-establishment cause to RLF indication
	36.423
	501
	3
	F
	11.0.0
	SONenh_LTE-Core, TEI11
	Rel-11

	RP-120751
	R3-120951
	Introduction of the Security Algorithm (ZUC)
	36.413
	981
	-
	B
	10.5.0
	TEI11, EEA3_EIA3
	Rel-11

	RP-120751
	R3-120952
	Introduction of the Security Algorithm (ZUC)
	36.423
	496
	-
	B
	11.0.0
	TEI11, EEA3_EIA3
	Rel-11

	RP-120751
	R3-121473
	Clarification on TAC in X2 Setup
	36.423
	498
	2
	F
	11.0.0
	TEI11, LTE-interfaces
	Rel-11

	RP-120751
	R3-120990
	Correction on usage of Time of MBMS Data Stop IE
	36.444
	32
	-
	F
	11.1.0
	TEI11, MBMS_LTE
	Rel-11

	RP-120751
	R3-121401
	Correction on M3 Configuration Procedure
	36.444
	33
	1
	F
	11.1.0
	TEI11, MBMS_LTE
	Rel-11

	RP-120751
	R3-121424
	Correction of MCE Configuration Update procedure in M3 interface
	36.444
	38
	1
	F
	11.1.0
	TEI11, MBMS_LTE
	Rel-11


RP-120752: TEI11 CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120752
	R3-121030
	Correction of AbsoluteTime
	36.444
	37
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-120752
	R3-121349
	Correction on Emergency ARP Value
	36.423
	513
	1
	A
	11.0.0
	TEI11
	Rel-11

	RP-120752
	R3-121386
	Introduction of Extended S-RNTI
	25.423
	1750
	1
	B
	11.1.0
	TEI11
	Rel-11

	RP-120752
	R3-121387
	Correction on Emergency ARP Value
	36.413
	998
	2
	F
	10.5.0
	TEI11
	Rel-11

	RP-120752
	R3-121402
	Improved granularity for the time UE stayed in cell
	36.413
	1007
	1
	F
	10.5.0
	TEI11
	Rel-11

	RP-120752
	R3-121403
	Improved granularity for the time UE stayed in cell
	36.423
	516
	1
	F
	11.0.0
	TEI11
	Rel-11

	RP-120752
	R3-121404
	Improved granularity for the time UE stayed in cell
	25.413
	1172
	1
	F
	10.5.0
	TEI11
	Rel-11

	RP-120752
	R3-121405
	Correction of ASN.1 Concerning the Presence of extendedMCE-ID
	36.444
	40
	1
	F
	11.1.0
	TEI11
	Rel-11

	RP-120752
	R3-121410
	Introduction of the new IE for cell reselection from UTRA connected mode
	25.413
	1167
	2
	B
	10.5.0
	TEI11
	Rel-11

	RP-120752
	R3-121472
	Correction on MBMS Session Start and Stop procedures in M2 interface
	36.443
	63
	3
	F
	10.5.0
	TEI11
	Rel-11
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