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1. Introduction

In Japan, there are two systems operated in the 2.5GHz frequency band as BWA (Broadband wireless access) technologies and one of them is specified by ARIB standard STD-T95 for XGP (eXtended Global Platform)[1]. The STD-T95 was revised and approved to refer to 3GPP LTE TDD.
2. BWA band allocation in Japan
Figure 1 below shows the current frequency allocation for BWA around 2.5GHz in Japan.  

[image: image2.bmp]
Figure 1: Current frequency allocation for BWA in Japan

There are two nationwide frequency bands for BWA services in Japan, namely WiMAX and XGP. Overview and detailed specification of the radio interface for XGP are described in Recommendation ITU-R M.1801 and Japan’s frequency band is 2545MHz-2575MHz as indicated with red diagonal in Figure 1.
Since the revision of XGP standard “ARIB STD-T95”, which partially refers to 3GPP specification (LTE TDD), has officially been approved in ARIB Standard Assembly in February 2012, and the revised XGP standard has been compliant with the current Japanese Radio Regulation in the band, BWA system based on LTE TDD is available in the BWA band
.
The situation mentioned above was also informed to the 3GPP PCG meeting held in October, 2011[2], RAN4 #62bis meeting held in March, 2012[3] and RAN4 #63 meeting held in May, 2012[4].
3. Conclusion
As mentioned above, ARIB STD-T95 for the XGP system operating in the Japanese BWA band has been revised with reference to the 3GPP LTE TDD specifications.
4. Reference
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� 3GPP specifies basically more strict requirements including this band, therefore STD-T95 referring 3GPP specifications practically fulfil Japanese regulatory requirements.
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