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	During Test Tolerance analysis for RRM test cases it was found that band 25 needs further analysis for the intra frequency test cases in section 9. 
Due to a change of Refsens in core spec 36.133 for band 41 The test tolerances in section 9 needs further study.
A note is added to Annex F in order to capture this until the analysis can be made until RAN5#56.
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	Added a note in Annex F stating that operating band 25 needs some further test tolerance analysis for intra frequency test cases. 
Added a note in Annex F stating that Band 41 needs further analysis for test cases in section 9.
Added sentence that test case 9.2.1.1 is incomplete for operating band 25
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	Other comments:
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	Note that it is only test tolerances for band 25 and 41 that are affected, the test cases themselfes remains complete.
This is an update of R5-121551 and the outcome of 1 revision to this document. All revisions produced during the meeting can be found in the Intermediate CRs folder


Annex F (normative):
Measurement uncertainties and Test Tolerances

Editor’s note: Annex is incomplete. The following aspects are either missing or not yet determined:

· In Annex F.1 the Acceptable uncertainty of Test System has not yet been defined for all tests 

· In Annex F.3 the Derivation of Test Requirements has not yet been defined for all test

· The references to other specifications need to be formalised
The requirements of this clause apply to all applicable tests in the present document.
For operating bands 22, 42 and 43, the Test Tolerances may not be valid since some Test System uncertainties are changed for frequencies above 3000MHz. The Test Tolerances for those specific bands are therefore For Further Study [FFS].
Note: 
For operating band 25, the Test Tolerances for intra frequency test cases in section 9 may not be valid, they are For Further Study [FFS] until RAN5#56. Test case 9.2.1.1 is found incomplete for operating band 25. 
Note:
Test tolerances for operating band 41 is For Further Study [FFS] until RAN5 #56
F.1
Acceptable uncertainty of Test System (normative)

See TS 36.521-1[10] Annex F1.

F.1.1
Measurement of test environments
See TS 36.521-1[10] Annex F1.1.
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