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	Title:
(

	Correction to applicability of EMM test cases 9.2.3.1.9, 9.2.1.2.1b, 9.2.2.1.4 and 9.2.3.2.1b
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	Use one of the following categories:
F  (correction)
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C  (functional modification of feature)
D  (editorial modification)
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be found in 3GPP TR 21.900.
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	Reason for change:
(

	As per 36.523-1, test case 9.2.3.1.9 is applicable for EPS attach only and test cases 9.2.1.2.1b, 9.2.2.1.4 and 9.2.3.2.1b are applicable for combined EPS/IMSI attach and hence the applicability of these test case should be updated.

	
	

	Summary of change:
(

	Applicability of the test cases are updated.

	
	

	Consequences if 
(

not approved:
	A conformant device will fail these test cases.
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	Table 4-1, 4-1a

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	…..
	
	
	
	
	
	
	

	9.2.1.2.1b
	Combined attach procedure / Success / SMS only
	Rel-8
	C88
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and combined attach and registration to CS for  SMS only
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.2.1.4
	UE initiated detach / detach for non-EPS services
	Rel-8
	C106
	UEs supporting E-UTRA and detach for non-EPS services, and combined EPS/IMSI attach.
	pc_eFDD

pc_IMSI_Detach
	
	

	
	
	
	
	
	pc_eTDD
pc_IMSI_Detach
	
	

	9.2.3.1.9
	Normal tracking area update / Correct handling of CSG list
	Rel-8
	 CXXX
	UEs supporting E-UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	

	
	
	
	
	and EPS attach
	pc_eTDD
	
	

	9.2.3.2.1b
	Combined tracking area update / successful / SMS only
	Rel-8
	C88
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined attach and registration to CS for SMS only
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	…

	C88
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3) AND  A.4.2.1.1-1/4 AND (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-2/2 THEN R ELSE N/A

	…

	C106
IF A.4.4-1/34 AND A.4.4-2/2 THEN R ELSE N/A

	…

	C137
IF A.4.4-1/62 THEN R ELSE N/A

	CXXX
IF A.4.4-1/2 AND A.4.4-1/49 AND A.4.4-2/1 THEN R ELSE N/A
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