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	Title:
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	Part 1: Marking DC-HSUPA test cases 7.1.9.3 and 7.1.9.4 as void

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
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	R5

	
	

	Work item code:
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	RANimp-DC_HSUPA_UEConTest
	
	Date: (

	2012-05-11

	
	
	
	
	

	Category:
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	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-5
(Release 5)
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(Release 6)
Rel-7
(Release 7)s
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(Release 8)
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(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	DC-HSUPA test cases 7.1.9.3 and 7.1.9.4 was assigned in the DC-HSUPA work plan for testing of Scheduling Information handling and TFC selection. 

Test case 7.1.9.3 is not considered needed as the test case in 7.1.9.2 will cover both the test purpose for Happy bit setting and Scheduling Information.

Test case 7.1.9.4 is not considered needed as the TFC tables for DC-HSUPA case (for each cell) are the same as for the single cell case. In addition TFC selection will be implicit tested by other DC-HSUPA MAC,RB and RF test cases.

To avoid holes in clause nuimbering in TS 34.123-1 (7.1.9.5 already included in TS 34.123-1) then it is proposed that clause numbers for 7.1.9.3 and 7.1.9.4 are inserted and marked as void.  

	
	

	Summary of change:
(

	Clause numbers 7.1.9.3 and 7.1.9.4 added and marked as void.

	
	

	Consequences if 
(

not approved:
	There will be holes in clasue numbering of TS 34.123-1.

	
	

	Clauses affected:
(

	7.1.9.3 (new) and 7.1.9.4 (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	Affected:
	X
	
	 Test specifications
	TS 34.123-2 (applicability) 

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	Impacts Rel-9 and later releases
Note! An alternative to this CR would be to renumber 7.1.9.5 to 7.1.9.3. 


7.1.9.1.5
Test requirements

1.
At step 5 the SS shall receive 2 MAC-i PDU in the same TTI containing one RLC PDU on LCH1 and one RLC PDU on LCH2.

2.
At step 5 the TSN value for both MAC-I PDUs shall be:

-
Frist iteration: ‘0’;

-
Iteration 2 to 16384: ‘1’ to ‘16383’

-
Iteration 16385: ‘0’ 

7.1.9.3
Void 
7.1.9.4
Void 
7.1.9.5
Deactivation and activation of secondary uplink frequency using HS-SCCH orders 
Editor’s note: the reference to the condition to be used for the default DC-HSUPA configuration in 34.108 is marked as FFS. This will be updated by a CR as soon as the condition has been defined in TS 34.108.
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