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A.4.3.2
RF Baseline Implementation Capabilities

Table A.15: FDD (DS) RF Baseline Implementation Capabilities

	Item
	FDD (DS) RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Chip rate 3,84 Mcps
	25.101, 5.1
	R99
	
	

	2
	Frequency band: 1 920-1 980, 2 110-2 170 MHz
	25.101, 5.2
	R99
	pc_Band1_Supp
	Band I

	3
	Frequency band: 1 850-1 910, 1 930-1 990 MHz
	25.101, 5.2
	R99
	pc_Band2_Supp
	Band II

	4
	Frequency band: Other spectrum
	25.101, 5.2
	R99
	
	

	5
	TX-RX Freq. Sep: 190 MHz
	25.101, 5.3
	R99
	
	

	6
	TX-RX Freq. Sep: 80 MHz
	25.101, 5.3
	R99
	
	

	7
	TX-RX Freq. Sep: Variable
	25.101, 5.3
	R99
	
	

	8
	Carrier raster: 200 kHz
	25.101, 5.4
	R99
	
	

	9
	UE Power Class 1 (+33 dBm)
	25.101, 6.2.1
	R99
	
	

	10
	UE Power Class 2 (+27 dBm)
	25.101, 6.2.1
	R99
	
	

	11
	UE Power Class 3 (+24 dBm)
	25.101, 6.2.1
	R99
	
	

	12
	UE Power Class 4 (+21 dBm)
	25.101, 6.2.1
	R99
	
	

	13
	Output RF spectrum emissions
	25.101, 6.6
	R99
	
	

	14
	Frequency band: 1710-1785, 1805-1880 MHz
	25.101, 5.2
	R99
	pc_Band3_Supp
	Band III

	15
	Frequency band: 1710-1755, 2110-2155 MHz
	25.101, 5.2
	R99
	pc_Band4_Supp
	Band IV

	16
	Frequency band: 824 – 849, 869-894 MHz
	25.101, 5.2
	R99
	pc_Band5_Supp
	Band V

	17
	Frequency band: 830-840, 875-885 MHz
	25.101, 5.2
	R99
	pc_Band6_Supp
	Band VI

	18
	Frequency band: 2500-2570, 2620-2690 MHz
	25.101, 5.2
	R99
	pc_Band7_Supp
	Band VII

	19
	Frequency band: 880–915, 925–960 MHz
	25.101, 5.2
	R99
	pc_Band8_Supp
	Band VIII

	20
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	25.101, 5.2
	R99
	pc_Band9_Supp
	Band IX

	21
	Multiple FDD bands simultaneously
	25.101, 5.2
	R99
	pc_MultiBand_Supp
	Required for FDD inter-band operation

	22
	Frequency band: 1710-1770, 2110-2170 MHz
	25.101, 5.2
	R99
	pc_Band10_Supp
	Band X

	23
	Frequency band: 1427.9 – 1447.9, 1475.9 – 1495.9 MHz
	25.101, 5.2
	R99
	pc_Band11_Supp
	Band XI

	24
	Frequency band: 699 – 716 MHz, 729 – 746 MHz
	25.101, 5.2
	R99
	pc_Band12_Supp
	Band XII

	25
	Frequency band: 777 - 787 MHz, 746 - 756 MHz
	25.101, 5.2
	R99
	pc_Band13_Supp
	Band XIII

	26
	Frequency band: 788 – 798 MHz, 758 – 768 MHz
	25.101, 5.2
	R99
	pc_Band14_Supp
	Band XIV

	27
	Frequency band: 830 – 845 MHz, 875 – 890 MHz
	25.101, 5.2
	Rel-4
	pc_Band19_Supp
	Band XIX

	28
	Frequency band: 1447.9 – 1462.9 MHz, 1495.9 – 1510.9 MHz
	25.101, 5.2
	Rel-4
	pc_Band21_Supp
	Band XXI

	29
	Frequency band: 3410 – 3490 MHz, 3510 – 3590 MHz
	25.101, 5.2
	Rel-10
	pc_Band22_Supp
	Band XXII

	30
	Frequency band: 832 – 862 MHz, 791 – 821 MHz
	25.101, 5.2
	Rel-9
	pc_Band20_Supp
	Band XX

	31
	Frequency band: 1850 – 1915,  1930  – 1995 MHz
	25.101, 5.2
	Rel-10
	pc_Band25_Supp
	Band XXV
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